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Abstract
This thesis models the flow behaviour of polymer blends using a new constitutive model
derived from tube theory and double reptation called the bidisperse Rolie-Double-Poly
equation (Boudara et al., Journal of Rheology, 63, 71 (2019)) in two different geometri-
cal flows using finite-volume based OpenFOAM software. This model incorporates the
molecular mechanisms of reptation motion, thermal and convective constraint release, chain
stretch and accounts for the interactions between polymer chain of different lengths in a
polydisperse melt. In this thesis, the model was implemented within OpenFOAM using
the RheoTool library. This implementation was validated against published results for the
transient extensional viscosity.
Numerical simulations for the bidisperse Rolie-Double-Poly were performed for two dif-
ferent flow geometries used to characterise extension flow properties, the hyperbolic con-
traction and a cross-slot with both sharp and hyperbolic corners. For each flow the effects
of varying the geometric details, the flow-rate and composition of the blend are examined.
In addition, we compare the results to those obtained from the equivalent multimode Rolie-
Poly model that is based on linear superposition to distinguish the coupling effect predicts
by the Rolie-Double-Poly model.
The study of the cross-slot flow is extended to investigate the symmetry-breaking bifur-
cation for a single mode Rolie-Poly and bidisperse Rolie-Double-Poly model. We find that
the bifurcation to a steady asymmetric flow depends on the ratio of the stretch to orientation
relaxation times and is not observed when this ratio is small even for high Deborah num-
bers in the Rolie-Poly model, but is observed in blends described by the Rolie-Double-Poly
model.
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Chapter 1
Introduction
This chapter outlines the aims, objectives and background study of this work. It first
explains rheology, viscoelastic flow, the governing equation and the constitutive laws that
are used in this study. The relevant different numerical approaches are described before a
summary of the work in viscoelastic flow using both numerical simulation and experimental
studies is presented. This chapter ends with an overview of the whole thesis in Section 1.9.
1.1 Background study
Research on fluid behaviour has received particular attention for many years. One can define
fluid as any substance that deforms continuously when subjected to a stress regardless of
the amount of stress imposed. There are various properties of fluids that can distinguish one
fluid from another. One of the physical properties is its viscosity. Newton’s law of viscosity
states that the ratio between the shear stress and shear-rate of a fluid is constant for a given
pressure and temperature. This ratio defines the viscosity or the coefficient of viscosity.
Fluids that obey this law are known as Newtonian fluids. This covers many common fluids
including air and water. However, there are many other fluids whose stress does not behave
as stated in Newton’s law, such as molten polymers or polymeric solutions. These kinds of
fluid are classified as non-Newtonian.
Modelling a polymer melt flow in industrial polymer processing is crucial so that the
polymeric flow behaviour can be predicted and thus the flow can be controlled. This is to
ensure the stability and predictability of the flow and to avoid the wastage of polymeric
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fluid during the processing. While research on Newtonian fluids has been explored in depth
over many years, researchers also extended their interest to investigate the behaviour of non-
Newtonian fluid over the last decades. This includes the development of constitutive models
that describe polymeric fluids of different types that include the Oldroyd-B [103], Pom-Pom
[94], Phan-Thien-Tanner (PTT) [131], Giesekus [56], Finite-Extensible Nonlinear Elastic
(FENE) type [20] models and recently proposed constitutive models describing entangled
linear polymers, Rolie-Poly [85] and Rolie-Double-Poly [23] to the extent where comparison
between the theoretical model and experimental work using real fluids are possible (see for
example [89], [129], [134]).
Numerical simulation techniques play a vital role for flow prediction and are able to
produce comparable results to experimental findings. The development of numerical ap-
proaches from different techniques (e.g. finite volume, finite element and finite difference
approaches) have progressed to the point where three-dimensional time-dependent simu-
lations are possible. Both in-house academic codes for viscoelastic fluid (see for exam-
ple, [16], [64], [130], [137]) and commercial packages, including OpenFOAM [138], ANSYS
polyFlow [1], and COMSOL [3] for instance, are now available to simulate and predict the
non-Newtonian phenomena for a wide range of different fluids.
Modelling the flow using Computational Fluid Dynamics, (CFD), open-source packages
such as OpenFOAM, a free finite-volume based solver [75], [138], facilitates the study of
fluid flow and has widely been used in academic and industrial work to solve various appli-
cations and model real world problems (see for example, [27], [61], [68] and [81]). Due to its
increasing popularity in the last decade, a number of researchers and practitioners deploy
this powerful CFD simulator and additional toolboxes have been proposed for specific ap-
plications (e.g. [72], [113]) to extend the capability of the software. The extended toolbox
which is relevant to the problem solved in this work is called RheoTool [113] which provides
the framework for solvers for rheological problems.
Experimental and industrial polymer processing generally requires a confined geometry.
Much research has been conducted to study the behaviour of the various constitutive models
in different configurations including slit geometry [87], [89], [134], cross-slot geometry [87],
[89], and contraction geometry [99], [100], [113]. This include the 4:1 planar contraction that
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has been used here as a benchmark flow problem to test the proposed solvers in order to
validate the numerical predictions [54], [113]. Previous studies exposed that this geometry
produces a corner vortex and the size of the lip vortex is even more pronounced as the
Deborah number increases. This is due to the impact of the intense extensional response of
the viscoelastic fluid as a consequence of the abrupt geometrical changes at the re-entrant
contraction. During shear and extensional deformation, the material functions (e.g. the
viscosity and the stress) are important components to look at in order to understand the
behaviour of the fluid. For instance, in shear deformation studies, we can observe the
relationship between the shear-rate and shear-stress by plotting the flow curve. This exhibits
the shear viscosity prediction at different regimes which illustrates different phenomena.
For extensional deformation, the relationship between extension-rate and first normal stress
difference also could be observed. However, the measurement of the extensional viscosity is
difficult.
The converging flow geometry was initially proposed by Cogswell during 1978 [30]. In
an abrupt contraction flow, the formation of lip vortices near the re-entrant contraction and
fluid vortices at the sharp corner upstream are observed. However, the smooth hyperbolic
contraction configuration with sufficiently long contraction length able to avoid and reduce
this problem which is observed in the benchmark 4:1 abrupt contraction flow even for low
Weissenberg number for Oldroyd-B, PTT and Giesekus-Leonov fluid as reported in Debbaut
et al. [41]. Researchers, [127], [128], [139] then developed the hyperbolic contraction as a
measurement tool to capture the extensional properties of the fluid. The configuration was
able to generate a uniform extension-rate within the contracting region which facilitates the
measurement of the extensional viscosity, one of the important material functions required
to understand the behavior of the viscoelastic fluid. This configuration produces complex
flow containing both shear and extensional response.
The cross-slot flow geometry is a more recent configuration for understanding the ex-
tensional response of viscoelastic fluid. In contrast to the hyperbolic contraction flow, this
device generates a two-dimensional flow with a stagnation point at the centre. The change
in the flow direction creates high extensional response along the centre-line that accumulate
significant macromolecular strain for a sufficiently fast flow. The cross-slot with sharp or
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rounded corners is considered for the study of extensional response of different viscoelastic
constitutive models including PTT, UCM, Oldroyd-B, FENE type and Rolie-Poly equations
(see reference [26], [35], [65], [67], [87], [123] for example).
1.2 Research aims and objectives
The aim of this thesis is to model the behaviour of a latest viscoelastic constitutive law
that describes a bidisperse polymer blend, Rolie-Double-Poly (RDP) model [23], derived
from tube theory [45], using the OpenFOAM CFD software. In particular, the hyperbolic
contraction geometry and cross-slot with hyperbolic corner are considered where some of the
physical effects of the geometries are varied to observe the response of the fluid behaviour
to the changes. This includes observing the extensional response and the molecular stretch
of the polymer when the polymeric fluid experiences the converging and stretching flow and
changes in the flow direction for the two-dimensional cross-slot flow. The coupling effect of
the polymer chains in the new (bidisperse) model are compared with linear superposition
of a non-coupled Rolie-Poly model with the equivalent polydispersity. The summary of the
objectives for this work is outlined as follows
• To implement the Rolie-Poly model in OpenFOAM and validate the behaviour of the
model in a benchmark flow and against published results before extending the model
to the hyperbolic contraction geometry.
• To implement the RDP model in OpenFOAM and validate the rheological behaviour
with published results available from the literature.
• To develop the equivalent multimode Rolie-Poly (mRP) model based on the linear
viscoelastic limit of the coupled RDP constitutive laws so that the coupling effect
between the polymer chains can be observed through comparison of transient shear
viscosity and transient elongational viscosity.
• To investigate the RDP model in the hyperbolic contraction geometry with different
physical dimensions and the coupling effect on the extensional response and molecular
stretch of the polymer. Further to that, the effect of varying the blend composition
and channel depth in a three-dimensional geometry are considered.
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• To investigate the behaviour of the RDP model in a cross-slot geometry with hyper-
bolic corner for different physical dimensions. The behaviour of the RDP model and
the effect of blend composition are discussed.
• To investigate bifurcation of the flow with the single mode Rolie-Poly and RDP model
in the cross-slot flow to find the critical Deborah number where the onset of bifurcation
of the flow is observed.
In the next sections, the rheological behaviour and viscoelastic flow for the relevant consti-
tutive models used in this work are described.
1.3 Rheology and viscoelastic flow
Rheology is defined as the study of deformation and flow of matter under the effect of
an applied force. More precisely, it is the study of suspensions, foods, polymer, slurries,
emulsion, paste and other compounds in order to understand the behaviour of the flow [95].
Rheological studies can characterise the behaviour of fluid with dimensionless numbers, the
most common being are the Deborah number (De) and Weissenberg number (Wi). The
Deborah number is defined as the ratio of the relaxation time, λ, to the characteristics time
of the deformation process being observed,
De =
λ
T
.
Lower De flows exhibit liquid-like behaviour while higher De demonstrates solid-like charac-
teristics. When De=0, it represents a Newtonian fluid. In contrast, when De=∞, an elastic
solid is expected. Weissenberg number can be defined as the ratio of the elastic forces to
the viscous forces which can be defined as the ratio of elastic forces to viscous forces. As
reported in Poole [114], the Weissenberg number in a steady simple shear flow for the sim-
plest differential model describing the viscoelastic fluid, the upper-convected Maxwell due
to the Oldroyd model can be written as
Wi =
Elastic forces
Viscous forces
=
τxx − τxy
τxy
=
2ηλγ˙2
ηλγ˙
= 2λγ˙
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where γ˙ is a shear-rate, η is the viscosity and N1 = τxx−τyy is a first normal stress difference.
Note that, the characteristic shear-rate, γ˙ can be defined as the ratio of the fluid velocity,
U to the length scale of the body, h denoted as U/h.
The primary dimensionless number that classifies the behaviour of a Newtonian fluid
is called the Reynolds number, (Re). This dimensionless number is defined as the ratio
between the fluid inertia and the viscous force, defined as follows
Re =
Inertial force
Viscous force
=
ρUh
ηS
,
where ρ is fluid density and ηS is the dynamic viscosity of the fluid. The Elasticity num-
ber, E, of the polymeric fluid can be defined as the ratio of the Weissenberg number to
the Reynolds number, where the viscosity is the contribution from both Newtonian and
polymeric parts, ηt = ηS + ηP . The Elasticity number can be written as
E =
Wi
Re
=
ληt
ρh2
.
Molten polymer exhibits viscoelastic behaviour which possess both viscous and elastic
aspects that is describable by Newtonian viscous liquid and Hookean elastic solid response.
Viscoelastic behaviour can be illustrated using a dashpot and a spring, where the dashpot
models the viscosity while the spring models the elasticity. When a weight is applied on
the spring and removed, it deforms immediately and gives the illustration of the elastic
deformation. In contrast, none of the viscous deformation is recovered when a weight is
removed from the dashpot model. When the spring and dashpot are placed in series, we
get a viscoelastic liquid-like behaviour which, on a short time scale, behaves as an elastic
spring but, on a longer time scale, the motion is resisted by the dashpot. The constitutive
equation for a spring and dashpot are defined as
τ = Gγ and τ = ηγ˙
respectively where τ is the stress for the spring and dashpot, G is the elastic modulus, γ is
the shear strain. The concept of combining a spring with dashpot in series motivated James
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Clerk Maxwell in 1867 to introduce the first constitutive equation to describe the flow of
viscoelastic fluid known as the Maxwell model [93]. The illustration of the Maxwell element
is presented from the last subfigure in Figure 1.1.
Figure 1.1: The dashpot (left), spring (centre) and Maxwell model (right).
Prior to the constitutive equation for a spring and dashpot defined above, the differential
equation for the rate of change with respect to time for a single Maxwell element is the
summation of the shear rates of the two constitutive equations. The Maxwell element is
then governed by
dγ
dt
=
1
G
dτ
dt
+
τ
η
,
and that can be written in the form of relaxation time, λ as
τ˙ +
τ
λ
= Gγ˙,
given η = Gλ. Following the development of this model, more modern, complex and so-
phisticated models, which incorporate the relevant physical mechanisms to make a better
prediction of the behaviour of real fluid, are developed. Chronologically, the upper-convected
Maxwell (UCM) model was next. Oldroyd [103] then extended the UCM model to a set of
rheological equations of state, including the Oldroyd-B model, which can also be derived
from the kinetic theory of a suspension of elastic dumbbells in a Newtonian fluid. This
model however does not consider a shear-thinning fluid. Graham and Likhtman [57] devel-
oped a constitutive law that describes a shear-thinning fluid based on molecular and tube
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theory [45] called Rolie-Poly model. This model is similar to the Oldroyd-B model with an
additional term describing the stretch response of the fluid and the convective constraint
release of the entangled chain. Boudara et al. [23] extended this to a new constitutive
law called the Rolie-Double-Poly which describes a polydisperse polymer for shear-thinning
fluid. The details of these models are described in the next section. Other constitutive laws
derived from different theories, including kinetic, network, molecular and tube theory, are
PTT [111], [131], FENE-P and FENE-CR [20], Giesekus [56], Pom-Pom [94] and extended
Pom-Pom [136]. A brief description of these models is summarised in Table 1.1.
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Table 1.1: The summary of the viscoelastic constitutive model
Constitutive
model
Theory Description Reference
Maxwell
Spring and
dashpot (series)
Linear unentangled
polymer
Maxwell [93]
Generalised Upper
Convected Maxwell
(UCM)
Maxwell element
with upper convected
derivative
Linear unentangled
polymer
Oldroyd [103]
Oldroyd-B
1) Structural
theory
2) Can be derived
using kinetic theory
(Dumbbells model)
Linear polymer Oldroyd [103]
PTT Network theory
Linear entangled
polymer
Thien and Tanner [111]
FENE
(Finite extensibility)
Kinetic theory Unentangled polymer Bird et al. [20]
FENE-P
Kinetic theory
Closure approximation
Unentangled polymer Bird et al. [20]
FENE-CR
Kinetic theory
Closure approximation
Unentangled polymer Chilcott and Rallison [29]
Giesekus
quadratic
stress term
Kinetic theory Linear polymer Giesekus [56]
Pom-Pom Tube theory
Branched
entangled
polymer
McLeish and Larson [94]
Extended Pom-Pom Tube theory
Branched
entangled
polymer
Verbeteen et al. [136]
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Constitutive
model
Theory Description Reference
Graham-Likhman-and-
Milner-McLeish
(GLaMM)
Tube theory
Monodisperse
linear entangled
polymer
Graham et al. [57]
Rolie-Poly
Reptation/
Tube theory
Monodisperse
linear entangled
polymer
Likhtman and Graham [85]
Rolie-Double-Poly
Tube, double
reptation theory
Polydisperse
linear entangled
polymer
Boudara et al. [23]
1.4 Governing equations and viscoelastic constitutive laws
The physics behind rheology are described by the conservation laws of mass, momentum and
energy and the constitutive laws that relate the stress to deformation for a particular fluid
model chosen under a specific flow condition. A set of governing equation for isothermal,
incompressible, single-phase viscoelastic fluid consists of mass and momentum conservation
defined as follows
∇ · u = 0, (1.1)
ρ
(
∂u
∂t
+ u · ∇u
)
= −∇p+∇ · τ , (1.2)
where ρ is a fluid density, u is the velocity vector, t is time, p is a pressure, I is the
identity tensor, τ is the total stress tensor, that can be decomposed into τ = τ S +τ P where
τ S = 2ηSD is the solvent stress contribution, ηS is the solvent viscosity, D is the rate of
deformation tensor, defined as D = 12(∇u +∇uT ), and τ P is polymeric stress.
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1.4.1 Oldroyd-B constitutive equation
The Oldroyd-B viscoelastic model [103] is a standard model used to observe the behaviour of
a polymeric solution under general flow conditions. The equations can be derived from the
kinetic theory of an elastic dumbbell made up of two beads with interconnected spring which
is immersed in a Newtonian solvent, as described by Bird et al. [19]. The total viscosity
in this model is the summation of the contribution from the polymer and the Newtonian
solvent. This model is used as the initial study to illustrate the mathematical models for
the polymer flows before more advanced models are considered. The constitutive laws for
Oldroyd-B model in terms of conformation tensor, A, can be mathematically described as
follows,
∂A
∂t
+ u · ∇A︸ ︷︷ ︸
Time derivative
− [∇u ·A + A · (∇u)T ]︸ ︷︷ ︸
Deformation tensor
= − 1
λD
(A− I)︸ ︷︷ ︸
Orientation
, (1.3)
where λD is the orientation relaxation time. Let
∇
A be the upper-convected time derivative
of a conformation tensor defined as,
∇
A =
∂A
∂t
+ u · ∇A− [∇u ·A + A · (∇u)T ],
then, in a compact form, equation (1.3) can be reduced to
∇
A = − 1
λD
(A− I). (1.4)
Extension to the Oldroyd-B model with an additional term that describes the polymer
stretch using tube theory, are next presented.
1.4.2 Rolie-Poly constitutive equation
The Rouse linear entangled polymer (Rolie-Poly) constitutive model [85], derived based on
tube theory, is the simplest version of the sophisticated constitutive models known as the
GLaMM model [57]. This model is derived using the tube theory concept of de Gennes
[39], [45] and incorporates several mechanisms including reptation, convective constraint
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release [91], and chain stretch.
The linear entangled polymer melts can be visualised as being analogous to a plate of
spaghetti where each of the spaghetti strand represents a polymer chain.
Figure 1.2: The representation of the entangled polymer chain as a plate of spaghetti [92].
Each of the chains is constrained by a “tube” that is made up by the neighbouring chains.
The movement of the chain inside the tube incorporates reptation and the retraction of the
chain back and forth along the tube contour. We can visualise the motion of the single
chain in a tube from the following figure.
Figure 1.3: The tube theory representation for a single polymer chain where the tube
(represented by a blue tube) is determined by neighbouring chains (illustrated by the red
chains).
The reptation motion can be explained by reptation theory that describes the motion of
the chains along the tube which allows the chains to diffuse out of the tube. This is depicted
in Figure 1.4.
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Figure 1.4: The reptation motion of the polymer chain (from top to bottom) illustrating the
chain to diffuse out of the tube releasing the entanglement made by surrounding polymer
chains.
There are two relaxation modes involved in the constitutive equation that describes the
Rolie-Poly model. These are the reptation relaxation time, denoted by λD, that governs the
orientation and motion of the chain along the tube. The other relaxation mode is stretch
relaxation time, λR, that governs the spring-like fluctuation of the chain length. In physical
terms, the reptation relaxation time should be greater than the stretch relaxation time,
i.e. λD > λR with the limit λD → λR representing in an approximate way unentangled
chains. The constitutive laws for Rolie-Poly model in terms of the conformation tensor can
be mathematically described as follows
∇
A = − 1
λD
(A− I)︸ ︷︷ ︸
Reptation
− 2
λR
(1− σ−1)[A + β∗σ2δ(A− I)]︸ ︷︷ ︸
Retraction and CCR
, (1.5)
where A is a stress conformation tensor such that τ p = GA and G is the elastic modulus.
Here, β∗ is convective constraint release, (CCR) coefficient, δ is the fitting parameter, set
to δ = −0.5, and σ =
√
tr(A)
3 is the molecular stretch. The rheological behaviour of the
Rolie-Poly model under shear deformation can be visualised in Figure 1.5 and 1.6.
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Figure 1.5: Polymer chain alignment.
Figure 1.5 depicts the transformation of the polymer melt from chain entanglement until
the chains get stretched under the shear deformation. In this case, three different colours
are used to distinguish the different polymer chains which are entangled to each other. Each
of the polymer chains will start to move along the tube contour by retraction motion and
release the constraint made by other polymer chains as the imposed shear-rate is sufficiently
high the chains are reoriented. For higher shear-rates, the polymer chains start to align and
the emergence of polymer stretch can be observed when
·
γλR > 1. The importance of looking
at the polymer stretch is that the onset of crystallisation of the polymer is observed when
the chain is stretched beyond the yield point as noted in [37]. Crystallisation however, is
governed by the orientation and stretch of the polymer molecules and we do not include
and discuss the crystallisation problem further in this work.
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Figure 1.6: The flow curve for Rolie-Poly model when 3Z = 5 where Z is the entanglement
number [83] defined by Z = λD3λR .
Figure 1.6 shows the flow curve of the shear deformation for shear stress as a function of
Weissenberg number based on stretch relaxation, WiR = γ˙λR. The flow curve divides the
rheological behaviour of the model in three different regimes: slow, intermediate and fast
regime. Under slow deformation, that is when γ˙λD < 1, the Rolie-Poly fluid is approximately
Newtonian and the viscosity shown by the slope of the graph is constant. In the intermediate
regime, when γ˙λD ≈ 1 and γ˙λR < 1, the viscosity of the fluid is decreasing. This indicates
the shear thinning region where the polymer chains start to align. The polymer chain starts
to stretch in the fast flow regime when γ˙λR > 1.
1.4.3 Multimode model
Modelling the fluid behaviour using a single mode model is inadequate to represent real
polymer behaviour. This is because most viscoelastic materials are polydisperse and consist
of different molecular weights of polymer chain, where the relaxation times for both reptation
and stretch are not the same for different molecular weights. Due to this fact, the prediction
of a real fluid using a single mode is insufficient to make a good numerical prediction. Thus,
more modes (termed multimode) are required to ensure a better prediction can be obtained
that is consistent to experimental results. The total polymeric stress, τ P of the multimode
model is defined as
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τ P =
n∑
M=1
τM . (1.6)
where τM is the polymeric stress of mode M and n is the total number of modes. Note
that, each mode has a different elastic modulus and relaxation time.
Based on literature survey, many research works have been carried out using the mul-
timode model for various viscoelastic constitutive laws. These include the enhancement
of the numerical method proposed, [34] to simulation studies in polymer processing, for
instance, extrusion process, die design, [136], planar contraction flows [129], planar elonga-
tional flow [42].
However, the multimode model is based on linear superposition in which the total poly-
meric stress of the model is simply the summation of the individual polymeric stress contri-
bution of different modes. In this model the chains of the viscoelastic material are treated
independently and neglects the interaction between the different polymer chains of the ma-
terial. However, different species involved in a polydisperse polymer melt will interact with
each other (which from now on will be termed as the coupling between different species) and
the stress of the coupling between the polymer species contributes to the total polymeric
stress, which will then contribute to the prediction of the velocity and pressure of the flow
when the governing equation is solved numerically.
In recent years, a new constitutive equation which describes the non-linear rheological
response for a bidisperse blend of long and short linear polymers was introduced theoretically
by Read et al., [119]. This model extends the previous work of Likhtman and Graham, [85]
for linear polymer melts to the full-chain bidisperse blend of linear material. In this work,
we use the simplified version the tube model which was recently introduced by Boudara et
al. [23]. This is based on the Rolie-Poly model [85] and double reptation theory [44] where
the model is generalised to describe the polydisperse blend type of polymer. In this work,
the entanglement of two chain species from the same polymer material having the same
plateau modulus is considered.
In contrast to the linear superposition multimode model, the new constitutive model for
the binary blend includes the coupling between the short and long chain where the polymeric
stress for each coupled mode depends on the interaction of the chains. The total polymeric
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stress contribution of the coupled blend model now depends on more modes defining the
coupling between different polymer species. The mathematical model is presented in the
next subsection for the case of the two chain species.
1.4.4 Rolie-Double-Poly - Mathematical model for bidisperse blends.
The bidisperse blends described by the RDP model [23] incorporates the interaction between
two different polymer chain lengths, the short (S) and the long (L). The chain entanglements
are termed L−L, S−S, L−S and S−L interactions. The entanglements with chains from
the same species are described using a Rolie-Poly constitutive model while the entanglements
of the chain from different species are defined in slightly different way that takes account
of the release of constraints through thermal and convective constraint release. The total
polymeric stress tensor, τ P is written as
τ P = G
0
N [φSfE(σS)AS + φLfE(σL)AL], (1.7)
where G0N is the experimental plateau modulus, φS and φL are the volume fraction of the
short and long chain respectively. The elastic modulus, G, for the short and long chains
are defined as GL = G
0
NφL and GS = G
0
NφS . The conformation tensors for short and
long chains are denoted by AS and AL respectively. These tensors represent the mean
conformation tensor of the entanglement for short and long chain species. The short and
long chain stretch are represented by σS and σL and the finite extensibility function, fE(σ)
has the following definition
σS =
√
tr(AS)
3
, σL =
√
tr(AL)
3
, fE(σ) =
1− σ−2max
1− σ2σ−2max
.
Here, σmax is the maximum chain stretch proportion in extension. In this work, we negelect
the finite extensibility of the polymer chain and set fE(σ) = 1.0. The two mean conformation
tensors, AS and AL are defined as
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AS = φSASS + φLASL, (1.8)
AL = φSALS + φLALL, (1.9)
This leads to the introduction of four conformation tensors which incorporate the inter-
action for short and long chains with the different type of entanglement effects, AMN where
MN represents the chain species, L or S. The time derivative of the conformation tensors
for L − L and S − S are described similar to the conventional way of defining the single
mode Rolie-Poly as in equation (1.5). The four-mode coupled polymer blend constitutive
equations are defined as
∇
ASS = −1 + βth
λD,S
(ASS − I)︸ ︷︷ ︸
Reptation and CR
− 2
λR,S
(1− σ−1S )fE(σS)[ASS + β∗σ2δS (ASS − I)]︸ ︷︷ ︸
Retraction and CCR
, (1.10)
∇
ALL = −1 + βth
λD,L
(ALL − I)− 2
λR,L
(1− σ−1L )fE(σL)[ALL + β∗σ2δL (ALL − I)], (1.11)
∇
ASL = − 1
λD,S
(ASL − I)︸ ︷︷ ︸
Reptation
− 2
λR,S
(1− σ−1S )fE(σS)ASL︸ ︷︷ ︸
Retraction
−(ASL − I)
[
βth
λD,L
+
2β∗
λR,L
(1− σ−1L )fE(σL)σ2δS
]
︸ ︷︷ ︸
CR and CCR
, (1.12)
∇
ALS = − 1
λD,L
(ALS − I)− 2
λR,L
(1− σ−1L )fE(σL)ALS
− (ALS − I)
[
βth
λD,S
+
2β∗
λR,S
(1− σ−1S )fE(σS)σ2δL
]
. (1.13)
While equation (1.10) and (1.11) are defined in a similar way to “classic” Rolie-Poly, the
other two equations consider the double reptation theory [44]. Note that the thermal con-
straint release is set to βth = 1.0 to be consistent with the double reptation theory. This
theory describes the constraint release of two entanglements where each of the entanglement
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involves the interaction of two chains of different species. Based on tube theory [45], con-
straints from different chains can be depicted as two nested tubes of different sizes referred
to as the thin tube and fat tube introduced by Dealy et al. [40]. The thin tube is made up
of the entanglements of the test chain with of all other chains. On the other hand, the fat
tube describes the constraints from the long chain only and the environment explored by
long chains over times when the short chains diffuse away. The illustration of the following
figures facilitate the description of the complex polymer blends of short and long chains.
Figure 1.7: The interaction between the chain with different chain lengths of the same
material is presented from the left hand side (LHS) figure and the representation of the
double reptation tube in the right hand side (RHS) figure.
The interaction between the chains and double reptation theory via tube theory can be
visualized in Figure 1.7. From the left of Figure 1.7, the short chains are represented by red
line curve while the blue and black line curve are for long chains and test chain respectively.
Transforming the interactions to a tube, leads to double reptation theory which can be
illustrated from the RHS figure of Figure 1.7. This theory describes the constraint release
in a simple way of two different entanglements. Two tubes of different diameters, i.e. thin
and fat tube are used to describe the entanglements where LD from the figure is denoted as
the distance between the long chain species.
1.4.4.1 Enhanced stretch relaxation time
One phenomena resulting from the coupling between modes in the RDP model is the en-
hanced stretch relaxation time, which was observed experimentally in bimodal blends of
linear monodisperse polyisoprene [9]. This set of experiments considered the influence cause
of dilution of the long component on the transient elongational viscosity and found that
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elongational hardening occurred at lower elongational rates with increasing dilution which
suggests that dilution increases the effective stretch relaxation time of the polymer chains.
In a short letter, Auhl et al. [9], describe the effective stretch relaxation time by considering
two different polymer chain lengths of the same material. For a sufficiently slow elonga-
tional flow (i.e. ε˙λR,L < 1), the effective stretch relaxation time is visualised based on the
deformation and the reorientation of the long test chain in a thin tube where the increase
in the length of the long test chain in a thin tube along the fat tube contour is entirely
imposed by the constraints made by the fat tube. The effective stretch relaxation time of
the long chains in the bidisperse blend model is given by
λeffR,L =
λR,L
φL
,
where λR,L, is the stretch relaxation time for the long chain and φL is the long chain
concentration in the blend. Further explanation regarding this relaxation mode is available
in letter [9]. In the next section, the linear viscoelastic limit for the Rolie-Poly model is
described.
1.5 Linear viscoelastic envelope
The linear viscoelastic envelope, (LVE) for Rolie-Poly model is derived by considering the
relaxation from an infinitesimal step-strain. We consider a fluid between two plates as
depicted in Figure 1.8. The top plate is moved a small distance, instantaneously and a very
small strain ε is suddenly imposed. The subsequent relaxation of the shear stress τxy(t) is
given by τxy(t) = εG(t) where G(t) is the relaxation modulus.
Figure 1.8: The infinitesimal strain resulted from deformation.
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In the LVE, the transient uniaxial extensional viscosity is calculated using
ηE(t) = 3
∫ t
0
G(t)dt. (1.14)
The LVE derivation for single and multimode Rolie-Poly, (mRP) model is presented in the
following section while the derivation for the RDP, and equivalent mRP, are provided in
Chapter 5.
1.5.1 LVE for single and mRP models
The relaxation modulus, G(t) can be calculated by setting the flow terms to zero. The LVE
can only be captured in a Newtonian regime and thus no molecular stretch is observable.
Therefore, the stretch in equation (1.5) is set to one. The single mode Oldroyd-B model
and the Rolie-Poly model from equation (1.5) is then reduces to the same equation,
dA
dt
= − 1
λD
(A− I), (1.15)
where the total polymeric stress can be defined as τ P = G(A − I) and G is the elastic
modulus of a single mode. Considering the shear case, where a single stress component, Axy
is non-zero, the above equation is reduced to
dAxy
dt
= − 1
λD
(Axy). (1.16)
Solving the equation by separation of variable with initial condition Axy = ε at t = 0, the
polymeric stress tensor for a single mode is τxy = εG(t) where G(t) = Ge
−t/λD . For the
case of the mRP model, the total polymeric shear stress is given by
τxy = ε
N∑
i=1
Gie
(−t/λD,i),
where G(t) =
∑N
i=1Gie
(−t/λD,i), N is the total number of modes, i is the ith mode. The
transient elongational viscosity can then be calculated using equation (1.14) to give
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ηE(t) = 3
∫ t
0
G(t)dt
= 3
N∑
i=1
GiλD,i(1− e(−t/λD,i))
= 3
N∑
i=1
ηi(1− e(−t/λD,i)),
(1.17)
where ηi = GiλD,i is the polymeric viscosity for mode i.
1.6 Flow Induced Birefringence
The stress with a flowing polymer melt can be investigated through a phenomenon called
flow induced birefringence (FIB). This phenomenon is due to the anisotropic stress in flowing
polymer melt producing an anisotropy of the refractive index. FIB is a convenient technique
used in experimental work to measure the stress distribution in a molten polymer flow.
FIB is used extensively in research area of polymer melt flow to compare the prediction
made by a numerical approximation to experimental results (see for example [70], [87],
[130], [129]). The stress-optical equation defines the relationship between birefringence
and stress anisotropy as being directly proportional and for a two-dimensional flow can be
mathematically presented as
∆n = C∆pi =
√
(pixx − piyy)2 + 4pi2xy, (1.18)
where ∆n is the birefringence, ∆pi denotes the Principal Stress Difference (PSD) with pi =
−∇p + ηS(∇u + [∇u)T ] + τ P and C is the stress-optical coefficient. In this work, we will
implement the birefringence described in equation (1.18) to visualise the stress distribution
of the flowing polymer melt.
1.7 Numerical techniques
In this section, a review of numerical techniques will be presented with a focus on the
relevant techniques used in this work.
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Mathematical models based on PDEs are widely used in scientific disciplines and arise in
different fields to describe phenomena related to physics, engineering and applied mathemat-
ics. These include the Navier-Stokes equation in fluid dynamic problem, wave propagation,
Maxwell’s equation of electromagnetism, quantum mechanics, heat conduction and diffusion
and general relativity. Some simple PDE problems can be solved analytically, however, solv-
ing a complex PDE analytically is difficult and sometimes impossible. Thus, it is common to
obtain an approximate solution of the PDE problem using different numerical approaches.
These include the Finite Difference Method (FDM), Finite Element Method (FEM) and
Finite Volume Method (FVM). In this thesis, we use the FDM and FEM to solve one- and
two-dimensional channel flow problems and comparison is made with the available analytical
solutions. We mainly use the OpenFOAM CFD software that used a FVM spatial discreti-
sation to solve more complex geometrical flow. There are other techniques of discretisation
that are not considered in this thesis including spectral methods [80], collocation methods,
discontinuous Galerkin methods [122] and boundary element method [24]. We present a
general explanation for the methods we use in the following section and the details of the
application of the methods to viscoelastic flow is described in a later chapter.
1.7.1 Temporal discretisation
Temporal discretisation is necessary if we consider a transient or time-dependent problem.
A time step, ∆t is defined between two time levels. The temporal discretisation can be
divided into explicit and implicit methods. The forward Euler method is classified as an
explicit method. This method is easy in implementation and computationally cheap where
the value at the next time level can be computed explicitly given the known values at the
current level. However, it is generally only conditionally stable and restricted to a certain
limit for the time step. The possible value of time step is satisfied by the following inequality
equation: ∆t < (∆x)
2
2 for second order parabolic equation.
On the other hand, the implicit methods, for example backward Euler and Crank-
Nicolson, require more time in computation as compared to forward Euler since a linear
system needs to be solved for every time step. However, the stability of the implicit meth-
ods is unconditional and allows the choice of a larger time step as compared to explicit
23
Chapter 1. Introduction 1.7. Numerical techniques
methods.
1.7.2 Spatial discretisation
The first step of the spatial discretisation is generally to divide the spatial domain into a
finite set of sub-domains without overlapping. The number of sub-domain that has been
used influences the numerical accuracy. In general, a finer size of the sub-domain gives a
closer approximate solution to the true PDE solution. Three different spatial dicretization
(i.e. FDM, FVM and FEM) techniques are presented in the following sections. Solving the
PDE requires the following steps: a) grid generation, b) discretisation and c) solution of
equations; where the details of each step are different from one approach to another.
1.7.2.1 Finite difference method
FDM is the oldest and simplest method used to obtain approximate solutions of differential
equations. This method has been widely used as a numerical tool in many research areas
because it is intuitive and simple in its implementation. This method works well for two-
dimensional regions where the boundaries are parallel to the coordinate axes. The drawback
of this method is that it is only easily applicable for regular spatial domains.
The spatial discretisation of this method works by discretizing the domain into a set
of nodes. For use of notation, will shall assume a uniform spatial length scale as ∆x. For
instance, consider the interval [xA, xB], then the spatial length scale for a set of N modes
can be defined as
∆x =
xB − xA
N − 1 ,
where N is the number of discretisation points (nodes). The value of x at a specific point
after discretisation is given by xi = xA + i∆x where i = 0, 1, 2..., N − 1. From the interval,
xA is the left boundary and xB is the right boundary. Field variables u are evaluated at
nodes is denoted by ui = u(xi). A numerical approximation to the spatial derivative is
obtained from a Taylor’s series expansion as follows
uni+1 = u
n
i + ∆x
∂uni
∂x
+
∆x2
2!
∂2uni
∂x2
+
∆x3
3!
∂3uni
∂x3
+
∆x4
4!
∂4uni
∂x4
+ ..., (1.19)
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uni−1 = u
n
i −∆x
∂uni
∂x
+
∆x2
2!
∂2uni
∂x2
− ∆x
3
3!
∂3uni
∂x3
+
∆x4
4!
∂4uni
∂x4
+ .... (1.20)
Based on the Taylor’s series expansion, the first and second derivative in space for the
central difference approximation can be obtained by adding or subtracting equation (1.19)
and (1.20) and making the first or second derivative as the subject. These yield the central
difference approximations of the following derivatives: The first derivative in space is:
∂u(xi)
∂x
≈ u
n
i+1 − uni−1
2∆x
+O(∆x2), (1.21)
and the second derivative in space:
∂2u(xi)
∂x2
≈ u
n
i+1 − 2uni + uni−1
∆x2
+O(∆x2), (1.22)
where subscript i denotes the spatial location and superscript n denotes current time level.
1.7.2.2 Finite element method
FEM is an established numerical procedure and has been widely used in various applications
of engineering, physics and computational science. Due to a more general approach to spatial
discretisation, this method is used extensively to solve problems with complex geometrical
structure.
FEM works by first dividing the domain into a number of non-overlapping sub-domain.
Each sub-domain is termed an element. The advantage of this method is that this discreti-
sation does not need to be structured, thus making it flexible to discretize complex spatial
domain. In a one-dimensional FEM, the spatial length scale for each element is defined as
∆xi = xi+1 − xi,
where i = 0, 1, ..., N − 1, N is the number of nodes, N − 1 is the total number of element
and xi+1 and xi are two neighbouring nodes.
This method relies on the weak formulation of the PDE, produced by transforming the
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strong formulation through mutiplying with a weight function and integrating over spatial
domain.
Integrating the weak formulation over the elements forms a system of linear equation
that can be solved computationally. The details for one- and two-dimensional for FEM are
presented in Chapter 3 where the channel flow problems are solved using this approach.
1.7.2.3 Finite volume method
FVM is a spatial discretisation technique that is used to approximate PDEs that typically
arise from physical conservation law. FVM was developed by Spalding and Patankar [107]
and was commonly used as a numerical approximation computational fluid dynamics. One of
the advantages of using the FVM is it can be used on unstructured grids which is therefore
suitable for complex geometry. It is relatively simple compared to FEM which make it
suitable to use in solving large three-dimensional problems in CFD. This method is the
basis for the OpenFOAM CFD software.
In FVM, an integral formulation of the problem with a finite set of non-overlapping
partitions is used to discretise the equation. Grid generation and the details of the partition
for a one-dimensional geometry is shown in the following figure.
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Figure 1.9: Finite volume grid for x on the range [xA, xB].
The partition set is known as the control volumes or elements and the unknown value
for the variable of interest is located at the centre of the control volume. After the domain
is discretized, the integral of the differential form of the governing equation is considered for
each control volume. This then results in a single discrete equation for each control volume,
where typically the divergence theorem is used to convert the spatial derivatives to surface
integrals. Consider the conservation form of the unsteady diffusion problem defined as
∂u
∂t
− α∂
2u
∂x2
= 0.
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The integral form over a control volume of the equation is written as
∫
cv
∂u
∂t
dV −
∫
cv
∂
∂x
(
α
∂u
∂x
)
dV︸ ︷︷ ︸
divergence theorem
= 0.
Applying the divergence theorem, the equation reduces to
∫
cv
∂u
∂t
dV −
∫
s
α
∂u
∂x
ndS = 0
where s is the surface area of the cell with outward normal vector, n.
In the one-dimensional case, integrating the previous equation over a control volume for
node P shown in Figure 1.9 gives
vi
∂u
∂t
+
[(
αA
∂u
∂x
)
e
−
(
αA
∂u
∂x
)
w
]
= 0,
where vi is the volume (length) of cell i, and the time derivative is constant on cell i.
The spatial derivative is approximated using central differencing (i.e.
(
∂u
∂x
)
e
= uE−uPδxPE for
example).
1.8 A review on viscoelasic flow studies
In this section, a review of viscoelastic flow problem including both numerical and experi-
mental related to this research is presented.
The early work on numerical simulation since the late 1960’s and early 1970’s provides
the basis to develop the numerical techniques which nowadays act as the main tools for
solving many partial differential equations describing different phenomena including the
viscoelastic molten polymer fluid flows. Conducting experimental procedures to investigate
the real polymer melts behaviour is expensive and the experimental prediction can be af-
fected by the external factors. Thus, mathematical constitutive laws describing different
types of polymer molecular architecture, including linear, branched and entangled polymers
have been developed. These are used by the researchers to provide numerical prediction of
polymer flow. In this context, numerical simulation is crucial for predicting industrial flows
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including polymer processing applications (for example [106]).
Numerical simulation for complex viscoelastic fluid flow began to develop in the 1970’s.
In 1977, Perera and Walter [109], [110] implemented a finite difference approach to solve
complex fluid problems while Kawahara and Takeuchi [77] used FEM to analyse viscoelastic
fluid flow. Since many decades, the literature survey reveals a huge amount of research on
solving viscoelastic fluid flow using a variety of numerical techniques. These include the
finite difference method (e.g. [7], [43], [133]), finite element method (e.g. [18], [46], [64], [65],
[84], [97], [130]), finite volume method (e.g [35], [87], [104], [123], [140]) and mixed finite
volume and finite element method (e.g [74], [98], [99], [100], [101]).
There are several common geometries used to study viscoelastic flow and some of them
have been considered as benchmark geometrical flows. These include the 4:1 abrupt con-
traction, the cross-slot, the exit-entry slit, flow past a cylinder, the contraction-expansion
and the hyperbolic contraction geometry for example. These flows have been studied in
physical experiment and numerical simulation over recent decades.
The abrupt contraction flow is one of the benchmark geometrical flows used to compare
both experiment and numerical prediction. This geometry creates shear at the wall and
pure extension (no shear) at the centre-line, where the combination of both allows com-
plex flow to be formed. Measuring the extensional viscosity as well as the shear viscosity
is of great significance in numerous applications as they have a role in characterising the
rheological behaviour of the fluid. However, measuring the extensional viscosity is quite
challenging in the abrupt contraction due to the intense elongational flow created when the
flow accelerates from the upstream to the downstream of the configuration. For sufficiently
fast flow, recirculation of the fluid will be generated at the sharp corner of the upstream
which reduces the smoothness of the flow during processing. The earlier work on the abrupt
contraction geometry includes the work in references [12] [13], [18], [117] and [118]. Quin-
zani et al. [117] conducted an experiment to investigate the behaviour of polyisobutylene in
tetradecane, a shear-thinning fluid, in an approximately 4:1 planar contraction where laser
Doppler velocimetry is used to capture the velocity field and flow induced birefringence is
used to visualise the stress field. The work is then extended [118] to the comparison between
the prediction of the extension-rate and normal stresses in unsteady extensional flow. Bern-
29
Chapter 1. Introduction 1.8. A review on viscoelasic flow studies
stein et al. [18] performed the numerical prediction based on a finite element approach for
KBKZ-type fluid in a 4:1 sudden (axisymmetric) contraction flow. This configuration has
also been used in research conducted by Azaiez et al. [13] where the behaviour of viscoelas-
tic fluids (i.e. PTT, FENE-CR and Carreau) and the fiber orientation in polymeric fluid
is presented where the comparison for different closure approximations are made. Research
works by [53], [61], [69] use this benchmark geometry problem to compare their results with
the numerical results [12] and the experimental result [117] that used the same geometry
in their research. More research works using this contraction geometry can be found in
references [21], [32], [48], [79], [112], [116], [141]. More recently, Nystrom et al. [99] reported
that a uniform extensional rate is not able to be created in an abrupt contraction, since the
fluid flow experiences a rapid change as a result of the sudden geometrical changes from the
upstream to the contraction region.
The challenge to understand the extensional response of the viscoelastic fluid in a con-
traction flow motivated Cogswell [30] to examine the fluid flow in several converging ge-
ometries. These geometries were used to investigate the rheology of the fluid undergoing
stretching flow. He found that the die with a hyperbolic contraction profile was able to
provide a region of constant extension-rate which could be used as a tool to measure and
predict the extensional viscosity. Among the earlier studies using this configuration, James
et al. [74] investigate a Newtonian fluid through a converging channel at high Reynolds
number before considering the lower Reynolds number [73] to understand the extensional
behaviour of the non-Newtonian fluid through the constriction region. This is part of their
preliminary study where only the Newtonian fluid was considered before extending their
work to look at a viscoelastic fluid as part of the development of the rheometer. Later, Kim
et al. [78] and Collier et al. [31] use the hyperbolic die configuration to demonstrate the
behaviour of polypropylene and the low-density polyethylene experimentally in elongational
flow for lubrication related studies. Baird and Huang [15], [14], utilised this configuration to
measure and evaluate elongational flow in the hyperbolic contraction. Oliveira et al. [104]
used this technique to design and investigate the utility of this die profile as an extensional
microrheometer. Nystrom et al. [99] presented work on numerical prediction of contraction
geometries with different configurations including a sudden contraction, tapered geome-
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try, hyperbolic contraction (with sharp and rounded corner) to understand the behaviour
of Newtonian and Boger fluid (i.e. FENE-CR). They developed a measuring tool for ex-
tensional viscosity using a hybrid finite element and finite volume scheme. The extended
version of their work [101], using the same numerical scheme focuses on the investigation of
the fluid in a hyperbolic contraction geometry that exhibits extensional flow in a converging
region and considers the rheological response. The hyperbolic contraction configuration has
also been used in microfluidic flow to predict the extensional viscosity of a complex fluid
as reported in Ober et al., [102] and Campo-Deano et al. [25]. They used this die profile
to study the evolution of a Boger fluid with low viscosity. Lanzaro et al. [82] conducted
the experiment to investigate the behaviour of polyacrylamide solution in a microfluidic hy-
perbolic contraction flow with high contraction ratio and characterized the polyacrylamide
aqeous solution using a µ-PIV technique. Nystrom et al. [100] extended their work [99] to
investigate the influence of the hyperbolic contraction with different contraction ratios to
observe the flow behaviour for Oldroyd-B fluid and FENE-CR models [20] as well as the
shear-thinning LPTT model [131] for fixed Deborah number. The hyperbolic contraction
flow has also been used in other relevant processes. For instance, references [127], [128], [139]
also deploy this technique in food processing and investigate the behaviour of the material
during and after processing through this hyperbolic nozzle.
While the planar contraction flow is very popular and has been addressed as a benchmark
flow for polymeric fluids in past decades, it is limited in the amount of strain that the fluid
experiences. The cross-slot device is an alternative that is used in many viscoelastic flow
studies to enhance the understanding of the extensional response of the viscoelastic fluid
under strong elongational flow. This geometry was suggested as a new benchmark flow by
Cruz et al. [35]. The simplest version of this geometry consists of two straight channels
intersecting at right angles, with fluid forced inwards in both directions along one of the
channels creating a hyperbolic stagnation point at the intersection. This device generates
high extensional deformation along the inlet-outlet (symmetrical plane) centre-line. This
geometry was initiated by Scrivener et al. [125] to study drag-reducing polymers. Among
the earlier research work using the cross-slot device as a tool to measure the elongational
flow includes the work that has been done using the polyethylene oxide in Lyazid et al.
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[90] and the polystyrene solution in Gardner et al. [55] that measures the velocity profile
at the upstream and downstream of the channel. Studies of the viscoelastic flow in this
device have been explored numerically and compared with experimental data as reported in
Harlen et al. [63], Schoonen et al. [124] and Bogaerds et al. [22]. The numerical simulation
through this geometry also has been performed in Singh and Leal [126] and Remmelgas
et al. [120] using a similar finite element approach. The use of this device has become
popular, being utilised to reinforce the understanding of non-linear response in complex
flow. Recent research work includes comparing the numerical simulation based on different
numerical techniques [26], [35], [88], and experimental work [66], [67]. These allow both
numerical simulation and experimental observation producing comparable results with the
use of appropriate comparable viscoelastic models (see for example [65], [87], [89]).
The main purpose of the cross-slot is to examine the extensional flow at the stagnation
point at the centre of the device. However, the corners formed at the intersections of the
channels generate flow singularities. In 2008, Alves [5] designed an optimized cross-slot
channel using a finite volume approach with the CONDOR optimizer [17], to obtain the
shape that maximised the size of the region of linear extensional flow near the stagnation
point. The proposed optimized cross-slot design (with cut-out at the corners) was tested
numerically for Newtonian, upper-convected Maxwell, Oldroyd-B [103] and PTT [131] mod-
els and it was claimed that the designed optimized cross-slot was able to produce a velocity
field that is not influenced by inertial and elastic effect. Haward et al. [67] used this design
to fabricate an optimized cross-slot geometry as a tool for microfluidic extensional rheom-
etry that can be used to measure the extensional viscosity for dilute polymeric solutions.
Cruz et al. [35] considered both sharp and the rounded corners to observe the influence of
the corner type on the viscoelastic flows predicted by UCM, Oldroyd-B and PTT model.
They reported that the numerical prediction of the fluid flowing through this configuration
having different corner types gives only a small change in the prediction and thus can be
neglected.
Other benchmark problem such as the flow past a cylinder in a channel have been used
in [130] for Oldroyd-B [103] model to validate the developed two-dimensional code before
the code is implemented in a contraction geometry for the Rolie-Poly [85] and Pom-Pom
32
Chapter 1. Introduction 1.8. A review on viscoelasic flow studies
model [94] in three-dimensions.
Nowadays, CFD commercial packages and software such as OpenFOAM [138], AN-
SYS [1] and REM3D are typically becoming the standard option and used to produce
the numerical simulation of flow involving liquids and gases to observe and analyse the
behaviour of the fluid flow. They are typically based on finite volume and finite element ap-
proaches. A number of researchers have conducted their work with CFD software to study
viscoelastic flow. Favero et al., [53] used the parameters described in Quinzani et al. [117]
and the Oldroyd-B constitutive model to validate a solver that has been implemented in
OpenFOAM and good agreement was observed. Pimenta and Alves, in the documenta-
tion of the RheoTool toolbox, reproduce the results in a recent benchmark problem for
the two-dimensional cross-slot flow [35] using the rheoFoam solver with log-conformation
approach [49] to ensure the numerical stability at high Weissenberg number. Other related
research articles (see [53], [54], [61], [62], [69] for example) are using the OpenFOAM soft-
ware to simulate viscoelastic fluid flows. Another open source library code written in C++,
deal.ii, is used by Yoon et al. [142] in their research to develop an effective numerical sim-
ulation to study the suspension of the particles in viscoelastic flow using the finite element
framework.
The research on viscoelastic flow in OpenFOAM is not only restricted to a confined
geometry. It has also been conducted in free surface flow and two-phase flow for example
(see [54], [61]) to study the viscoelastic free-surface effect such as die-swell and Weissenberg
effect. Guranov et al. [60] presented their work on numerical studies of viscoelastic flow
using the OpenFOAM software. They consider two constitutive models, the upper convected
Maxwell (UCM) and the Oldroyd-B model and aim to test the viscoelasticFluidFoam
solver [53] from the OpenFOAM software. Each model has been tested in three cases: the
start-up flow in the channel, pulsating flow in the channel and start-up flow in a circular
pipe. The assumption of a fully developed planar flow has been made due to the specific
problems considered. The analytical solution found in Duarte et al. [47] for these problems
makes it possible to compare with the numerical solution obtained with OpenFOAM using
the viscoelasticFluidFoam solver. The results demonstrate good agreement between the
analytical and the numerical approximation.
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In this section, we have presented a review for both experiment and numerical solution
(both in house code and OpenFOAM CFD software) on viscoelastic fluid flow in a confined
geometry. We focus on a sudden contraction, hyperbolic contraction and a cross-slot flow
since these geometries are key to this work. In the next section, the outline of the thesis is
presented.
1.9 Thesis structure
This thesis consists of 9 chapters including the introduction chapter. Chapter 2 presents the
OpenFOAM software and the solver used for the rheological problems including the numer-
ical techniques and strategy proposed to tackle the stability issues. The implementation of
the constitutive model within the software is described in this chapter and the differences
between the solvers available from different versions of OpenFOAM are considered.
Chapter 3 describes the numerical approximation for Newtonian and non-Newtonian
fluid for one- and two-dimensional channel flow problem, where the order of accuracy for
each techniques are observed. The comparison between the analytical solution and the
numerical predictions using different numerical approaches for one-dimensional Oldroyd-B
model is illustrated.
The implementation of the Rolie-Poly model in OpenFOAM is documented in Chapter
4 and validated against published results for a benchmark 4:1 contraction flow. The work
is then extended to look at the behaviour of the polymer in a hyperbolic contraction flow.
In Chapter 5, the RDP model is implemented and validation against the published results
is made. The linear viscoelastic limit for RDP is described to create the equivalent uncoupled
mRP model for the purpose of comparison of the transient extensional and transient shear
viscosity.
Having validated the RDP model in Chapter 5, in Chapter 6 the hyperbolic contrac-
tion flow is considered where the behaviour of this model is investigated by observing the
extensional response as a consequence of varying the geometrical effects, the extension-rate
and blend composition. The coupling effect is explored by comparing uncoupled mRP and
coupled RDP models.
Chapter 7 focuses on the two-dimensional cross-slot flow with a hyperbolic corner where
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the extensional behaviour of the RDP model is investigated. The geometrical effects as
well as the effect of different extension-rate, blend composition and the coupling effect are
presented and discussed. The comparison between the hyperbolic contraction flow and
cross-slot flow is also discussed.
Chapter 8 extends the work in Chapter 7 where the numerical prediction for the cross-slot
geometry is simulated at high Deborah number until the flow of the RDP fluid bifurcates.
The influence of the blend composition in the RDP model in order to determine the critical
Deborah number where the onset for the symmetry breaking is investigated.
In Chapter 9, we conclude and recap the chapters that have been presented in this thesis,
emphasizing the contribution of this work. The potential of extending the current work in
several directions is described.
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Chapter 2
Viscoelastic Simulation using
OpenFOAM
2.1 Introduction
OpenFOAM (Open Source Field Operation And Manipulation) [138] numerical models are
written in the high-level C++ object-oriented language where the mathematical models
are translated into C++ code almost analogous to the partial differential equations that
describes the model mathematically. In general, this software was designed to solve a wide
range of CFD problems. Alongside the solvers created in this software, libraries containing
a set of standard PDE models are available and the relevant libraries are described in a
later section. While OpenFOAM is the original project developed by Weller [75], [138] and
endorsed by the ESI group, foam-extend [58] is the project developed by the community
which is not endorsed by any groups. The foam-extend version provides the platform for
new contributions in CFD from the users and developers.
This chapter describes the capability of the software to deal with CFD problems for non-
Newtonian viscoelastic flow. A brief introduction and chapter outline are presented in this
section. Section 2.2 describes the strategies used for viscoelastic flow simulation in Open-
FOAM. The libraries available are the RheoTool solver, called rheoFoam, and the earlier vis-
coelastic solver, available in foam-extend version 3.2 and 4.0, known as viscoelasticFluid-
Foam. This is then followed by the basic OpenFOAM structure that is presented briefly in
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Section 2.3. In Section 2.4, a discussion of creating new models within the OpenFOAM
libraries is presented to provide guidance to the reader for the compilation of a new model
that is relevant to their research interest.
2.2 Viscoelastic flow simulations using OpenFOAM
2.2.1 The viscoelasticFluidFoam solver
The general viscoelastic solver was first introduced by Favero et al., [52] known as viscoela-
sticFluidFoam. This solver was available in foam-extend library version 3.2 and 4.0 along-
side a variety of viscoelastic constitutive models from different ranges. This solver uses
a technique called Discrete elastic-viscous split-stress, DEVSS, [59] that is used to deal
with the numerical instabilities. DEVSS technique is sometimes referred to as Both-Sides-
Diffusion (BSD) in the literature and it works by adding a diffusive term on both sides of
the momentum equation (1.2) that gives
ρ
(
∂u
∂t
+ u · ∇u
)
−∇ · (ηS + ηP )∇u︸ ︷︷ ︸
added ηP implicitly
= −∇p− ∇ · (ηP∇u)︸ ︷︷ ︸
added ηP explicitly
+∇ · τ . (2.1)
The extra diffusion terms cancel each other when the steady-state solution is achieved.
This method can increase the ellipticity of the momentum equation in nature and thus give
a numerical stabilizing effect. Note that, from equation (2.1), the polymeric viscosity, ηP is
used to scale the both-sides diffusive terms and has been commonly used in the literature,
for example [28], [51].
In 2017, Pimenta and Alves [113] claimed that the viscoelasticFluidFoam solver was
prone to stability issues under certain circumstances, including in the simulation of high
Weissenberg number and simulation when the Newtonian viscosity contribution is absent.
Relying only on a DEVSS technique alone is insufficient to deal with the high Weissenberg
number problem. Thus, to strengthen and enhance the numerical stability, the additional
technique called log-conformation tensor [49] is applied in this context to minimize the
stability issues. This leads to the introduction of a new toolbox for solving viscoelastic flow
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problems called RheoTool [113].
2.2.2 The RheoTool toolbox
Recently, RheoTool toolbox [113] extended the OpenFOAM to include further Generalized
Newtonian fluid and viscoelastic constitutive models. While the viscoelasticFluidFoam
solver was only accessible from foam-extend, RheoTool solvers are available in both Open-
FOAM and foam-extend versions. This toolbox is developed to tackle the High Weissenberg
Number Problem (HWNP) using a log-conformation technique [49] to increase the numer-
ical stability. At high Weissenberg number flows, numerical simulations struggle to get
convergence of the prediction due to loss of positive definiteness of the conformation tensor
which leads to the growth of the stresses at the critical point and finally result in numerical
instability. Thus, Fattal and Kupferman [49], [50] introduced the log-conformation tensor
approach to conserve the positive definiteness of the conformation tensor and improve the
numerical stability, ensuring the linearity of the exponential growth of the stress at the crit-
ical point. The details of this approach are not described in this chapter since the standard
constitutive models is used throughout this work. However, the details of the methodology
for this approach is available in the literature [49], [50], [113].
The comparable solver to viscoelasticFluidFoam in the RheoTool toolbox solver is
called rheoFoam solver. There are some features that distinguish the difference between
these two solvers for example the algorithm used for solving the pressure-velocity coupling.
The rheoFoam solver is designed by considering the SIMPLEC (SIMPLE-Consistent) algo-
rithm to solve the pressure-velocity coupling. On the other hand, viscoelasticFluidFoam
solver uses the PISO [71] algorithm for the coupling. SIMPLEC algorithm used in rheoFoam
solver allows a larger-time step to be used which reduces the computational cost without
encountering any decoupling problems. With the exception for pressure in a non-orthogonal
grid, the use of under-relaxation is not required when SIMPLEC algorithm is used for solv-
ing the pressure-velocity coupling. This enhances the efficiency of the numerical simulation.
For the viscoelasticFluidFoam solver, the PISO algorithm for pressure-velocity coupling
also do not require the under-relaxation. However, under certain circumstances, for exam-
ple for sufficiently fast flow, the under-relaxation may be required to deal with numerical
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instabilities. Otherwise, a smaller time step is needed to ensure numerical stability and
this is is some times computationally expensive especially when dealing with huge amount
computational cell and complex model.
There are a few new utilities within this toolbox. These include new boundary condi-
tions and an additional scheme for convective terms. The approximate boundary condition
for stress near the wall called linearExtrapolation was introduced to provide a better
approximation value instead of only specifying a zeroGradient boundary condition at the
wall. The zeroGradient boundary condition at the wall for stress gives rise to a deviation
for the stress profile across the geometry where the stress measured at the centre of the com-
putational cell near the wall is forced to obey the boundary condition of the zeroGradient
at the wall. Although this issue can be minimised using a finer mesh grid, a coarser mesh
shows a poor approximation of the stress at the wall. This is can be seen clearly when the
stress component is plotted across the geometry using a coarse mesh resolution. On the
other hand, the linearExtrapolation boundary condition for stress at the wall introduced
in RheoTool toolbox provides a better approximation where the stress calculated at the
centre of the cell is linearly extrapolated to the wall and preserving the stress prediction at
the wall from the stress profile across the geometry without any deviation.
The high-resolution schemes, (HRSs), are proposed in RheoTool which are used to dis-
cretize the convective terms. There are seven available schemes accessible including "no
convection" where the convective term is deleted. Other available choices of the schemes
are UPWIND, CUBISTA, MINMOD, SMART, WACEB and SUPERBEE that are defined
using a Normalized Weighting Factor approach [96]. To avoid the numerical instabilities,
the HRSs are available in a component-wise and deferred correction approach where the
details of these are described in Pimenta and Alves [113]. To date, the latest version of the
RheoTool toolbox has expanded with the addition of further libraries, boundary conditions
and utilities although these are out of the scope of this research.
2.2.2.1 The RheoTool solvers
The RheoTool toolbox was first introduced with three solvers, called rheoFoam, rheoInterFo
am and rheoTestFoam. While the rheoFoam and rheoTestFoam are ready to use, the
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rheoInterFoam was under development during that time. To date, based on the latest ver-
sion of RheoTool (version 4.1), there are five solvers available in total with three additional
solvers, rheoInterFoam, rheoEFoam and rheoBDFoam. In this thesis, we use two RheoTool
solvers, rheoFoam and rheoTestFoam that are relevant to the problems considered.
The rheoTestFoam solver by default is designed to look at the behaviour of the consti-
tutive model for shear and extensional deformation on a single computational cell having
a single relaxation time. The Rolie-Poly model, however, having two relaxation times, re-
quires some additional declarations to be made from a file called, createFields.H. There
are other header files relevant to this solver, reStartOrEnd.H and timeWrite.H. These files
and the main file of the solver, rheoTestFoam.C are available from the following directory
src/solver/rheoTestFoam/. In createFields.H, there is part of the code from the if
else conditional statement for a model with a single relaxation time written as,
dimensionedScalar lambdatmp(constitutiveProperties.subDict
("parameters").lookup("lambda"));
lambdaMax = lambdatmp.value();
lambdaMin = lambdaMax;
For Rolie-Poly model, we extend the above to
dimensionedScalar lambdatmp(constitutiveProperties.subDict
("parameters").lookup("lambda"));
dimensionedScalar lambdaRtmp(constitutiveProperties.subDict
("parameters").lookup("lambdaR"));
lambdaMax = lambdatmp.value();
lambdaMin = lambdaRtmp.value();
This rheoTestFoam software helps to validate the correctness of the implementation
for the model within the OpenFOAM solver since the analytical solution for pure shear or
pure extension computed on a single computational cell usually exists and can be used for
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validation purposes. The requirement of only a single computational cell disallows a spatial
discretization. Therefore, during the computation for the transient flow, the contribution
of the numerical error is caused only by the temporal discretization.
A single computational cell by default is a square domain with a 1m edge length. This
domain is used for different canonical flows specified by the velocity gradient during the
pre-processing. Even though the rheoTestFoam solver is designed to solve the polymeric
constitutive equation including a solvent stress contribution, the solver can be modified to
not include the solvent part.
In this solver, there are two modes available to compute the material functions of the
polymer: the transient mode and ramp mode. The transient mode computes the evolution
of the stress components given a fixed value of deformation rate to the specified end. In ramp
mode, the deformation rate imposed on a single computational cell is increased (“ramped
up”) after a set time interval and the stress components with respect to the deformation
rate are retrieved. Thereby mimicking a strain-rate sweep experiment on a rheometer. The
data can be obtained from a file called Report that is produced during the simulation.
On the other hand, the rheoFoam solver is used to solve a single-phase flow specifically
for transient incompressible flow of the Generalised Newtonian fluid, (GNF) and viscoelastic
fluids. The solver is solved iteratively in a C++ subroutine and uses the SIMPLEC algorithm
[135] to solve the pressure-velocity coupling. Similar to rheoTestFoam, the rheoFoam solver
is accessible through src/solver/rheoFoam/ directory.
The main file from this directory is rheoFoam.C where the source code of the solver
is built with the appropriate headers that are also available in the same directory. The
headers include createFields.H, UEqn.H, pEqn.H, CEqn.H. Figure 2.1 summarises the
solving sequence for the rheoFoam solver and locate the headers when the function is calling
to solve the equation in the sequence. The detailed explanation of the methodology used in
the rheoFoam solver with respect to Figure 2.1 is available in the user-guide and Alves and
Pimenta [113].
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Figure 2.1: The solving sequence for rheoFoam solver available in user-guide RheoTool
toolbox (adapted from the RheoTool toolbox user-guide).
2.2.2.2 The SIMPLEC algorithm for pressure-velocity coupling
The brief idea for the SIMPLEC algorithm [135] is illustrated as follows.
• Step 1 : The momentum equation is solved implicitly using the known value of
pressure from previous time step or inner-iteration to obtain estimated velocity field,
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u∗. This algorithm is initialised by guessing the pressure field, p∗ = pn, where pn is
the pressure from the previous time iteration. These two solutions, u∗ and p∗ need
to satisfy the momentum equation but not necessarily the continuity equation. Thus,
the correction needs to be done for both u and p to ensure the continuity equation is
obeyed.
• Step 2 : The correction for both u∗ and p∗ are carried out to obtain corrected values
of u and p. This is done using
u = u∗ + u
′
and
p = p∗ + p′
where u
′
and p′ are velocity and pressure correction respectively. These corrected
values, (u and p) are continuity-compliant.
• Step 3 : The corrected values of u and p are substituted in the momentum balance
yielding the semi-discretized equations.
Note that, the SIMPLE and SIMPLEC algorithm are usually used for pressure-velocity
coupling for the steady-state solver. However, at low Reynolds number, Pimenta and Alves
[113] claim that SIMPLEC algorithm is applicable for time-dependent viscoelastic fluid flow
where the accuracy and stability are ensured. In Pimenta and Alves [113], the continuity
equation for pressure field resulted from the SIMPLEC algorithm can be implicitly written
as
∇ ·
(
1
aP −H1 (∇p)P
)
= ∇ ·
[
H
aP
+
(
1
aP −H1 −
1
aP
)
(∇p∗)P
]
. (2.2)
Solving equation (2.2) implicitly produces the corrected pressure, p. This value is then used
to find the corrected velocity from the following equation,
u =
1
aP
H +
(
1
aP −H1 −
1
aP
)
(∇p∗)P − 1
aP −H1 (∇p)P . (2.3)
Note that, the pressure (p) and velocity correction (u) obey the mass conservation. From the
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equations, aP represents the coefficients in the diagonal entry from the momentum equation,
H1 = −
∑
nb anb is a negative value obtained based on the summation of the off-diagonal
entries in the momentum equation, whereas H =
∑
a anbu
∗
nb + b is a vector contributed by
the off-diagonal with addition of the source term in the momentum equation.
As reported in Pimenta and Alves [113], a standard Rhie and Chow interpolation [121]
is used to interpolate the face velocity for the cell-centred velocity from the collocated grid
to avoid the unphysical checkerboard pressure and velocity field from happening. However,
the disadvantage of this method can be seen when the time-step is set to a small value
approaching zero, the simulation may crash [76], [143]. A corrective term introduced in the
OpenFOAM toolbox is used to tackle this issue. The detailed derivation for the pressure-
velocity coupling derived from SIMPLEC algorithm is available in Pimenta and Alves [113].
2.2.2.3 Stress-velocity coupling
Pimenta and Alves [113] introduced a new stress-velocity coupling method to avoid the same
potential decoupling issues. This usually takes place when the face centre field of the stress
from the divergence term of polymeric stress in momentum equation (1.2) is discretised by
linear interpolation from the cell-centred field. In Pimenta and Alves [113], the polymeric
stress tensor at face centres, τ f is defined as
τ f = τ f + ηP [(∇u|f+(∇u)T |f )− (∇u)|f+∇u)T |f ] (2.4)
where the overbar terms for the polymeric stress and velocity gradient are linearly interpo-
lated from the cell-centred values. The velocities at the cell-centres are used to compute the
normal velocity gradient from the second term of equation (2.4). Substituting this equation
in the momentum equation with the DEVSS term included as in equation, (2.1), yields the
following equation
ρ
(
∂u
∂t
+ u · ∇u
)
−∇ · (ηS + ηP )∇u = −∇p−∇ · ηP∇u +∇ · τ + f. (2.5)
Note that, from the equation, the overbar term is dissimilar to the Laplacian term be-
cause the velocity gradient as part of the overbar term is evaluated by linearly interpolating
44
Chapter 2. OpenFOAM software 2.3. OpenFOAM structure
from the cell-centred values. The remaining term from the equation (2.4) is dropped out
as a consequence of the continuity imposed. In the next section, a brief description of the
OpenFOAM case folder with the sub-folders is presented.
2.3 OpenFOAM structure
Like other commercial CFD software (e.g. ANSYS Fluent and STAR-CCM+), OpenFOAM
works by three fundamental stages: the pre-processing, processing and post-processing.
OpenFOAM requires a basic structure of the case directory which in general is composed of
three main sub-directories namely, 0, constant, and system folder as pre-processing data.
For viscoelastic flow case, the structure of the case file from OpenFOAM can be illustrated
as follows.
Figure 2.2: The case directory structure for solving viscoelastic flow problem in OpenFOAM
including the decomposeParDict file for a case solved in parallel.
The case file from Figure 2.2 is accessible from $FOAM TUTORIAL. The user is ad-
vised to copy the file to the local run directory, $FOAM RUN which allows the simulation
to be performed. From this directory, the user is allowed to modify the pre-processing data
in the time directory folder, 0 which comprises the initial and boundary conditions for pres-
sure (p), velocity (U) and stress (tau) field. A set of parameters of the constitutive model
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can be set up in the constitutiveProperties file from the constant directory. There
is a sub-directory in constant called polyMesh which stores the details of the geometry
configuration used. This folder is only created when the blockMesh utility is performed.
The quality of the mesh can be confirmed by performing the checkMesh utility from the
terminal window. A set of geometrical checking analysis is printed to justify the precision of
the configuration. At the end of the geometry checking, there are two possible conclusions
reported: i) Mesh OK or ii) Failed mesh check. The case problem is ready to be simulated if
the mesh is OK. Otherwise, modification in the setup file, blockMeshDict need to be done
to ensure the correct geometrical domain with the appropriate mesh structure is built.
In the system directory, there are five files as listed in Figure 2.2. The mesh generation,
blocks, including the specification of the patches (e.g. inlet, outlet, walls, etc.) is written
in blockMeshDict file. The controlDict file manages the time, reading and writing of the
solution data. The decomposeParDict is important when the case is solved using parallel
execution. This file is responsible to decompose the mesh and fields according to the number
of sub-domains and method of parallel processing specified in this file. The schemes used
for time and spatial discretization for the partial differential terms are specified in the
fvSchemes dictionary file. Finally is the fvSolution dictionary file. This file is made up of
two dictionaries: solvers, which specifies the linear solvers with appropriate preconditioner
and tolerance used for pressure, velocity and stress equation; fvSolution, the algorithm
control dictionary, for SIMPLE that stores the number of iterations, residual control and
relaxation factors for pressure field, the stress and momentum equation.
Tutorials for solving viscoelastic flow in different flow problems, including channel flow,
contraction flow and cross-slot flow, are available online and can be downloaded from the
RheoTool github page that is accessible through the following link https://github.com/fpp
imenta/rheoTool. Explicit guidelines to setup the flow case are available and described in
details from the user-guide which is available from the above link.
2.4 Compilation of new constitutive models
As well as the free open-source package, this software allows full access to modify the source
code. The user can customize the model and implement more complex and sophisticated
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mathematical models for more specific problems for various CFD applications.
In this section, the procedures needed to implement a new constitutive model within the
library are presented in a step by step manner. In general, the model can be implemented
from $FOAM SRC path in the OpenFOAM environment. However, to be consistent with
the work presented in this thesis that used the RheoTool toolbox [113], the model can be
implemented from the path for this toolbox.
The RheoTool toolbox is available in both OpenFOAM and foam-extend version. The
readers are advised to read the user-guide document available from the downloaded doc-
uments for installation. This toolbox provides the library that is used by its solvers to
simulate the GNF and viscoelastic models. If the OpenFOAM version 4.0 is used, a
new model within the RheoTool toolbox can be implemented from the following path,
rheoTool/rheoTool-master/of40/src/libs/constitutiveEquations/constitutiveEqs
/...
A set of viscoelastic constitutive equations was firstly presented from $FOAM SRC
in foam-extend/4.0 based on the library used by viscoelasticFluidFoam solver [54]. This
RheoTool toolbox version extended some of the models with the log-conformation approach.
The following constitutive laws are accessible through the library path mentioned above with
additional source code using log-conformation approach for some of the models. The fol-
lowing common viscoelastic models are available in the folder.
FENE-CR FENE-P GNF Giesekus Oldroyd-B PTT
WhiteMetzner XPomPom multiMode
A new viscoelastic model (e.g. RDP model) can be created by first copying one of the
available models from the path using the following command.
cp -r Oldroyd-B RDP
Now we have created a new directory for the RDP model with three files having .C,
.H and .dep file extension which at the moment having Oldroyd B.C, Oldroyd B.H and
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Oldroyd B.dep. These three files are available in the ../constitutiveEqs/RDP directory
that needs to be renamed accordingly using the folder name, i.e. RDP.C, RDP.H, RDP.dep.
Note that, the .dep file extension is only created if the model is successfully compiled.
Therefore, this file can be initially removed.
Now, within each file, there is the occurrence of the old class name that needs to be
changed to the new class name. Once the changes have been made and saved, a new RDP
class is successfully created. The next step that needs to be completed is the compilation
of the model. For the new model to be recognised by the library, the path to the RDP
model (where the RDP.C and RDP.H file extension are available) need to be included from
the Make/files file. This is written as constitutiveEqs/RDP/RDP.C in the file. Finally,
the wmake libso command is launched from the terminal window for compilation. The
successful compilation will print out the “up to date” status of the shared object library,
for instance, libconstitutiveEquations.so at the end of the compilation. The example
of the status is displayed as follows,
‘/home/home01/scaaaz/OpenFOAM/scaaaz-4.1/platforms/
linux64Gcc48DPInt64Opt/lib/libconstitutiveEquations.so’ is up to date.
The currently created model is a copy of the Oldroyd-B model. Further code develop-
ment is then required to implement the alternative RDP model and then recompilation is
required. The new model can now be used to simulate the case problem with the relevant
application of the viscoelastic flow problem as it is now recognised as a part of the RheoTool
library by OpenFOAM.
2.5 Summary
This chapter presents the OpenFOAM software that is used in this work. The comparison
between the previous viscoelastic solver, viscoelasticFluidFoam, with the recent solver
rheoFoam that has been improved to strengthen the numerical stability is described. Also,
the new added utilities available in the RheoTool toolbox that increase the order of the
accuracy of the numerical solution are also highlighted. A brief description for the pre-
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processing data setup for solving a flow case problem is presented. The details about
the new model implementation is described in depth to guide OpenFOAM user in the
implementation and compilation of the model of interest within the software.
Even though the RDP model with log-conformation approach would be more stable
for simulation in both low and high Deborah number, however in this thesis, we restrict
our work to investigate the multimode version of Rolie-Poly and the RDP bidisperse blend
model without implementing the log-conformation technique that was introduced in the
RheoTool toolbox. As the complexity of the model is concerned, it is crucial to look at the
behaviour of the model at low Weissenberg Number first, to get a good understanding about
the coupling effect towards the flow behaviour, before extending it to higher Weissenberg
numbers.
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Newtonian and Oldroyd-B flow
through a straight channel
In this chapter, the numerical predictions of Newtonian and non-Newtonian (i.e. Oldroyd-B
constitutive equation) through a straight channel in one- and two-dimensions are presented.
Here the problems are solved numerically using different spatial and temporal discretisations
and the order of accuracy for each of the numerical schemes is compared.
3.1 Definition of problem
This section defines the channel flow problem for one- and two-dimensions and the transient
and steady-state exact solution for the Newtonian fluid respectively. The one-dimensional
Oldroyd-B problem is also presented in this section with analytical solution at the steady-
state.
Numerical calculations of the one- and two-dimensional channel flow problems were
performed for the Newtonian fluid before extending the one-dimensional problem to the
Oldroyd-B model using the finite difference and finite element method. The Oldroyd-B
results are then compared to the three-dimensional OpenFOAM finite volume (rheoFoam)
solver.
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3.1.1 One-dimensional Channel flow
We consider pressure driven flow between two parallel planes located at y = ±h. We define
x as the coordinate in the direction of downstream pressure gradient, such that ∇p = −cxˆ.
The fluid velocity is in the xˆ direction and is a function only of y and t. For a Newtonian
fluid of viscosity, ηS , u satisfies the partial differential equation that is used to formulate
the channel flow problem involving several variables as follows
ρ
∂u
∂t
= −∂p
∂x
+ ηS
∂2u
∂y2
· (3.1)
Dividing equation (3.1) by ρ we obtain
∂u
∂t
=
ηS
ρ
∂2u
∂y2
+
c
ρ
. (3.2)
The first term of the right-hand side represents the viscous resistance. Let the kinematic
viscosity, ν = ηSρ . If the fluid is initially at rest at t = 0, then the initial and boundary
conditions are given as
• Initial condition: u(y, 0) = 0,
• Boundary condition: u(−h, t) = u(h, t) = 0.
The exact solution to this problem is [4]
u(y, t) =
c
2ηS
[
h2 − y2 − h2
∞∑
N=0
4(−1)N
(N + 12)
3pi3
e−(N+
1
2
)2pi2 νt
h2 cos
(
N +
1
2
)
piy
h
]
(3.3)
for y ∈ [−h, h].
3.1.2 Two-dimensional Channel flow
We can extend the previous problem to a rectangular duct in the domain [−a, a] × [−b, b]
and t > 0 such that u = [0, 0, u(x, y, t)]. This two-dimensional cross-sectional channel flow
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problem for a Newtonian fluid is described by the following equation
ρ
∂u
∂t
= −∂p
∂z
+ ηS
(
∂2u
∂x2
+
∂2u
∂y2
)
· (3.4)
Again taking ∂p∂z = −c, we have
∂u
∂t
=
ηS
ρ
(
∂2u
∂x2
+
∂2u
∂y2
)
+
c
ρ
(3.5)
with the initial and boundary conditions given by
• Initial condition: u(x, y, 0) = 0,
• Boundary conditions: u(−a, y, t) = u(a, y, t) = u(x,−b, t) = u(x, b, t) = 0.
Due to the unavailability of the analytical solution for the time-dependent problem, this
problem will be solved until it reaches steady-state to compare with the available analytical
solution. The exact solution at steady-state is [36]
u(x, y) =
16a2c
ηSpi3
+∞∑
i=1,3,5,...
(−1) i−12
[
1− cosh(
ipiy
2a )
cosh( ipib2a )
]
cos ( ipix2a )
i3
· (3.6)
3.1.3 Oldroyd-B Channel flow
We now consider extending the one-dimensional channel flow problem to the Oldroyd-B
model. For a general flow the governing equations are given by
∇ · u = 0
ρ
(
∂u
∂t
+ u · ∇u
)
= −∇p+∇ · τ
τ = ηS [(∇u) + (∇u)T ] +GA
∂A
∂t
+ (u · ∇)A−A · ∇u− (∇u)T ·A = − 1
λ
(A− I)
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where τ is the total stress, A is the polymer conformation tensor. Here, ηS is the solvent
viscosity, G is the elastic modulus and λ is the relaxation time. The polymer viscosity is
given by Gλ so that the total viscosity is ηS +Gλ.
Extending the one-dimensional channel flow equation described in the earlier section
to the Oldroyd-B model, since u = [u(y, t), 0], from flow symmetry it follows that the
deformation tensor is of the form, A =

Axx Axy 0
Axy Ayy 0
0 0 Azz
, where A is a function only of
y and t. The momentum equation therefore reduces to
ρ
∂u
∂t
= −∂p
∂x
+
∂τxy
∂y
, (3.7)
where τxy for the Oldroyd-B model is given by
τxy = ηS
∂u
∂y
+GAxy.
Substituting τxy into (3.7) with
∂p
∂x = −c gives the following
ρ
∂u
∂t
= c+ ηS
∂2u
∂y2
+G
∂Axy
∂y
, (3.8)
where Axy satisfies the following constitutive equation
∂Axy
∂t
= − 1
λ
Axy +
∂u
∂y
, (3.9)
since Ayy = 1. The problem is solved within the range of ±h in the y−direction. We specify
the boundary and initial conditions as
• Initial condition: u(y, 0) = 0 and Axy(y, 0) = 0,
• Boundary condition: u(−h, t) = u(h, t) = 0.
The analytical solution available from [47] is given as follows
u(y, t) =
c(h2 − y2)
2(ηS +Gλ)
− 48
∞∑
n′=1
[
1
n3
sin
(
n(1 + yh)
2
)]
e−(
αnt
2λ
)W
(
t
λ
)
. (3.10)
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The definition of W ( tλ) depends on the elasticity number. For α
2
n−En2 ≥ 0, and Elasticity
number, E = λ(ηS+Gλ)
ρh2
,
W
(
t
λ
)
= cosh
(
βnt
2λ
)
+
γn
βn
sinh
(
βnt
2λ
)
, (3.11)
n = (2n′ − 1)pi, αn = 1 + 1
4
βEn2, βn =
√
α2n − En2, γn = 1−
1
4
(2− β)En2 ,
whereas if α2n − En2 < 0, then
W
(
t
λ
)
= cos
(
βnt
2λ
)
+
γn
βn
sin
(
βnt
2λ
)
,
where βn =
√
En2 − α2n and β is the retardation ratio defined as ηSηS+Gλ where ηS is the
viscosity of the solvent and ηS +Gλ is the total viscosity.
3.2 Temporal discretisation
In order to solve equation (3.2), (3.5), (3.8) and (3.9) numerically we must introduce a dis-
cretisation both in space and time. Discretisation in space, either through finite differences
or finite elements, has the effect of replacing the continuous variable u(x, t) with an array
u¯(t) of the velocities at the mesh nodes where u¯ satisfies an equation of the form
M
du¯
dt
= −Ku¯+ f,
where M and K are symmetric and positive definite matrices. Applying the θ−method
discretisation in time, the equation then becomes
M
u¯n+1 − u¯n
∆t
= (1− θ)(−Ku¯n) + θ(−Ku¯n+1) + f,
where ∆t is the time step and 0 ≥ θ ≥ 1, which can be rearranged and yields the following
general numerical (finite element) scheme
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(M + ∆tθK)u¯n+1 = (M−∆t(1− θ)K)u¯n + ∆tf. (3.12)
The symmetric and positive definite matrices of the system is ensured provided θ ≥ 0.
Different values of θ are chosen to illustrate the performance of the numerical approximation
based on the order of accuracy. The details of the numerical schemes for both finite difference
and finite element are presented in the next subsection while the results for solving one- and
two-dimensional problems are available in the section that follows.
3.3 The numerical schemes
The numerical schemes for different time discretisation techniques for one- and two-dimensional
channel flow problem in equation (3.2), (3.5), (3.8) and (3.9) are described in the following
subsections.
3.3.1 One-dimensional finite difference scheme for Newtonian fluid prob-
lem
The one-dimension channel flow problem for Newtonian fluid in equation (3.2) can be non-
dimensionalised to
∂u
∂t
− ν ∂
2u
∂y2
= 1. (3.13)
Applying the temporal and spatial discretisation using FDM, for FTCS explicit scheme, this
yields
un+1j − unj
∆t︸ ︷︷ ︸
Forward Time
= ν
unj+1 − 2unj + unj−1
∆y2︸ ︷︷ ︸
Centred Space
+1 + O(∆t,∆y2)︸ ︷︷ ︸
Order of accuracy
. (3.14)
Note that, from equation (3.14), the forward difference in time and central difference in space
is used to discretise the partial derivative. This scheme is explicit because the velocity un+1i
at the next time step (n + 1) can be solved explicitly due to the availability of the known
quantities from the previous time step (n). However, this scheme proved to be conditionally
stable from von Neumann stability analysis [105]. On the other hand, the implicit scheme
is obtained when the backward difference approximation is used for temporal discretisation
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and central difference approximation in spatial discretisation. Now, the implicit scheme
becomes
un+1j − unj
∆t︸ ︷︷ ︸
Backward Time
= ν
un+1j+1 − 2un+1j + un+1j−1
∆y2︸ ︷︷ ︸
Centred Space
+1 + O(∆t,∆y2)︸ ︷︷ ︸
Order of accuracy
. (3.15)
Notice that now, the scheme consists of more nodal points at the next time step (n + 1).
This scheme reduces to a set of linear equation which can be expressed in the form of
[A]{u} = {b} where A is a tridiagonal matrix, {u} is the unknown vector and {b} is the
known vector. Thomas algorithm [132] is often used to solve the tridiagonal system of linear
equation since it is more efficient than Gaussian elimination. An alternative implicit scheme
is a Crank-Nicolson method [33]. This method is second order accurate in both time and
space and unconditionaly stable. The scheme can be written as
un+1j − unj
∆t
=
ν
2
[
un+1j+1 − 2un+1j + un+1j−1
∆y2
+
unj+1 − 2unj + unj−1
∆y2︸ ︷︷ ︸
Average value - centred space
]
+ 1 + O(∆t2,∆y2)︸ ︷︷ ︸
Order of accuracy
.
Similar to the backward Euler implicit scheme, the tridiagonal system of linear equation re-
sulted in the Crank-Nicolson scheme can be solved using Thomas algorithm from Algorithm
3 in Appendix A.
For equally spaced points equation (3.2) reduces to the following numerical schemes,
• Explicit scheme: Forward Euler time discretisation with central difference approxima-
tion for spatial, (FTCS) when θ = 0, the scheme reduces to
un+1j = rνu
n
j+1 + (1− 2rν)unj + rνunj−1 + ∆t
where r = ∆t
(∆y)2
, suffix denotes spatial coordinate and superfix the time coordinate.
• Implicit scheme: Backward Euler time discretisation with central difference approxi-
mation for spatial, (BTCS) when θ = 1, the scheme is
−rνun+1j+1 + (1 + 2rν)un+1j − rνun+1j−1 = unj + ∆t.
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Since this scheme is implicit, the Thomas algorithm (Algorithm 3 in Appendix A) is
used to solve the resulting tridiagonal system.
• Implicit scheme: Crank-Nicolson time discretisation with central difference approxi-
mation for spatial when θ = 12 , the scheme is
−rνun+1j+1 + (2 + 2rν)un+1j − rνun+1j−1 = rνunj+1 + (2− 2rν)unj + rνunj−1 + 2∆t.
Pseudocode for these 3 schemes are presented as Algorithms 1,2,4 in Appendix A. The
convergence and accuracy of these schemes is summarised in Table 1.
Table 3.1: The features of one-dimensional numerical schemes using finite difference method
Scheme FTCS BTCS Crank-Nicolson
Method Explicit Implicit Implicit
Taylor expansion u(yj , t
n) u(yj , t
n+1) u(yj , t
n+ 1
2 )
Order of accuracy O(∆t,∆y2) O(∆t,∆y2) O(∆t2,∆y2)
Stability cond. stable uncond. stable uncond. stable
The abbreviations cond. stable and uncond. stable in Table 3.1 and 3.2 refer to condi-
tional and unconditional stability respectively, with respect to time step ∆t.
3.3.2 Two-dimensional finite difference numerical schemes
Extending the one-dimensional channel flow problem to two-dimensional, the non-dimensio-
nalised equation from equation (3.5) gives the following equation
∂u
∂t
− ν
(
∂2u
∂x2
+
∂2u
∂y2
)
= 1.
This problem can be solved using both explicit, fully implicit and semi-implicit method.
However, solving the problem explicitly restricted to a choice of time step and spatial step
which sometimes requires a small time step especially when the grid gets finer to ensure
numerical stability. Since explicit scheme is first order accurate in time and second order
accurate in space, when a smaller mesh grid size is used that is reduced by factor 2 from
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the coarser mesh grid for example, the time step needs to be reduced by factor 4 to ensure
stability of the numerical approximation. Otherwise, if the fully implicit backward Euler
centred space (BTCS) scheme is used, for two-dimenisonal case, the system of linear equation
resulting in pentadiagonal algebraic system that is computationally expensive.
Alternatively, the Alternating Direction Implicit (ADI) [108] scheme can be used to solve
this problem. This scheme is unconditionally stable with order of accuracy, O(∆t2,∆x2,∆y2).
This scheme having two steps iteration process with two equations with x− and y−sweep
that solved the tridiagonal system independently. Each equation is solved at half time step.
The two schemes can be written as
• The first half time
u
n+ 1
2
i,j − uni,j
∆t
=
ν
2
(
u
n+ 1
2
i+1,j − 2u
n+ 1
2
i,j + u
n+ 1
2
i−1,j
∆x2
+
uni,j+1 − 2uni,j + uni,j−1
∆y2
)
+
1
2
.
• The second half time
un+1i,j − u
n+ 1
2
i,j
∆t
=
ν
2
(
u
n+ 1
2
i+1,j − 2u
n+ 1
2
i,j + u
n+ 1
2
i−1,j
∆x2
+
un+1i,j+1 − 2un+1i,j + un+1i,j−1
∆y2
)
+
1
2
.
Notice that for the first half time step, the compact notation showing the implicit and explicit
in x− and y−direction respectively. The known vector in the y−direction for the first half
time equation allows the solution in the x−direction from the first half time equation to
be made. The results from the first half time step is then used to find the solution in the
y−direction. The process is repeated until the whole two-dimensional domain is covered for
every time step.
Thus we shall consider two finite difference numerical schemes for solving a two-dimensional
channel flow problem: an explicit scheme which is computational cheap, but only condition-
ally stable and a semi-implicit numerical scheme called the Alternating Direction Implicit
(ADI) method that is unconditionally stable.
• Explicit scheme: two-dimensional FTCS, θ = 0
un+1j = u
n
i,j + rxν(u
n
i−1,j + 2u
n
i,j + u
n
i+1,j) + ryν(u
n
i,j−1 − 2uni,j + uni,j+1) + ∆t
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• Semi-implicit scheme: two-dimensional ADI scheme.
For θ > 0, the resulting linear system involves the inversion of a sparse matrix. How-
ever unconditional stability can be achieved using a two-step semi-implicit scheme
in which the x, and y directions are solved consecutively. This is presented in the
following points.
? First half-time (x−sweep)
−νrx
2
(u
n+ 1
2
i−1,j + u
n+ 1
2
i+1,j) + (1 + νrx)u
n+ 1
2
i,j︸ ︷︷ ︸
x-direction - implicit
=
νry
2
(uni,j−1 + u
n
i,j+1) + (1− νry)uni,j +
∆t
2︸ ︷︷ ︸
y-direction - explicit
.
? Second half-time (y−sweep)
−νry
2
(un+1i,j−1 + u
n+1
i,j+1) + (1 + νry)u
n+1
i,j︸ ︷︷ ︸
unknown
=
νrx
2
(u
n+ 1
2
i−1,j + u
n+ 1
2
i+1,j) + (1− νrx)u
n+ 1
2
i,j +
∆t
2︸ ︷︷ ︸
known-obtained from first step
.
From the numerical scheme for the first and second half-time, rx =
∆t
(∆x)2
and ry =
∆t
(∆y)2
.
We summarise the features of the numerical schemes in Table 3.2.
Table 3.2: The features of two-dimensional numerical schemes using finite difference method
Scheme FTCS ADI
Method Explicit Semi-implicit
Taylor expansion u(xi,j , t
n) u(xi,j , t
n+ 1
2 )
Order of accuracy O(∆t,∆x2,∆y2) O(∆t2,∆x2,∆y2)
Stability cond. stable uncond. stable
In the next subsection, the finite element spatial discretisation for one- and two-dimensional
models are presented with respective numerical schemes.
3.3.3 One-dimensional finite element numerical scheme
For solution by finite elements, we define a set of basis functions, Ni(y) such that u(y, t) =
u¯i(t)Ni(y) where the summation convention is assumed and Ni(y) is a linear function which
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has value 1 at ith node of the mesh and zero elsewhere. Then the Galerkin weak form gives
(∫ h
−h
NjNidy
)
∂ui
∂t
= −ν
(∫ h
−h
∂Nj
∂y
∂Ni
∂y
dy
)
ui +



*0[
νNj
∂u
∂y
]h
−h
+ fj , (3.16)
applying Dirichlet boundary condition so that Nj = 0 on y = ±h. Equation (3.16) then
becomes (∫ h
−h
NjNidy
)
∂ui
∂t
= −ν
(∫ h
−h
∂Nj
∂y
∂Ni
∂y
dy
)
ui + fj . (3.17)
Over the whole domain, Ω, equation (3.17) reduces to the following system of ordinary
differential equations that is written as
M1
∂u¯
∂t
= −K1u¯+ f
where
Mji =
∫ h
−h
NjNidy, Kji = ν
∫ h
−h
∂Nj
∂y
∂Ni
∂y
dy, and fj =
∫ h
−h
Njdy.
Now applying the θ method, we obtain
(M + θ∆tK)u¯n+1 = (M− (1− θ)∆tK)u¯n + ∆tf .
For different temporal discretisation technique following the θ-method, the three numerical
schemes are presented as follows
• Explicit scheme: Explicit Euler numerical scheme when θ = 0 is
M1u¯
n+1 = (M1 −∆tK1)u¯n + ∆tf
• Implicit scheme: Implicit numerical scheme when θ = 1 is
(M1 + ∆tK1)u¯
n+1 = M1u¯
n + ∆tf
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• Implicit scheme: Crank-Nicolson numerical scheme when θ = 12 is
(M1 +
1
2
∆tK1)u¯
n+1 = (M1 − 1
2
∆tK1)u¯
n + ∆tf
3.3.4 Two-dimensional finite element numerical schemes
For solving a two-dimensional channel flow problem, the domain is divided into a number of
triangular element with basis function, N(x) (where x = (x, y)) such that the fluid velocity
can be written as u(x, t) =
∑
N(x)u(t) and u(tn) = u
n. The Galerkin weak formulation for
the two dimensional channel flow problem can then be written as follows
∫
Ω
Nj
∂ui
∂t
NidΩ = ν
∫
S
Njui∇Ni · dS − ν
∫
Ω
∇Nj · ∇NiuidΩ +
∫
Ω
NjdΩ (3.18)
which implies
(∫
Ω
NjNidΩ
)
∂ui
∂t
= −ν
(∫
Ω
∇Nj · ∇NidΩ
)
ui + ν


*
0∫
S
Nj
∂u
∂n
dS + f, (3.19)
where Nj is a basis function taken the value 1 at the j
th node and the basis function for a
triangular element, Ni is defined as
Ni =
ai + bix+ ciy
2A
, for i = 1, 2, 3 is the vertices of an element
where
a1 = s2xs3y − s3xs2y , b1 = s2y − s3y , c1 = s3x − s2x
a2 = s3xs1y − s1xs3y , b2 = s3y − s1y , c2 = s1x − s3x
a3 = s1xs2y − s2xs1y , b3 = s1y − s2y , c2 = s2x − s1x,
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and A is the area of an element defined as
2A = c3b2 − c2b3 = |(s2 − s1)× (s3 − s1)|= 2×Area(Ωe),
where six and siy, for i = 1, 2, 3 represent the coordinate of the three vertices for each of
the triangular element.
For Dirichlet boundary condition again we get
M2
du
dt
= −K2u+ f
where the Galerkin mass matrix, M2, and global stiffness matrix, K2 are given as
M2 =
∫
Ω
NjNidΩ; K2 = ν
∫
Ω
∇Nj · ∇NidΩ & f =
∫
Ω
NjdΩ.
The explicit and implicit numerical schemes for two-dimensional finite element channel flow
problem when ν = 1.0 are defined as
• Explicit scheme: Forward Euler numerical scheme when θ = 0 is
M2u¯
n+1 = (M2 −∆tK2)u¯n + ∆tf
• Implicit scheme: Backward Euler numerical scheme when θ = 1 is
(M2 + ∆tK2)u¯
n+1 = M2u¯
n + ∆tf
• Implicit scheme: Crank Nicolson numerical scheme when θ = 12 is
(M2 +
1
2
∆tK2)u¯
n+1 = (M2 − 1
2
∆tK2)u¯
n + ∆tf .
We have now described the methodology to generate the numerical schemes using different
spatial and temporal discretisation approaches for one- and two-dimensional channel flow
problem for Newtonian fluid. In the next subsection, we will derive the numerical schemes
for one-dimensional channel flow for Oldroyd-B model.
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3.3.5 Channel flow for Oldroyd-B
We used a staggered grid finite difference method for spatial discretisation where the stress
conformation shear component, Axy, for the Oldroyd-B viscoelastic constitutive model is
defined at points that are intermediate between points where u are defined in Figure 3.1.
Figure 3.1: Staggered grid approach used to solve the one-dimensional channel flow problem
for Oldroyd-B model.
The finite difference numerical schemes based on this spatial discretisation strategy (for
both momentum and conformation stress equation) are defined as follows, where r1 =
∆t
(∆y)2
,
r2 =
∆t
ρ∆y , r3 =
c∆t
ρ , s1 =
∆t
λ and s2 =
∆t
∆y .
• Explicit scheme: The momentum equation in equation (3.8) is discretised using for-
ward Euler in the following manner
un+1j = νr1(u
n
j+1 − 2unj + unj−1) +Gr2(Anj+ 1
2
−An
j− 1
2
) + r3 + u
n
i .
On the other hand, the stress equation from equation (3.9) is discretised as
An+1
j+ 1
2
= −s1Anj+ 1
2
+ s2(u
n
j+1 − unj ) +Anj+ 1
2
.
• Implicit scheme: The momentum equation in equation (3.8) is discretised using back-
ward Euler in the following manner
−νr1un+1j−1 + (1 + 2νr1)un+1j − νr1un+1j+1 +Gr2An+1j− 1
2
−Gr2An+1j+ 1
2
= uni + r3
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and the discretised stress equation from equation (3.9) as
s2u
n+1
j − s2un+1j+1 + (s1 + 1)An+1j+ 1
2
= An
j+ 1
2
.
These numerical schemes are used to get the approximate solution for one- and two-
dimensional channel flow problems and the order of accuracy for each scheme are observed.
The results are presented and discussed in the following section.
3.4 Results and discussion
The results for the one- and two-dimensional channel flow problem for Newtonian fluid are
solved using different numerical schemes discussed from the previous section. This is then
followed by the numerical results for one-dimensional non-Newtonian fluid for the Oldroyd-
B model that is solved using the finite difference approach with forward and backward
Euler time discretisation. The comparison for different spatial discretisation techniques,
including the finite volume approach used in the RheoTool solver rheoFoam, against the
analytical solution for both Newtonian and non-Newtonian flows are presented by plotting
the transient velocity at the centre point.
3.4.1 Finite difference numerical approximation for one-dimensional chan-
nel flow problem
To examine the accuracy of the solutions we shall compare the value for the fluid velocity at
y = 0 at t = 1. For a Newtonian fluid with ν = 1 the exact solution to 10 significant figures
is given by u(0.0, 1.0) = 0.4562385522. The numerical simulation with different values of
the spatial step (∆y) and time step (∆t) are carried out to observe the order of accuracy
for each schemes by looking at the absolute error column. Note that, the absolute error is
simply defined by Error = |u(y, t)−u(yj , tn)| where u(y, t) is the exact solution and u(yj , tn)
is the approximate solution obtained from the numerical scheme at value of the measured
y position with respective time. The results are recorded in the Table 3.3, 3.4 and 3.7.
In Table 3.3, we have varied both ∆y and ∆t to keep r = ∆t
(∆y)2
constant. This is
necessary to ensure the stability of the FTCS numerical scheme, but as both the BTCS and
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Crank-Nicolson are unconditionally stable, we provide additional results which demonstrates
the behaviour of the error where ∆y and ∆t are varied independently in Table 3.5, 3.6, 3.8
and 3.9.
Table 3.3: The FTCS finite difference approximate solution and the error for one-
dimensional channel flow problem.
∆y ∆t r u(0.0, 1.0) Error
0.1 2.5× 10−3 0.25 0.45634971 1.112× 10−4
0.05 6.25× 10−4 0.25 0.45626631 2.776× 10−5
0.025 1.5625× 10−4 0.25 0.45624549 6.939× 10−6
0.0125 3.90625× 10−5 0.25 0.45624029 1.735× 10−6
Table 3.4: The BTCS finite difference approximate solution and the error for one-
dimensional channel flow problem.
∆y ∆t r u(0.0, 1.0) Error
0.1 1.0× 10−2 1.0 0.45468461 1.554× 10−3
0.05 2.5× 10−3 1.0 0.45585002 3.885× 10−4
0.025 6.25× 10−4 1.0 0.45614141 9.713× 10−5
0.0125 1.5625× 10−4 1.0 0.45621427 2.428× 10−5
Based on the accuracy obtained from Taylor’s series expansion, both FTCS and BTCS
numerical schemes have the same order of accuracy that is first order accurate in time and
second order accurate in space (i.e. O(∆t,∆y2)). The only difference is the choice for ∆t in
FTCS is restricted to being smaller than or equal to 2r(∆y)2 to ensure numerical stability.
From Table 3.3 and 3.4, it can be seen that by reducing the value of the grid size by factor
2 and time step by factor 4, the error is reduced consistently by factor 4 as expected.
The results presented in Table 3.5 and 3.6 show the effect of varying spatial and temporal
discretisation on the error contribution. This is done by looking at the effect of varying the
time step with the fixed value of spatial step and varying the spatial step with the fixed
value of temporal discretisation.
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Table 3.5: The BTCS finite difference approximate solution and the error for the channel
flow problem when ∆y = 0.025 and time step is varied.
∆t r u(0.0, 1.0) Error
1.0× 10−2 16.0 0.45489418 1.344× 10−3
2.5× 10−3 4.0 0.45589173 3.468× 10−4
6.25× 10−4 1.0 0.45614142 9.713× 10−5
1.5625× 10−4 0.25 0.45620386 3.469× 10−5
In Table 3.5, when the spatial step is fixed to ∆y = 0.025 while the time step is varied
(and reduced) by a factor 4, we see error is reduced by factor slightly less than four. This is
still consistent with the scheme being first order in time, but the absolute error also contains
a contribution from the spatial discretisation which is present even in the limit ∆t→ 0.
Table 3.6: The BTCS finite difference approximate solution and the error for the channel
flow problem when ∆t = 6.25× 10−4 and spatial step is varied.
∆y r u(0.0, 1.0) Error
0.1 0.0625 0.45593293 3.056× 10−4
0.05 0.25 0.45609976 1.388× 10−4
0.025 1.0 0.45614142 9.713× 10−5
0.0125 4.0 0.45615183 8.672× 10−5
On the other hand, when ∆t is fixed to ∆t = 6.25× 10−4 and ∆y is varies in the range
of ∆y = 0.1, 0.05, 0.025, 0.0125, it produces the results for the error presented in Table 3.6.
For larger values of ∆y the error decreases roughly in proportion to ∆y2 however between
0.025 and 0.0125 there is only a small improvement as the error is now dominated by the
time discretisation.
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Table 3.7: The Crank-Nicolson finite difference approximate solution and the error for one-
dimensional channel flow problem.
∆y ∆t r u(0.0, 1.0) Error
0.1 1.0× 10−2 1.0 0.45602174 2.168× 10−4
0.05 5.0× 10−3 2.0 0.45618440 5.415× 10−5
0.025 2.5× 10−3 4.0 0.45622502 1.353× 10−5
0.0125 1.25× 10−3 8.0 0.45623517 3.38× 10−6
Both the FTCS and BTCS are first order in time and second order in space. However
the Crank-Nicolson scheme is expected to second order accurate in both time and space.
This is illustrated in Table 3.8 where a decrease in the values of ∆y and ∆t by a factor 2
reduces the error by approximately a factor 4.
Table 3.8: The Crank-Nicolson finite difference approximate solution and the error for one-
dimensional channel flow problem when ∆y = 0.025 and time step is varied.
∆t r u(0.0, 1.0) Error
1.0× 10−2 16.0 0.45623015 8.399× 10−6
5.0× 10−3 8.0 0.45622604 1.251× 10−5
2.5× 10−3 4.0 0.45622502 1.353× 10−5
1.25× 10−3 2.0 0.45622476 1.379× 10−5
If the spatial step is fixed to ∆y = 0.025 and the value of ∆t is varied by reducing by
factor 2 as recorded in Table 3.8, reducing the time step below 5.0×10−3 has little effect on
the error as it is dominated by the spatial discretisation error. On the other hand, in Table
3.9, when the temporal step is fixed to ∆t = 6.25 × 10−4 and spatial step is decreased by
factor 2, the error is reduced consistently by factor 4. With the evidence in Table 3.8 and
3.9, this suggests that the spatial step dominates the error since the temporal discretisation
is more accurate in the Crank-Nicolson scheme than the BTCS numerical scheme.
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Table 3.9: The Crank-Nicolson finite difference approximate solution and the error for one-
dimensional channel flow problem when ∆t = 6.25× 10−4 and spatial step is varied.
∆y r u(0.0, 1.0) Error
0.1 0.25 0.45601629 2.222× 10−4
0.05 1.0 0.45618305 5.55× 10−5
0.025 4.0 0.45622470 1.386× 10−5
0.0125 16.0 0.45623510 3.45× 10−6
It is worth mentioning that the advantage of the numerical stability for the Crank-
Nicolson and BTCS scheme allows the use of larger time step during the computation which
produces the numerical solution more efficiently. However both schemes are implicit and so
in one-dimension require the solution of a tridiagonal system.
3.4.2 Finite element numerical approximation for one-dimensional chan-
nel flow problem
We now repeat this error analysis for the finite element method again by examining the value
at u(0, 1) where the exact solution is 0.4562385522 to 10 significant figures when ν = 1.0.
Although we have implemented both forward and backward Euler time discretisation, we
shall only consider the results for the Crank-Nicolson scheme, for which the error should be
second order in both space and time.
Table 3.10: The Crank-Nicolson time integration finite element approximation and the error
for one-dimensional channel flow problem.
∆y ∆t u(0.0, 1.0) Error
0.1 1.0× 10−2 0.4564657849 2.272× 10−4
0.05 5.0× 10−3 0.4562954099 5.686× 10−5
0.025 2.5× 10−3 0.4562527697 1.422× 10−5
0.0125 1.25× 10−3 0.4562421067 3.555× 10−6
Table 3.10 demonstrates that the error decreases by a factor of 4 as the spatial and time
is reduced by factor 2 going down the table. Moreover comparing the absolute values of
the errors between Table 3.10 and 3.7 we see that the finite element and finite difference
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schemes provide absolute errors that a very similar at the same resolution. This can also
be seen when we compare the error for a fixed time step of ∆t = 6.25× 10−4 between Table
3.9 and 3.11.
Table 3.11: The Crank-Nicolson time integration finite element approximation and the error
for one-dimensional channel flow problem when ∆t = 6.25× 10−4 and spatial step is varies.
∆y u(0.0, 1.0) Error
0.1 0.4564603221 2.218× 10−4
0.05 0.4562940614 5.551× 10−5
0.025 0.4562524487 1.390× 10−5
0.0125 0.4562420425 3.490× 10−6
Thus for this simple one-dimensional problem the finite element scheme produces results
of equivalent accuracy to the finite difference scheme at the same level of resolution.
3.4.3 Finite difference numerical approximation for two-dimensional Chan-
nel flow problem
We next examine the solution for the flow in a square channel. Since a transient analytical
solution is unavailable for this problem, we will compare the computed solutions with a
steady-state analytical solution presented in equation (3.6). At the point x = 0 and y = 0,
u = 0.2946851553 to 10 significant figure. Two different numerical schemes the FTCS
and ADI are used to solve the two-dimensional channel flow problem where the results for
accuracy are presented in Table 3.12 and 3.13 respectively.
Table 3.12: The forward Euler time integration finite element approximation and the error
for two-dimensional channel flow problem.
∆x&∆y ∆t rx&ry u(0.0, 0.0, 7.0) Error
0.1 2.5× 10−3 0.25 0.29410684 5.783× 10−4
0.05 6.25× 10−4 0.25 0.29454041 1.448× 10−4
0.025 1.5625× 10−4 0.25 0.29464914 3.602× 10−5
0.0125 3.90625× 10−5 0.25 0.29467634 8.82× 10−6
Table 3.12 reveals the accuracy of the two-dimensional FTCS method that is second-
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order accurate in space, O(∆x2,∆y2). This can be seen when ∆x and ∆y are reduced by
factor 2 (and ∆t is reduced by factor 4), the error column is showing a consistent error
reduction that is by factor 4.
Table 3.13: The ADI finite difference approximate solution and the error for the two-
dimensional channel flow problem.
∆x&∆y ∆t rx&ry u(0.0, 0.0, 7.0) Error
0.1 1.0× 10−2 1.0 0.29410684 5.783× 10−4
0.05 5.0× 10−3 2.0 0.29454041 1.448× 10−4
0.025 2.5× 10−3 4.0 0.29464914 3.602× 10−5
0.0125 1.25× 10−3 8.0 0.29467634 8.82× 10−6
The order of accuracy from the Taylor’s series expansion for ADI scheme is second-order
accurate in both temporal and spatial, that is O(∆t2,∆x2,∆y2). The error columns in Table
3.13 reveals that the error is reduced by factor 4 as a consequence of reducing ∆x,∆y and
∆t by factor 2 which confirms the order of accuracy being second-order accurate in space
and time. However it should be noted that since the calculations are run to steady-state
that the temporal accuracy is not really being tested here.
Notice that, Table 3.12 and 3.13 give identical values of fluid velocity at the same
resolution regardless of the different time integration schemes used. This is because the
spatial discretisation is identical.
3.4.4 Finite element numerical approximation for two-dimensional Chan-
nel flow problem
We have also considered this problem using the two dimensional finite element scheme, using
a square lattice divided into pairs of triangular finite elements. This is shown in Figure 3.2
where uniform refinement of the mesh for two-dimensional domain is discretised using the
triangular mesh type. The detail of the data used to approximate the solution is recorded
in Table 3.14 and these data are obtained from the in-house Fortran code. The data used
to approximate the solution at this point is summarised as follows
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Figure 3.2: The refinement of the mesh for two-dimensional finite element with triangular
mesh type.
Table 3.14: The data for solving two-dimensional channel flow problem using finite
element approximation.
∆x & ∆y Element Point Boundary Int. point Int. matrix
0.5 32 25 16 9 9× 9
0.25 128 81 32 49 49× 49
0.125 512 289 64 225 225× 225
0.0625 2048 1089 128 961 961× 961
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Table 3.15: The Crank-Nicolson time integration finite element approximate solution and
the error for two-dimensional channel flow problem.
∆x & ∆y ∆t u(0.0, 0.0, 7.0) Error
0.5 1.0× 10−2 0.28125 1.3435× 10−2
0.25 5.0× 10−3 0.291130514 3.5546× 10−3
0.125 2.5× 10−3 0.2937830663 9.02089× 10−4
0.0625 1.25× 10−3 0.2944589494 2.262× 10−4
We have implemented Forward, Backward Euler and Crank-Nicolson schemes, however
the same value of error for the steady-state solution is found with all three schemes so only
show the results for Crank-Nicolson scheme. Interpolating the results between ∆x, ∆y of
0.125 and 0.0625 in the Table 3.15 we find that the error for ∆x = ∆y = 0.1 is consistent
with the finite difference scheme. However, the finite element scheme is computationally
more expensive due to the need to solve a linear system at each time step.
3.4.5 One-dimensional Channel flow problem for Oldroyd-B fluid
Finally we consider the solution to the one-dimensional channel flow problem for an Oldroyd-
B fluid. We compare the solution at y = 0 for a fluid with parameters λ = 1, G = 1 and
ηS = 1.0. The exact solution at t = 1, u(0, λ) = 0.345058. The forward and backward Euler
prediction for different mesh grid sizes with the appropriate time step values simulated up
to steady-state are presented in Table 3.16 and 3.17 respectively. It can be observed from
the tables that it takes about four times the relaxation time to reach the steady-state where
the velocity at this point u(0, 4λ) ≈ 0.25 (the steady-state analytical solution).
Table 3.16: The forward Euler approximate solution for different time at point u(0.0, t).
∆x ∆t t= λ t= 2λ t= 4λ t= 8λ t= 16λ
0.1 2.5× 10−3 0.344108 0.263839 0.24943 0.249999 0.25
0.05 6.25× 10−4 0.343911 0.263943 0.249426 0.249999 0.25
0.025 1.5625× 10−4 0.343862 0.263969 0.249426 0.249999 0.25
0.0125 3.90625× 10−5 0.34385 0.263975 0.249425 0.249999 0.25
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Table 3.17: The backward Euler approximate solution for different time at point u(0.0, t).
∆x ∆ t= λ t= 2λ t=4λ t= 8λ t= 16λ
0.1 1.0× 10−2 0.342788 0.264879 0.249384 0.249999 0.25
0.05 2.5× 10−3 0.343582 0.264205 0.249415 0.249999 0.25
0.025 6.25× 10−4 0.34378 0.264035 0.249423 0.249999 0.25
0.0125 1.5625× 10−5 0.343829 0.263992 0.249425 0.249999 0.25
In the next section, the comparison between the prediction made by different numerical
techniques (including the OpenFOAM finite volume scheme) is used to validate the capa-
bility for solving the one-dimensional channel flow problem for Newtonian and Oldroyd-B
model with the benchmark of the analytical solution.
3.4.6 Comparison between analytical, finite difference and finite volume
(OpenFOAM) approximation
We first compare the solution for the flow of a Newtonian fluid for one-dimensional channel
flow problem described in Section 3.1.1. A square domain [−h, h] for both x− and y−
direction is simulated within OpenFOAM using the icoFoam solver. The square channel for
this domain is divided into 20×20×1 which gives 400 control volumes to be computed with
∆x = ∆y = 0.1 when h = 1. The mesh for computational domain of the square channel is
shown in Figure 3.3 and the boundary conditions used to solve this problem is provided in
Table 3.18.
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Figure 3.3: The mesh for the square channel with specified boundary for ∆x = ∆y = 0.1
Table 3.18: The boundary condition for the two-dimensional square channel defined in
OpenFOAM.
Boundary
Boundary conditions
p U τ i
Inlet fixedValue zeroGradient zeroGradient
Outlet fixedValue zeroGradient zeroGradient
Walls zeroGradient noSlip linearExtrapolation
Figure 3.4 shows an excellent agreement between the analytical solution and the numer-
ical solutions obtained with finite difference, finite element and finite volume (i.e. Open-
FOAM solver) at point u(0, t) when ηS = 1.0 and ρ = 1.0. Here the fluid velocity increases
monotonically towards the steady-state solution.
74
Chapter 3. Channel flow 3.4. Results and discussion
Figure 3.4: The analytical and numerical predictions (finite difference, finite element and
OpenFOAM (icoFoam) finite volume solver) for transient velocity at the centre point for
one-dimensional channel flow problem for Newtonian fluid when ηS = 1.0 and ρ = 1.0 with
∆y = 0.1 and ∆t = 0.01.
In contrast, the elasticity of the Oldroyd-B model leads to an overshoot of the fluid
velocity. This is depicted in Figure 3.5 where the transient velocity at point u(0, t) is
plotted for both Newtonian and Oldroyd-B model on the same graph with the parameters
set to G = 1.0, λ = 1.0, ηS = 1.0 and ρ = 1.0. The Oldroyd-B model gives a lower steady-
state velocity compared to Newtonian. This is because the total viscosity for this choice
of parameters in the Oldroyd-B model is double that of the Newtonian fluid (i.e. ηtotal =
ηS + ηP = ηS +Gλ).
Figure 3.5: The comparison between the analytical solution for Newtonian (from equation
(3.2)) and Oldroyd-B model through one-dimensional channel flow (from equation (3.8))
when G = 1.0, c = 1.0, λ = 1.0, ηS = 1.0 and ρ = 1.0.
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The analytical solution for the Oldroyd-B model is compared with the spatial discreti-
sation for forward and backward Euler time discretisation with ∆t = 0.01 and ∆y = 0.1.
Figure 3.6 shows that the prediction agrees well with the analytical solution with a slight
difference visible only at the maximum overshoot.
Figure 3.6: The comparison between the analytical solution with numerical approximation
predicted by forward and backward Euler numerical schemes when ηS = 1.0, G = 1.0,
λ = 1.0 and ρ = 1.0 at the centre point for one-dimension channel flow problem for Oldroyd-
B fluid.
In Section 3.1.3 we noted that the solution for the velocity depends on the Elasticity
number, E = λ(ηS+Gλ)
ρh2
. For this, the value of parameters are assigned as ηS =
1
9 , G =
8
9 and
relaxation time λ = 1.0, so that time is non-dimensionalised with respect to relaxation time.
The value of fluid density ρ, is varied to give different Elasticity numbers. These parameter
values were chosen to coincide with those used by Duarte et al. [47]. The results for differ-
ent elasticity number are presented in Figure 3.7 as a comparison between the analytical,
finite difference (using backward Euler time-integration) and finite volume rheoFoam solver
solutions.
The following pre-processing data for density and (fixed value) inlet pressure is set up. In
OpenFOAM RheoTool toolbox, the pressure is defined as kinematic pressure, P = Pdρ (where
Pd is the dynamic pressure), thus pressure set in the pre-processing must take account of the
changes to the fluid density. Note that the same domain shown in Figure 3.3 is used here
with the same spatial resolution as the simulation for the Newtonian fluid that is ∆y = 0.1
(Duarte et al. [47] use ∆y = 0.01 in their computation).
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Table 3.19: The pre-processing data for solving one-dimensional channel flow problem for
Oldroyd-B model in OpenFOAM
E ρ Pinlet ∆t
1 1.0 2 1.25× 10−3
10 0.1 20 1.25× 10−4
100 0.01 200 2.5× 10−5
The transient velocity at the centre point of the channel is taken to compare with the
analytical solution and prediction made by the finite difference approach. The details of the
results can be visualised in Figure 3.7.
Figure 3.7: The analytical solution and the comparison between the analytical solution
with numerical predictions (i.e. finite difference and finite volume) for different Elasticity
numbers for one-dimensional channel flow problem for Oldroyd-B model when ηS =
1
9 , ηP =
8
9 , λ = 1.0 and G =
8
9 at the centre point of the channel.
The Elasticity number is the ratio between the fluids elasticity and inertia. Note that it
does not affect the steady-state velocity only the transient velocity. High Elasticity numbers
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correspond to low inertia meaning that the inertial terms are only important at the initial
onset of the flow. At moderate Elasticity numbers the inertial terms remain important
during the time when the viscoelastic stresses are growing and this leads to oscillations in
the velocity.
3.5 Conclusion
In this chapter, the results for one- and two-dimensional channel flow for Newtonian and
Oldroyd-B fluids are presented where different numerical approaches for spatial descretisa-
tion (i.e. finite difference and finite element) are compared with different time integration
techniques. The order of accuracy for different schemes used are compared and shown to
agree with the expected behaviour of these schemes.
In the final section of this chapter, we compare the different numerical approaches to
solve the channel flow problem and reproduce the results from Duarte et al., [47] plotted
in Figure 3.7. Here we have compared the analytic solution with both the finite difference
scheme and the rheoFoam finite volume scheme and find excellent agreement. This provides
a good (simple) benchmark to validate the reliability of the solvers which complements other
validations on more complicated geometrical problems [113]. In the later chapters, we will
simulate more complex geometrical flow using the rheoFoam solver for more sophisticated
constitutive equations.
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Chapter 4
Polymer Melt Flow Through a
Hyperbolic Contraction
This chapter presents the implementation of the Rolie-Poly constitutive equation in Open-
FOAM software and a study of the behaviour of the model in a contraction flow. The im-
plementation is validated for a multimode Rolie-Poly model with the published results [129]
in a benchmark 4:1 sudden contraction for PS2 commercial polymer fluid. The work is then
extended to study the behaviour of PS2 in a hyperbolic contraction where the effect of the
contraction length is observed and the birefringence pattern for different contraction lengths
are visualised.
4.1 Motivation
Contraction flows have been widely studied as a prototypical processing geometry containing
regions of both shear and extensional flow. The sudden 4:1 contraction was established as a
benchmark flow for viscoelastic flow computations and so has been extensively studied both
numerical and experimentally. Although the sudden contraction flow is a popular choice
for a flow with an extensional component, the strain-rate history through the contraction is
complex and depends strongly upon the rheological properties of the fluid (as this affects the
flow pattern upstream of the contraction). In this chapter, we consider a contraction with
a hyperbolic geometry. In the case of perfect slip at the walls the polymer will experience
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a constant rate of extension through the contraction and so has been used to measure
extensional properties [31], [74] of polymeric fluids.
The capability of the hyperbolic contraction in producing a relatively uniform extension-
rate, and a smooth flow through the contracting region, can avoid the formation of vortices
at the upstream corner near the wall. This could also increase the measuring range. There
is no published work for recent rheological models, specifically monodisperse Rolie-Poly and
bi-disperse Rolie-Double-Poly models (presented in later chapter), in hyperbolic contraction
flow. With this motivation, this research aims to investigate the behaviour of the shear-
thinning Rolie-Poly fluid and explore the effect of geometrical changes of this contraction
configuration and the influence of this on the prediction of the constitutive model.
4.2 Rolie-Poly implementation in OpenFOAM
The Rolie-Poly (RP) model defined in equation (1.5) in terms of conformation tensor is
redefined as follows
∇
A = − 1
λD
(A− I)− 2
λR
(1− σ−1)[A + β∗σ2δ(A− I)].
The RP equation is rewritten in terms of a polymeric stress tensor as τ = G(A− I). Note
that, here we have written the notation for polymeric stress tensor as τ without the subscript
p used before. This is to ensure the consistency with the implemented source code that is
presented later in this section. Also, not to be confused with the previous notation where we
used τ p for polymeric stress is used to distinguish the stress contribution from the polymer
and solvent. Henceforth, the notation for the polymeric stress is written as τ for simplicity.
Rewritten the polymeric stress expression implies that
∇
τ = G
∇
A + 2GD which is obtained
from the following derivation.
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Dτ
Dt
− (∇u) · τ − τ · (∇u)T︸ ︷︷ ︸
∇
τ
=
D
Dt
G(A− I)− (∇u) ·G(A− I)
−G(A− I) · (∇u)T
= G
(
DA
Dt
− (∇u) ·A−A · (∇u)T
)
−G
(
DI
Dt
− (∇u) · I− I · (∇u)T
)
= G
∇
A +G[(∇u) + (∇u)T ]
= G
∇
A + 2GD
∴ ∇τ = G
∇
A + 2GD
where D = 12 [(∇u) + (∇u)T ] =⇒ 2D = (∇u) + (∇u)T and I do not depend on time, and
the substantive derivative of the identity matrix, DIDt , is zero. We have
G
∇
A = − 1
λD
G(A− I)− 2
λR
(1− σ−1)[GA + β∗σ2δG(A− I)]
= − 1
λD
τ − 2
λR
(1− σ−1)(τ +GI + β∗σ2δτ ).
This implies that the Rolie-Poly model written in term of
∇
τ can be written as follows
∇
τ − 2GD = − 1
λD
τ − 2
λR
(1− σ−1)(τ +GI + β∗σ2δτ )
∇
τ = 2GD− 1
λD
τ − 2
λR
(1− σ−1)(τ +GI + β∗σ2δτ ).
Separating the like terms (i.e. τ and I) accordingly, yields the following equation
∇
τ = 2GD−
[
1
λD
− 2
λR
(1− σ−1)(1 + β∗σ2δ)
]
τ − 2
λR
(1− σ−1)GI.
To make it more consistent to the way the equation is “translated” to high level C++ code
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in OpenFOAM, the above equation can be further broken down to the following equation
∂τ
∂t
+ u · ∇τ = 2 ηP
λD
D + u · (∇τ ) + τ · (∇u)T
−
[
1
λD
− 2
λR
(1− σ−1)(1 + β∗σ2δ)
]
τ − 2ηP
λDλR
(1− σ−1)I.
Let g(σ) = 2(1 − 1σ ), f(σ) = g(σ)(1 + β∗σ2δ) where σ in terms of τ is written as, σ =√
tr(τ )
3G + 1. The above Rolie-Poly model written in high level C++ code in OpenFOAM
can be represented as follows
82
Chapter 4. HCF for mRP 4.2. Rolie-Poly implementation in OpenFOAM
Member functions in Rolie-Poly.C file
//***************** Member Functions ******************//
void Foam::constitutiveEqs::Rolie_Poly::correct()
{
volTensorField L = fvc::grad(U());
volTensorField C = tau_ & L;
volSymmTensorField twoD = twoSymm(L);
Stretch_ = Foam::sqrt(1+tr(tau_)*lambdaD_/3/etaP_);
volScalarField gSigma = 2*(1-1/Stretch_);
volScalarField fSigma = gSigma*
(1+beta_*Foam::pow(Stretch_,2*delta_));
fvSymmTensorMatrix tauEqn
(
fvm::ddt(tau_) + fvm::div(phi(), tau_)
==
etaP_/lambdaD_*twoD + twoSymm(C) - fvm::Sp(1/lambdaD_
+1/lambdaR_*fSigma, tau_)
- etaP_/(lambdaD_*lambdaR_)*gSigma*I_
);
tauEqn.relax();
tauEqn.solve();
}
The above C++ coding is the main part of the Rolie-Poly code that been implemented in
Rolie_Poly.C. This file is available in the following path directory ../src/libs/constituti
veEquations/constitutiveEqs/Rolie-Poly. Table 4.1 demonstrates the implementation
of the C++ code which is “translated” almost analogous to the mathematical operator. Note
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that, the twoSymm(C) from Table 4.1 has been defined and recognised by the OpenFOAM
software as the summation between the tensor field C (i.e. ∇u · τ ) with its transpose.
Table 4.1: The mathematical operator with respective high level C++ coding implementa-
tion in OpenFOAM software.
Mathematical Operator OpenFOAM implementation
∂τ
∂t + u.∇τ fvm::ddt(tau_) + fvm::div(phi(), tau_)
2ηPD
λD
etaP_/lambdaD_*twoD
∇u · τ + τ · (∇u)T twoSymm(C)
1
λD
+ 2λR f(σ) fvm::Sp(1/lambdaD_
+ 1/lambdaR_*fSigma_, tau_)
ηP
(λDλR)
g(σ)I etaP_/(lambdaD_*lambdaR_)*
gSigma_*I_
g(σ) 2*(1-1/stretch_)
f(σ) gSigma_*
(1+beta_*Foam::pow(stretch_,2*delta_))
σ Foam::sqrt(1+tr(tau_))*lambdaD_/3/etaP_
We have successfully extended the monodisperse Rolie-Poly constitutive law in Open-
FOAM software. In the next section, we present computations based on the implemented
Rolie-Poly model where we validate our implementation in a 4:1 planar contraction flow and
compared with the published results reported in Tenchev et al. [129] that uses the multi-
mode Rolie-Poly model to describe PS2. In OpenFOAM, the multimode model is available
within the library where the multimode Rolie-Poly model can be specified under multimode
constitutive model with different set of Rolie-Poly parameters that describes PS2.
4.3 Two-dimensional hyperbolic contraction geometry
The whole two-dimensional hyperbolic geometry can be depicted in Figure 4.1 where H1
and H2 are the height of the upstream and downstream channel respectively.
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Figure 4.1: Whole two-dimensional hyperbolic contraction geometry.
The contraction ratio, R, is defined as R = H1/H2. The centre-line of this geometry is
where the extension-rate, ε˙, and stretch will be observed in order to demonstrate whether
this configuration is able to generate a region of constant extension-rate. This is observable
within the contraction region where the velocity of the fluid is increasing due to the effect
of geometrical changes.
Figure 4.2: The the two-dimensional half hyperbolic contraction computational domain as
a consequence of the symmetry with the upstream and downstream straight channel length.
The contraction length shown by the figure is around 30% of the upstream (or downstream)
straight channel.
The numerical simulations for the multimode Rolie-Poly constitutive equation are car-
ried out through two-dimensional 4:1 (R=4) sudden and hyperbolic planar contractions for
different contraction lengths. As a consequence of the symmetry, only half of the whole
domain is considered as shown in Figure 4.2. Let the half-width of the upstream channel be
1
2Hu = H0, then the half-width of the downstream channel is 0.25H0. The upstream and
downstream straight channels are 403 H0 long. The contraction begins at x = 0 and the con-
traction ends at x = L. The long straight channels are required so that the fully-developed
velocity is able to be generated before the velocity changes due to the geometrical configu-
ration when the flow passes through the contracting region. This ensures that any effect of
an undeveloped velocity profile on the prediction of the result before the contraction can be
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avoided. The half height of the hyperbolic within the contracting region, H(x), is defined
as follows
H(x) =

H0, x ≤ 0
H0L
L+ (H0/H1 − 1)x, 0 < x < L
H1 x ≥ L
so that the channel-half height contracts from H0 to H1 over a length L. Further expla-
nations on the boundary condition specification, the meshing strategies and the pressure
ramping protocol are described in the subsections that follows.
4.3.1 Boundary condition
The boundary conditions for p, U , and τi are recorded in the following table, where τi is
the polymeric stress for the ith mode. The no-slip boundary condition is imposed at the
wall. This geometry creates the maximum shear at the wall. However, at the centre-line,
when there is no shear, a pure extensional flow is developed. The shear at the wall can be
reduced using a partial slip boundary condition which is available in OpenFOAM software.
Nevertheless, we do not intend to discuss the effect of partial slip on the fluid flow in this
research and focus purely on the no-slip effect.
Table 4.2: The boundary condition for two-dimensional 4:1 contraction flow used in
RheoTool.
Boundary
Boundary conditions
p U τ i
Inlet uniformFixedValue zeroGradient zeroGradient
Outlet fixedValue zeroGradient zeroGradient
Walls zeroGradient noSlip linearExtrapolation
Symmetry symmetryPlane symmetryPlane symmetryPlane
frontAndBack Empty Empty Empty
In Table 4.2, we specify a pressure gradient with a pressure ramping protocol for inlet
pressure. The polymeric stress tensor τ has boundary condition of linearExtrapolation
introduced in [113] near the wall and the stress at the wall is linearly extrapolated from the
predicted stress at the cell next to the wall. The front and back plane are set to empty to
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treat the default three-dimensional mesh as purely two-dimensional.
4.3.2 Pressure ramping protocol
In our simulations, the flow is developed by imposing non-zero pressure at the inlet and
zero pressure at the outlet. We consider a pressure ramping protocol in this research at the
inlet of the geometrical flow as this will help the transient evolution of the fluid velocity and
avoid a rapid change of the flow at the start which can cause the failure of our simulation.
We do not impose the velocity at the inlet of the geometry as the prediction of the velocity
profile depends on the shear-thinning phenomena. The following pressure formula is used,
P = α(1 − e−βt) where α is the target pressure drop value, β = 1.0, typically and t is
time. How fast the pressure ramping during the transient is depends on the value specified
for β and the best choice of β when dealing with the real polymer behaviour depends on
the material properties of the polymer and type of the geometry considered. However, we
do not consider the detail of the flow during pressure ramping, only after a steady flow is
established. In the next sections, we present the results for PS2 flowing through planar
contraction and extended to the hyperbolic contraction flow in the following section solving
using RheoTool solver.
4.4 4:1 Planar Contraction flow for PS2
The multimode Rolie-Poly model is used to represent the commercial-grade polystyrene
known as PS2 where the rheological parameters were obtained using the Reptate software
package [86]. We compare the results produced by our pressure ramping approach with
rheoFoam solver against published results [129] where the flow is evolved by imposing the
velocity at the inlet of the geometry and solved using a finite element algorithm. The
full three-dimensional geometry for the 4:1 sudden contraction with 15mm inflow channel
height, 3.75mm outflow channel height and 25mm deep is used. Since we are solving two-
dimensional flow, the effect of depth in this context is not considered. The Bradford Mk2
4:1 contraction die geometrical definition is available in Tenchev et al. [129].
The detail of the rheological parameters used are recorded in Table 4.3. The CCR
coefficient and fitting parameter are set to β∗ = 0.0 and δ = −0.5 respectively. The
87
Chapter 4. HCF for mRP 4.4. 4:1 Planar Contraction flow for PS2
solvent viscosity, which is obtained from the 7 slowest Rolie-Poly modes (out of 12 modes)
is ηS = 1580Pas.
Table 4.3: The elastic modulus and relaxation times for both reptation and stretch of
different Rolie-Poly modes for PS2.
G(Pa) λD(s) λR(s)
183 10 0.683
800 3.162 0.342
3365 1.0 0.171
10737 0.3162 0.0852
18724 0.1 0.0428
We consider the mesh convergence of our OpenFOAM solver first. Then we compare
the predictions made by OpenFOAM and the published finite element solver for the same
contraction problem for the same material.
4.4.1 Mesh convergence
We consider several meshes from coarser to finer as shown Figure 4.3 to demonstrate the con-
vergence of the solution using the RheoTool solver. The 4:1 sudden contraction benchmark
problem flow is reproduced and the result is compared to [129] to observe the agreement of
the solution with the two different numerical approaches. The detail of the mesh and the
mesh data are presented in Table 4.4 and Figure 4.3 respectively.
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Figure 4.3: The mesh refinement.
The meshes are graded such that the walls and the re-entrant corner are resolved more
finely. This is because high stress is expected in these regions and should be well resolved
to avoid loss of accuracy.
Table 4.4: Mesh information for different mesh refinements.
Mesh A B C
Points 4874 18542 73082
Cells 2300 9000 36000
Faces 9336 36270 144540
Internal faces 4464 17730 71460
Minimum cell size (in mm)
x 0.311 0.157 0.128
y 0.099 0.0498 0.0463
The mesh convergence is presented in Figure 4.5 by plotting the velocity profile near the
re-entrant region and the downstream channel just after the contraction at x = −2mm and
x = 2mm respectively, as shown in Figure 4.4. Note that, the CUBISTA high resolution
scheme [6] is used to discretise the convective term which theoretically has a third order
accuracy. It can be seen that the convergence of the solution is ensured as the mesh grid
gets finer.
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Figure 4.4: Comparison for velocity distribution at the centre-line towards the contracting
region between rheoFoam (current work) and finite element solver [129].
Figure 4.5: The half domain of the velocity profile at x=-2mm (LHS) and x=2mm (RHS)
across the geometry before the contraction comparing the velocity profile predicted using
different mesh resolution: Coarse-Mesh A, Medium-Mesh B, Fine-Mesh C.
4.4.2 Result and Validation
The comparison between the finite element solver used in [129] is made by observing the
velocity distribution on the centre-line before the contraction and the two-dimensional bire-
fringence pattern as presented from Figure 4.6 and 4.7. While Tenchev et al. [129] imposed
a parabolic profile boundary condition for velocity at the inlet, the approach used in this
research is different as mentioned earlier. Even so, we are able to reproduce the results from
Tenchev et al. [129] with good agreement to the previous study as depicted in Figure 4.6
for velocity and Figure 4.7 for the birefringence stress pattern.
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Figure 4.6: Comparison for velocity distribution at the centre-line towards the contracting
region between rheoFoam (current work) and the finite element solver [129].
Figure 4.7: Two-dimensional birefringence for PS2 contraction flow at 15 RPM screw speed:
Finite element [129] (upper half) and rheoFoam solver (lower half).
This validation demonstrates that the RheoTool solver can capture the behaviour of a
multimode Rolie-Poly fluid in non-trivial flow conditions.
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4.5 4:1 Hyperbolic Contraction Flow for PS2
The work is then proceeded by investigating the behaviour the PS2 fluid in the hyperbolic
planar contraction. We aim to look at the behaviour of the model in different contraction
lengths, L, and determine the hyperbolic contraction required to achieve constant extension-
rate within the contracting region. We let L = 2, 4, 8, 16, 32, 64mm and compare with the
abrupt contraction (L = 0), from the previous subsection. The changes of the flow are
observed by capturing the birefringence stress pattern and the extension-rate along the
centre-line to illustrate the evolution from peak to uniform extension-rate generated by the
hyperbolic contraction given sufficient contraction length. In line with that, the stretch of
the chain with highest molecular weight, which has the longest relaxation time, is measured
along the centre-line to observe the effect of different contraction lengths.
4.5.1 Mesh generation strategies
Hexahedral mesh generation involving curvature requires a careful strategy to ensure ade-
quate mesh quality. This is to ensure that the simulation does not experience any “diffi-
culties” due to computational cells with high skewness as a result of geometrical changes
caused by the hyperbolic curvature. The following mesh strategies are used to ensure the
mesh smoothness such that the simulation can proceed until steady-state is achieved.
Figure 4.8: The sketch for different mesh block strategies for different contraction lengths.
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Figure 4.9: The example of the mesh for L = 2mm and L = 16mm generated in Open-
FOAM.
With the meshes depicted from Figure 4.8 and the example of the mesh shown Figure 4.9,
the results presented in the following subsection are generated by defining a mesh resolution
and grading within each block. As before, grading is used near the wall and the centre-line
to improve flow resolution there.
4.5.2 Contraction design conclusion
This section presents the results for the hyperbolic contraction flow for PS2. In the hyper-
bolic contraction, we set the upstream and the downstream channel to be long enough to
let the flow to be fully developed before reaching the contracting region. The upstream and
downstream straight channel are set to be the same length, that is 100mm. The length
for the whole downstream (the contracting region and straight downstream channel) part
depends on the contraction length, (100 +L)mm. In order to ensure the same flow-rate for
different contraction lengths, the pressure drop imposed for L = 0 is used as the benchmark
to identify the pressure drop value requires for other contraction lengths in order to produce
the same flow-rate. Therefore, the pressure drop imposed at the inlet boundary for each
contraction lengths is different as the total length of the whole domain of the configura-
tions are not the same. Table 4.5 provides the details of the pressure drop used for each
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contraction length.
Table 4.5: Pressure drop, ∆P for different contraction length, L
Total length, (mm) L(mm) ∆P (Pa)
200 0 380
202 2 380
204 4 382
208 8 386
216 16 397
232 32 420
264 64 467
As mentioned previously in Section 4.3 the length for the upstream channel should
be sufficiently long so that the velocity as well as the stress is fully developed before the
constriction. In Figure 4.10, we showed that velocity and stress profile taken at half-way
upstream for contraction length, L = 0, 4, 16, 64. Even though we are not presenting the
profile predicted by L = 2, 8, 32, it it worth noting that, the similar prediction are observed
for these contraction lengths.
Figure 4.10: The fully-developed velocity and the total polymeric stress profile (xy-
component) for different hyperbolic contraction lengths taken at the half-way upstream
channel, x = −406 H0 flowing at the same flow-rate.
We present the results for various contraction lengths where the velocity, extension-rate
and the stretch for the mode with highest relaxation time are plotted on the centre-line.
The individual effect of the contraction length on the birefringence pattern are observed by
presenting the contour plot of the birefringence with the same contour interval in each case.
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Plotting the velocity gradient of the x-component on the centre-line, dudx reveals the level
of uniformity of the extension-rate within the contracting region. This predicts what could
be an appropriate contraction to be used in production of a hyperbolic die that can be used
experimentally. This would allow experimental study of the behaviour of the real fluid, for
example PS2, that has been used in these numerical simulation studies.
Figure 4.11: The centre-line plot for: velocity of the fluid, longest polymer chain stretch,
σM1 (i.e. having the highest reptation relaxation time) and extension-rate with different
contraction lengths for PS2 fluid using pressure drop values as presented in Table 4.5.
The dimension of the contraction length from the legend of the subfigures is measured in
millimetre (mm).
Figure 4.11 illustrates the fluid velocity, extension-rate and the longest chain stretch
at the centre-line when the configuration of the planar contraction is changed from abrupt
contraction, L = 0, to hyperbolic contraction of different lengths. As depicted from the left
top figure in Figure 4.11, the velocity gradient changes from a steep slope (i.e. highest for
L = 0mm) to lower (i.e. lowest for L = 64mm) as the contraction length increases. This is
because the fluid flow is accelerating rapidly as the result of sudden geometrical changes in
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the configuration. Increasing the contraction length hyperbolically, the geometry produces
a smoother contracting region and thus allows the fluid velocity to change more gradually
throughout the contracting region.
The variation of the contraction lengths also affects the stretch of the polymer chains.
The mode with highest relaxation time, λD = 10s from Table 4.3, is used to demonstrate
this. The pressure drop imposed for the abrupt contraction is sufficient to generate high
stretch as shown in Figure 4.11. The pressure drop for all different contraction lengths are
able to produce noticeable stretch of the chain. The stretch is more pronounced for lower
contraction length because the flow resistance due to the geometrical constraint is more
prominent and cause the extension-rate to be more significant in the downstream region.
The two bottom sub-figures in Figure 4.11 demonstrates the level of uniformity of the
extension-rate that we expect using the superior hyperbolic contraction geometry. When
L = 0mm, the abrupt contraction, a peak extension-rate is produced but not maintained.
Increasing the contraction length is an attempt to promote a region of constant extension-
rate. The figures reveal that a consistent extension-rate starts to be observed when L =
16mm which is about 1:2.1333 ratio comparing the height of the half upstream channel to
the contraction length itself.
In previous research, (see for example, [87], [89], [129] and [134]), the comparison between
the numerical result using a proposed solver and experimental procedures conducted on
a real fluid show the PSD contour or so called birefringence. We present the predicted
birefringence contour for each contraction length, L, with the stress optical coefficient,
C = 1.0.
To the best of our knowledge, no work on the Rolie-Poly model in the hyperbolic con-
traction has been published either numerically or experimentally. Thus, relying on the
benchmark problem in the 4:1 abrupt contraction, we extend the work to observe the PSD
with grayscale color representation as depicted from Figure 4.12 that is obtained using the
different mesh strategies from Figure 4.8 with contour interval = 5564.73 kgm−1s−2 and
ηS = 1580Pas. The same PSD result is also plotted by looking at the contour of the PSD
for each contraction length as depicted from Figure 4.13 and 4.14.
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Figure 4.12: The birefringence pattern with contour interval = 5564.73kgm−1s−2, ηS =
1580Pas and pressure drop values as specified in Table 4.5.
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Figure 4.13: The steady-state two-dimensional PS2 birefringence contour for L =
0, 2, 4, 8, 16mm.
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Figure 4.14: The steady-state two-dimensional PS2 birefringence contour for longer con-
traction length L = 32, 64mm.
The results show that the stress contour at the upstream sharp corner is reduced consis-
tently as the contraction length increases and almost disappears for the longest contraction
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length. This is because, as the contraction length increases, the flow resistance at the
re-entrant of the geometry is decreased and thus the flow becomes smoother through the
contracting region as a result of stress reducing at the sharp corner of the upstream chan-
nel. This also promotes the wider measuring range when investigating the fluid behaviour
through this hyperbolic die which is one of the advantages of using this geometry.
The density of the PSD contour is more pronounced at the end of the contraction length
before the fluid continues flowing in the straight channel downstream. This can clearly
be seen for shorter contraction lengths. However, the stress is reduced in line with the
increment of the contraction length which allow the fringes to be decreased gradually. This
is because, in terms of the configuration, the shorter contraction lengths are not sufficient
to produce a smooth transition from the end contraction to the straight channel due to the
continuation point connecting the end of the hyperbolic contraction length and the straight
channel. There is still a corner which affects the flow because of the resistance experienced
by the fluid at that point. This explains why the stress in the fluid is more pronounced at
that particular point.
In terms of the density of the fringes, this is not affected at the upstream channel,
except at the sharp corner upstream and the reasons for that are as explained in the above
discussion. At the re-entrant, corner and within the contraction, the fringes are observed to
be perpendicular to the wall which can be seen clearly for sudden contraction, L = 0mm,
and L = 2mm. This indicates that the flow through the contraction is dominated by
the extensional flow and thus produces a higher extension-rate as shown in the sub-figure
(bottom left) from Figure 4.11. As the contraction length is increased the fringe pattern is
observed to become more parallel which indicates the flow is dominated by shear flow. Even
though the consistent extension-rate is more uniform for the longest contraction length, it
is shear dominated and gives low extension-rate. A higher pressure drop is required for the
higher extension-rate prediction if the longer contraction length is considered.
4.6 Conclusion
We have presented work on the multimode Rolie-Poly model, where the model was im-
plemented within the OpenFOAM software. This model is developed using the RheoTool
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solver, rheoFoam. We impose a pressure drop to evolve the fluid velocity in the fluid do-
main. We validated our model with a benchmark two-dimensional 4:1 sudden contraction
flow problem with Tenchev et al. [129] which used different boundary condition and nu-
merical solver and we found agreement between these two approaches. The work is then
extended to a hyperbolic contraction geometry where different contraction lengths are used
to find the contraction length that are able to generate a uniform extension-rate within the
contracting region. We discovered that, the minimum ratio of the height of the half up-
stream channel to the contraction length is 1:2.1333 such that one may observe the constant
extension-rate of the fluid. This is consistent with the finding in Zagrafos et al. [144], that
used the hyperbolic contraction approach to design the optimised microfluidic converging
and diverging channel for homogeneous extensional deformation. They found that as the
contraction length increases approaching the ideal hyperbolic shape, the optimal geometry
can be achieved through the optimisation procedure. In real experiments, this observation
will aid the prediction of the fluid extensional viscosity. However, the flow through a con-
traction can only be transient and the lower strain rate reached means non-linear response
will be affected.
In the next chapter, we will extend the work further to the binary blend model. Com-
parison between the rheological behaviour for both coupled RDP and uncoupled mutimode
Rolie-Poly models is made to distinguish the newer, coupled blend model from recently
published work [23] which describes the dynamics in a more precise way.
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The rheological behaviour of the
multimode Rolie-Poly and
Rolie-Double-Poly
This chapter presents the implementation in OpenFOAM of the recently published model,
Rolie-Double Poly (RDP) binary blend constitutive law. The implementation of the RDP
model is first described and validated against published results [23]. The predictions of this
model are compared with a multimode Rolie-Poly (mRP) model, chosen to have the same
linear viscoelastic behaviour, to assess the effect of the additional coupling between modes
in the RDP that is not present when mRP modes are superimposed. The differences in
non-linear rheology between uncoupled and coupled models are explored by comparing the
transient elongational viscosity and transient shear viscosity. Some results in Section 5.5.2
have been published in Azahar et al. [11] and are described in the following reference
• A. A. Azahar, O. G. Harlen, and M. A. Walkley. Modelling contraction flows of bi-
disperse polymer blends using the Rolie-Poly and Rolie-Double-Poly equations. Korea-
Australia Rheology Journal, 31(4), 203-209, 2019. https://doi.org/10.1007/s13367-
019-0021-6.
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5.1 Introduction
The RDP model for a binary blend of short and long molecules requires 4 conformation
tensors describing the conformation of each of the two species with the constraining tubes
formed by long and short chains. These are denoted as AIJ where I denotes the confor-
mation of chains of type I in the constraining tube formed of chains of type J . The total
polymeric stress is given as
τ = G0N [φ
2
LfE(σL)ALL + φLφSfE(σL)ALS + φSφLfE(σS)ASL + φ
2
SfE(σS)ASS ]. (5.1)
The separate evolution equations are linked by the stretch of each chain defined by, σI =√
1
3 tr(φLAIL + φSAIS) where φL and φS are the concentration of long and short chains
respectively. For convenience, the equations of the four conformation tensors defined in
Chapter 1 are rewritten here.
∇
ASS = −1 + βth
λD,S
(ASS − I)︸ ︷︷ ︸
Reptation and CR
− 2
λR,S
(1− σ−1S )fE(σS)[ASS + β∗σ2δS (ASS − I)]︸ ︷︷ ︸
Retraction and CCR
(5.2)
∇
ALL = −1 + βth
λD,L
(ALL − I)− 2
λR,L
(1− σ−1L )fE(σL)[ALL + β∗σ2δL (ALL − I)] (5.3)
∇
ASL = − 1
λD,S
(ASL − I)︸ ︷︷ ︸
Reptation
− 2
λR,S
(1− σ−1S )fE(σS)ASL︸ ︷︷ ︸
Retraction
−(ASL − I)
[
βth
λD,L
+
2β∗
λR,L
(1− σ−1L )fE(σL)σ2δS
]
︸ ︷︷ ︸
CR and CCR
(5.4)
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∇
ALS = − 1
λD,L
(ALS − I)− 2
λR,L
(1− σ−1L )fE(σL)ALS
− (ALS − I)
[
βth
λD,S
+
2β∗
λR,S
(1− σ−1S )fE(σS)σ2δL
]
, (5.5)
where
∇
AIJ =
∂AIJ
∂t +u ·∇AIJ − [∇u ·AIJ +AIJ · (∇u)T ], is the upper convected derivative.
The equations (5.2)-(5.5) of the RDP model are referred for the implementation purposes
within the OpenFOAM as described in the next section.
5.2 RDP implementation in OpenFOAM
The evolution equation for the tensor for the same species are similar to the Rolie-Poly
model as defined in equation (1.5). Note that the reptation term in the Rolie-Poly model
includes thermal constraint release, while in the RDP model the reptation and constraint
release terms are written separately. Boudara et al. [23] also include the finite extensibility
function, denoted by fE(σI), to limit the stretch extensibility of the polymer chain. However
this is not included here, so fE(σ) = 1. The implementation follows the RP model presented
in the previous chapter, in that we replace the conformation tensorAIJ with its contribution
to the stress,
τ IJ =
ηP,I
λD,I
(AIJ − I),
where GI =
ηP,I
λD,I
is the elastic modulus for chain I defined as GI = G
0
NφI for G
0
N is the
plateau modulus.
Rewriting the conformation tensors AIJ described in equation (5.2)-(5.5) in terms of
polymeric stress, τ IJ , yields the following equations. The conformation of the same species
can be compactly written as
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Same species equation
∂τ II
∂t
+ u · ∇τ II = 2 ηP,I
λD,I
D + u · (∇τ II) + τ II · (∇u)T
−
[
1 + βth
λD,I
+
2
λR,I
(1− σ−1I )fE(σI)(1 + β∗σ2δ)
]
τ II
− 2ηP,I
λD,IλR,I
(1− σ−1I )I,
where we have written out the upper convected derivative term and the subscript II rep-
resents either short-short or long-long species interaction. Having the equation as stated in
equation (5.4) and (5.5), the compact form for different species entanglement can be written
in terms of the polymeric stress τ as follows
Different species equation
∂τ IJ
∂t
+ u · ∇τ IJ = 2 ηP,I
λD,I
D + u · (∇τ IJ) + τ IJ · (∇u)T −
[
1
λD,I
+
2
λR,I
(1− σ−1I )fE(σI) +
βth
λD,J
+
2
λR,J
β∗(1− σ−1J )fE(σJ)σ2δI )
]
τ IJ
− 2
λD,IλR,I
fE(σI)ηP,II,
where the subscript IJ is either the short-long interation or long short interaction (e.g. I =S
or L and J =L or S respectively). These four equations are implemented in the high level
C++ code used by OpenFOAM as Rolie-Double-Poly.C, which is detailed in Appendix
B.
5.3 Validation of the implementation
It is crucial to validate the implementation before the model is used to study the behaviour
of the model in the geometrical flow. The RDP model implemented within OpenFOAM is
validated by reproducing one of the results from Boudara et al. [23]. The non-dimensional
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relaxation time parameters are set to λD,L = 200, λR,L = 1.0, λD,S = 0.1 and λR,S = 0.01.
The blend composition is φL = 0.05 and φS = 0.95 for long and short chains respectively.
The maximum stretch is σmax = 100. With the absence of solvent viscosity and convective
constraint release parameter, β∗ = 1.0, the following result is reproduced. In OpenFOAM,
we use the solver called rheoTestFoam to simulate the rheology of the bidisperse RDP model
in a single periodic computational cell.
Figure 5.1: Validation of the implemented RDP model by comparing the transient uniaxial
extensional viscosity from the published results by Boudara et al. [23] (LHS) with current
work (RHS) for 5% long chain blend with 95% short chain having relaxation times of λD,L =
200, λR,L = 1.0, λD,S = 0.1, λR,S = 0.01.
Figure 5.1 shows the perfect agreement between both predictions demonstrating the
correct implementation of the RDP model within the software. In the next section, the
comparison of the rheological behaviour for RDP with an equivalent linear superposition
mRP models is presented.
5.4 Parameters for the RDP model
The RDP model parameters used by Boudara et al. [23] were chosen such that the stretch
relaxation time for the long chain was longer than the reptation time of the short chains.
However the particular values chosen result in four orders of magnitude difference between
the longest and shortest relaxation times, which is computationally challenging for a full
computational fluid dynamics simulation. Therefore, we will use a different set of parameters
that retain the relative ordering of the relaxation times but reduce the ratio between the
longest and shortest time. The chosen parameters for the RDP coupled model are presented
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in Table 5.1. The units are chosen such that the plateau modulus, G0N for this bidisperse
blends model is set to G0N = 1.0. The elastic modulus for both short and long chains are
defined as GS = G
0
NφS and GL = G
0
NφL respectively. The data in Table 5.1 do not represent
a particular polymer blend, but are chosen to give a sufficient difference between λD,L, λR,L
and λD,S to see the effects of the enhanced stretch relaxation times, but without too large
a range of relaxation times for computational convenience.
Table 5.1: The default RDP parameters for the bidisperse polymer blend.
Parameter Long (L) Short (S)
ηP,i 0.05 0.095
λD,i 10.0 0.1
λR,i 0.2 0.05
φi 0.05 0.95
Note that, the subscript i from the Table 5.1 represents i = S or L. The solvent viscosity
and the total polymeric viscosity are defined as ηS = 0.01 and ηP = ηP,L + ηP,S respec-
tively. Hence we will use the following non-dimensional relaxation times λD,L = 10, λR,L =
0.2, λD,S = 0.1 and λR,S = 0.05 where each of the relaxation time is non-dimensionalised
by dividing with 5λR,L. This reduces the ratio λD,L/λR,S to 200 compared to 20 000. The
other dimensionless parameters are t = t5λR,L , ε˙ = 5ε˙λR,L, η
+
E =
η+E
5G0NλR,L
and η+ = η
+
5G0NλR,L
.
We next consider the effect of changing the degree of entanglement of the long chains by
examining how λD,L influences the prediction of elongational and shear viscosity. Figure 5.2
illustrates the influence of λD,L on the elongational viscosity while keeping other parameters
the same.
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Figure 5.2: The transient uniaxial elongational viscosity for different values of reptation
relaxation time for the long chain, with 5% long chain concentration, predicted by the RDP
model when λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05. The legend value represents the
different extension-rate used.
In Figure 5.2, we can observe the changes of the elongational viscosity at steady-state
predicted at the lower extension-rates, (i.e. ε˙ = 0.0005, 0.005, 0.1) is increased as λD,L is
increased. This is to be expected as increasing the reptation relaxation time of the long chain
increases the zero shear-rate viscosity. Once the extension-rate exceeds λ−1D,L the extensional
viscosity reduces (extension thins). This would be expected to continue until the emergence
of the elongational hardening when ε˙ > λ−1R,L, that is ε˙ > 5.0. However, we find that this
increase occurs at a lower rate because of the phenomenon of enhanced stretch relaxation
time. The onset of the elongational hardening starts to be observed when ε˙λeffR,L > 1.0, where
ε˙ > 0.25. Therefore, we see that the onset of the elongational hardening is observed within
(λeffR,L)
−1 < ·ε < (λR,L)−1 as stated in Boudara et al. [23]. It is worth noting that in order
to see the extension-rate thinning before the onset of stretch requires that λD,L >> λ
eff
R,L
so that Z =
λD,L
3λR,L
> φ−1L , meaning that the long chains must be entangled by other long
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chains. In particular we find that for λD,L = 10 we do not find an extension thinning region.
Figure 5.3: The transient shear viscosity for different value of reptation relaxation time
for the long chain with 5% long chain concentration predicted by the RDP model when
λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05. The legend value represents the different shear-rate
used.
Figure 5.3 shows the time dependent shear viscosity by varying the reptation relaxation
time for the long chain, λD,L. In contrast to extensional viscosity, the prediction for shear
viscosity shows only shear-rate thinning. Notice that the viscosity at the higher shear-rates
is not affected by the reptation relaxation time for the long chain, while the lower shear
rate, (i.e. γ˙ = 0.0005 and 0.005) shows significant changes in line with the increase in
the zero shear-rate viscosity. The overshoot of viscosity illustrated by higher λD,L is more
obvious compared to the lower one. This is because, as the λD,L increases, the entanglement
number [83], Z =
λD,L
3λR,L
, for the L − L interaction, (defined by the ratio of two relaxation
times) also increases. This means the entanglement between the long chains get stronger
and the orientation effects of the chain during the constraint release explains the overshoot
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viscosity response for the intermediate shear-rate.
Figure 5.4: The extension (LHS) and shear (RHS) viscosity predicted by the RDP model by
varying the reptation relaxation time of the long chain, λD,L for 5% long chain contribution
when λR,L = 0.2, λD,S = 0.1, λR,S and β
∗ = 0.0.
The extensional viscosity and shear viscosity of the total polymeric stress for the RDP
model, depicted in Figure 5.4, illustrates the rheological behaviour of the model. Looking
at the extensional viscosity plotted against extension-rates, the extensional viscosity for the
same material (having the same plateau modulus) is higher at the lower extension-rates as
the reptation relaxation time of the long chain increases. Imposing higher extension-rate
allows the extension-thinning phenomena to take place where the onset of the extension-
thinning occurs at a different extension rate depending on the reciprocal of the reptation
relaxation time of the long chain considered. However, when λD,L = 10, the extension-
thinning is not taking place. The extension viscosity predicted by different λD,L converges to
the same value within the intermediate regime before extension hardening is observed when
ε˙ > 1λR,L = 5. In this regime, the molecular stretch of the polymer chain will continuously
grow to infinity, unless the finite extensibility function is considered in the RDP model.
Noting the fact that the viscosity of the polymeric solution depends on the molecular
weight of the polymer (i.e. the higher the molecular weight, the longer the polymeric chain
and thus the reptation relaxation time is longer), the right-hand Figure 5.4 shows a constant
shear viscosity at a lower shear-rate (Newtonian regime). However, when a higher shear-rate
is imposed, the viscosity decreases which indicates the shear-thinning phenomena. Notice
that, from the shear flow figure, there are double humps spotted for higher relaxation times.
This is as the consequence of the four relaxation times scales involved in the RDP model
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separate the shear viscosity into different regimes indicating the shear-thinning for the short
and long chains within the intermediate regime.
5.5 Comparison between uncoupled and coupled models
In order to examine the role played by the coupling terms in the RDP model, it is useful to
compare with the predictions of a mRP model that does not have these coupling terms. One
possible comparison would be with a 2-mode RP model where the two modes correspond to
the long and short chains respectively. However this model gives a different response even
in the limit of linear viscoelasticity. Instead we shall construct a mRP model that has the
same linear viscoelasticity in order to look at the differences in the nonlinear rheology. In
particular we will compare the transient uniaxial elongational viscosity. This demonstrates
the effect of the enhanced stretch in the RDP model that is not captured by the linear
superposition of the mRP model. The transient uniaxial extensional viscosity is plotted for
different extension-rate values for the (3-mode) mRP model and RDP binary blend model.
5.5.1 Linear viscoelastic envelope - Rolie-Double-Poly (bidisperse model)
Deriving the linear viscoelastic limit for RDP will lead to the development of the equivalent
mRP model. It is not as straight forward as defining monodisperse and mRP models
because the model now contains extra stress terms (i.e. the average stress incorporates
the interaction between different species) that need to be taken into account. Taking an
infinitesimal step strain, ε and setting βth = 1.0 the evolution equations (5.2) -(5.5), reduce
to
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dALL
dt
= − 2
λD,L
ALL, =⇒ ALL = εe−2t/λD,L ,
dASS
dt
= − 2
λD,S
ASS , =⇒ ASS = εe−2t/λD,S ,
dALS
dt
= −
(
1
λD,L
+
1
λD,S
)
ALS
=
−2
λ∗D
ALS , =⇒ ALS = εe−2t/λ∗ ,
dASL
dt
= −
(
1
λD,S
+
1
λD,L
)
ASL
=
−2
λ∗D
ASL, =⇒ ASL = εe−2t/λ∗ = ALS .
Here λ∗D is the reciprocal averaged reptation relaxation time for short and long chains defined
by λ∗D =
2λD,SλD,L
λD,S+λD,L
. Substituting ALL, ASS , ASL and ALS into the equation (5.1) yields
the following equation,
τ = ε G0(φ
2
Le
−2t/λD,L + 2φLφSe−2t/λ
∗
D + φ2Se
−2t/λD,S )︸ ︷︷ ︸
G(t)
.
Rewriting G(t) as a square power gives
G(t) = G0(φLe
−t/λD,L + φSe−t/λD,S )2
which is consistent with the elastic modulus defined by double reptation theory [44] that is
used to develop the RDP model. Hence, the transient linear elongational viscosity is given
by
ηE(t) = 3
∫ t
0
G(t)dt
= 3G0
∫ t
0
(φ2Le
−2t/λD,L + 2φLφSe−2t/λ
∗
D + φ2Se
−2t/λD,S )dt
= 3G0
[
φ2LλD,L
2
(1− e−2t/λD,L) + φLφSλ∗D(1− e−2t/λ
∗
D) +
φ2LλD,S
2
(1− e−2t/λD,S )
]
.
(5.6)
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Comparing this with the linear viscoelastic prediction for the mRP model we see that this
requires a 3-mode model, such that
ηE(t) = 3[ ηP,1(1− e−2t/λD,L)︸ ︷︷ ︸
Mode 1
+ ηP,2(1− e−2t/λ∗D)︸ ︷︷ ︸
Mode 2
+ ηP,3(1− e−2t/λD,S )︸ ︷︷ ︸
Mode 3
]
where the viscosity for each mode can be rewritten in terms of a set of parameters that we
define for the RDP model as follows
ηP,1 =
G0φ
2
LλD,L
2
=⇒ ηP,LφL
2
,
ηP,2 = G0φLφSλ
∗
D =⇒ ηP,LφS
λ∗D
λD,L
,
ηP,3 =
G0φ
2
SλD,S
2
=⇒ ηP,S φS
2
.
As the LVE does not include the stretch terms from the mRP and RDP models, relax-
ation parameters (i.e. λR,i where i is the i
th mode in 3-mode description or L or S in RDP
model definition) remain to be defined. Since the reptation times of modes 1 and 3 are
determined by the reptation times of the long and short molecules respectively, we assign
the corresponding stretch relaxation times to λR,1 and λR,3. Mode 2 represents interactions
between long and short chains. So here we use the same reciprocal average of relaxation
times as the corresponding reptation time for this mode. Hence, we have
λD,1 =
λD,L
2
λR,1 = λR,L G1 = G0φ
2
L,
λD,2 =
λ∗D
2
λR,2 = λ
∗
R G2 = 2G0φLφS ,
λD,3 =
λD,S
2
λR,3 = λR,S G3 = G0φ
2
S ,
where λ∗R =
2λR,LλR,S
λR,L+λR,S
is the reciprocal averaged stretch relaxation time for short and long
chains.
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5.5.2 Comparison between mRP, RDP and LVE
In Figure 5.5 we compare the transient extensional viscosity at very low extension-rate,
ε˙ = 0.0005 (that is expected to be in the LVE) between the OpenFOAM implementation
of the mRP model (uncoupled case) and the RDP binary blend (coupled case) with the
LVE prediction. A set of parameters of RDP with λD,L = 10, λD,L = 0.2, λD,L = 0.1,
λD,L = 0.05, φL = 0.05, φS = 0.95, G = 1.0 and respective polymeric viscosity, ηP,L = 0.5
and ηP,S = 0.095 are considered.
Table 5.2: The (3-mode) mRP parameters.
Parameter Mode 1 Mode 2 Mode 3
ηP,j 0.0125 0.009406 0.045125
λD,j 5.0 0.0990099 0.05
λR,j 0.2 0.08 0.05
The equivalent set of parameters for the 3-mode model are presented in Table 5.2. Other
parameters for both models are set to βth = 1.0, β
∗ = 0 and δ = −0.5.
Figure 5.5: Comparison between LVE with (uncoupled 3-mode) mRP and (coupled) RDP
blend prediction at low extension-rate, ε˙ = 0.0005 obtained using rheoTestFoam solver.
The results plotted in Figure 5.2 show an excellent agreement between the theoretical
LVE definition for mRP and RDP models with the results produced by the rheoTestFoam
solver for both models in the linear viscoelastic regime. The agreement shown in Figure 5.5
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validates our prediction that the two models should be able to produce the same results in
the linear viscoelastic envelope.
We next examine the nonlinear behaviour by comparing the prediction of the transient
elongational viscosity at higher extension-rates, ε˙ = 0.0005, 0.005, 0.1,0.2, 0.5, 1.0, 2.0, 5.0.
We illustrate the prediction for the transient shear viscosity for both coupled and uncoupled
models in Figure 5.6.
Figure 5.6: The transient uniaxial elongational viscosity predicted by RDP (coupled) and
3-mode mRP (uncoupled) for 5% long chain with λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05.
Figure 5.6 depicts the prediction made by the RDP and mRP model. The difference
in prediction made by the two models can be observed very clearly as the extension-rate
increases.
Note that the first two lowest extension-rate, (i.e. ε˙ = 0.0005 and 0.005) do not show any
significant difference between the models. This is due to the fact that these rates are still in
the linear regime which can be captured by the LVE. However, from ε˙ = 0.1 and above the
models are showing significant difference where the elongational viscosity predicted by the
RDP model is increasing gradually above the linear viscoelastic prediction. This illustrates
the elongational hardening phenomena at higher extension-rate resulting from the stretching
of the polymer chains. In contrast, the mRP model shows less strain hardening than the
RDP. In particular the steady-state extensional viscosity decreases for ε˙ = 0.2 to 1.0 before
it increases again when ε˙ = 2.0. For ε˙ = 5.0, the prediction made by both models shows
strain hardening.
The difference between the predictions made by these models is due to the coupling in
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the RDP model that leads to the enhanced stretch of the long chain which is not observable
in the mRP model. It is worth emphasizing here that the effective stretch relaxation time
of the long chain has been investigated experimentally [9], by observing how the dilution
of the long chains in shorter chains influences when the strain-rate at chain stretch is first
observed. They found that the critical extension-rate for the onset of the chain stretch,
and emergence of the elongational hardening, is lower than would be predicted by the chain
Rouse time, as a result of the dilution of long chains by short chains. The effective stretch
relaxation time for the long chain at a concentration φL is given by λ
eff
R,L =
λR,L
φL
[9]. For
the RDP in Figure 5.6, λeffR,L = 4 as λR,L = 0.2 and φL = 0.05. Note that the elongational
hardening is expected at ε˙λeffR,L > 1. Therefore, the onset of the elongational hardening from
Figure 5.6 can be seen for ε˙ = 0.5 and above.
Figure 5.7: The transient shear viscosity predicted by RDP (coupled) and 3-modes mRP
(uncoupled) for 5% long chain with λD,L = 10, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
The transient shear viscosity for both RDP and mRP models are also plotted by vary-
ing the shear-rate γ˙ = 0.0005, 0.005, 0.1,0.2, 0.5, 1.0, 2.0, 5.0. The results for both models
are shown in Figure 5.7. From the figure, the shear viscosity decreases as the shear-rate
increases. In contrast to the extensional flow, the predictions of these two models in shear
flow are very similar. However, it can be seen that the prediction made for both RDP
and mRP models for lower shear-rates (i.e. γ˙ = 0.0005 and 0.005) are identical since these
shear-rates are still in the linear viscoelastic envelope. While for γ˙ = 0.1, 0.2, 0.5, and 1.0
the RDP model predicts a slightly higher shear viscosity at steady-state compared to the
mRP model. Higher shear-rates predict the same steady-state shear viscosity for both mod-
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els. The overshoot shown by RDP is also more pronounced than the mRP model. These
slight differences between the models are because of the coupling effect in the RDP model
that is more observable at high shear-rates.
5.6 RDP in a steady extension
The stretch in the thin and fat tube can be explained mathematically by considering steady
extensional flow. Recalling the stretch for the thin and fat tubes as
σL =
√
tr(AL)
3
, σLL =
√
tr(ALL)
3
.
Under planar extensional flow where ∇u =

ε˙ 0 0
0 −ε˙ 0
0 0 0
, the thin and fat tube stretch can
be derived as follows. Let β∗ = 0, fE(σ) = 1.0, and βth = 1.0 the xx−component for the
upper-convective derivative
∇
Axx = −2 ·εAxx. The L − L contribution of the RDP model in
the xx−component reduces to
−2 ·εALL = 2
λD,L
(ALL − 1)− 2
λR,L
(
1− 1
σL
)
ALL (5.7)
and the L− S contribution for the xx−component reduces to
−2 ·εALS = −
(
1
λD,L
+
1
λD,S
)
(ALS − 1)− 2
λR,L
(
1− 1
σL
)
ALS . (5.8)
When
·
ελD,L >>
·
ελR,L ≈ 1 and ·ελD,S << 1, then from equation (5.7) it follows that
·
ελR,L ≈
(
1− 1
σL
)
=⇒ σL ≈ (1− ·ελR,L)−1.
So, for example if
·
ελR,L = 0.5 then σL ≈ 2. Now if ·ελD,S << 1 then it follows from equation
(5.8) that ALS = I and therefore tr(ALS) ≈ 3. Now from the definition of the thin tube
stretch, we have
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σL =
√
tr(AL)
3
=⇒ 3σ2L = tr[φLALL + (1− φL)ALS ]
= φLtr(ALL) + (1− φL)tr(ALS).
Since tr(ALS) = 3 the square of the thin tube stretch is given by
σ2L = φLσ
2
LL + (1− φL)1
= φLσ
2
LL − φL + 1
σ2LL =
1
φL
(σ2L − 1) + 1. (5.9)
Therefore in this limit, where 1λD,L << ε˙ <<
1
λD,S
in a steady extensional flow, thin tube
stretch and fat tube stretch are related by equation (5.9) and so fat tube stretch is larger
by a factor of 1√
φL
(depending on how big the stretch is) when σ2L − 1 > 0.
5.7 Conclusion
In this chapter we described the implementation of the RDP model in OpenFOAM and
compared its rheological behaviour for shear and extensional flow with a mRP model with
the same linear rheology. The implementation of the RDP model is presented in Section 5.2
and and validated against published results. The effect of varying λD,L is also considered
and showed that for strain-rate thinning to be observed the long chain components must
be entangled by other chains, i.e. φLZ =
φLλD,L
3λR,L
> 1. The derivation for the equivalent
3-mode model is discussed in the following section. The prediction between the coupled
and uncoupled models for transient elongational and shear flow, for different extension- and
shear-rates above the LVE regime is observed. The enhanced stretch in the RDP model is
demonstrated, showing that the main difference between the two models is in extensional
flow. This leads to an increase in chain stretch at extension-rates below the inverse stretch
relaxation time of the long chains in the non-linear regime. The mathematical analysis for
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the RDP model in a steady extension is also presented.
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Rolie-Double-Poly - Hyperbolic
contraction flow
In this chapter, we use the constitutive models implemented in Chapter 4 and Chapter 5
to investigate the flow of a polymer blend in a hyperbolic contraction geometry. Some of
the results in Section 6.4 have been published in Azahar et al. [11] and are described in the
following reference.
• A. A. Azahar, O. G. Harlen, and M. A. Walkley. Modelling contraction flows of bi-
disperse polymer blends using the Rolie-Poly and Rolie-Double-Poly equations. Korea-
Australia Rheology Journal, 31(4), 203-209, 2019. https://doi.org/10.1007/s13367-
019-0021-6.
6.1 Introduction
Recall that, in Chapter 4, we have considered the hyperbolic contraction flow study com-
paring different hyperbolic contraction length for a set of parameters with dimension that
represent the experimental geometry studied by Tenchev et al. [129] for the PS2 fluid.
Throughout this chapter, the behaviour of the bidiperse polymer blend described by the
RDP model is investigated in a hyperbolic contraction geometry with different scale from
the geometry defined in Chapter 4. This includes the effects of varying relevant physical
geometrical quantities and flow rates. These include investigating the effect of different
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imposed pressure drops (since we are considering a pressure driven flow), the geometry of
the contraction and the effect of varying the blend composition of short and long polymer
chains. Although the purpose of the contraction geometry is to generate an elongational
flow, the no-slip boundary condition means that the fluid experiences a shear deformation
near the walls in addition to the elongational effect at the centre-line as the fluid accelerates
through the contraction region. The relative size of the shear and elongation rates is affected
by the geometry and the effect on the stress of the geometrical changes can be examined by
looking at the birefringence pattern of the polymeric fluid for the whole field of the upper
half geometrical domain. Whilst we mainly consider a two-dimensional planar contraction,
the work is extended to a three-dimensional geometry with no-slip boundary conditions set
at the side wall. The influence of the channel depth in determining the extension-rate along
the centre-line of the symmetry plane is observed.
The results for the RDP coupled model are compared to those obtained with a 3-mode
mRP uncoupled model for different contraction ratios to examine the effect of the addi-
tional coupling terms between long and short chains compare with the conventional way of
constructing a multimode model based on linear superposition.
The parameters specified in Table 5.1 are used as the base parameters in this chapter to
observe the effect of the imposed pressure drop, contraction length, contraction ratio and
contraction width of the three-dimensional geometry. The subscript i from the Table 5.1
represents i = S or L. The dimension of the geometrical configuration used in this chapter
is defined in Figure 6.1. The boundary conditions used in this chapter are defined in Table
4.2.
Figure 6.1: The computational domain for the upper half of the hyperbolic contraction
used for simulating the HCF using the RDP model with symmetry imposed on y = 0. The
contraction length shown by the schematic is L = 5.
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From Figure 6.1 the half-height H(x) is defined as
H(x) =

H0, x ≤ 0
H0L
L+ (H0/H1 − 1)x, 0 < x < L
H1 x ≥ L
which is the same expression defined in Chapter 4, so that the channel-half height contracts
from H0 to H1 over a length L.
6.2 Effect of imposed pressure drop
A range of pressure drop values that span the non-linear rheological behaviour of the model
are imposed in a 4:1 hyperbolic contraction geometry in which H0 = 1 and H1 = 0.25 and
L = 5 using the RDP model with parameters in Table 5.1 to calculate the extension-rate
along the centre-line of the contraction and the shear-rate near the wall in both upstream and
downstream channel sections. The Weissenberg number for reptation and stretch relaxation
time in shear and extensional flow, denoted by WisD,i = λD,iγ˙j , WisR,i = λR,iγ˙j for j =
A (upstream) or E (downstream), WieD,i = λD,iε˙, WieR,i = λR,iε˙ respectively and i =
S or L, are calculated for different pressure drop values considered that span the rheological
behaviour of the model. The results are presented in Tables 6.1 - 6.3.
Away from the contraction, the shear-rate along the wall is uniform. To be consis-
tent for every pressure drop value, the shear-rates are measured at half-way upstream and
downstream in the straight channel, while the extension-rate is taken along the centre-line
within the contraction region. In this latter region, the extensional flow is created as a con-
sequence of geometrical changes in the downstream region. Measuring the extension-rate
at the centre-line (within the contracting region) that is away from the wall allows a pure
extensional flow to be created due to the absence of shear effects on this line. Figure 6.2
illustrates the regions where the shear and extension rates are recorded.
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Figure 6.2: The regions where the shear and extension-rate are measured. The shear-rate
for both upstream and downstream are measured at x = −7.5 and x = 12.5 that is the
mid-way of the upstream and downstream straight channel. The extension-rate is fairly
uniform within the contracting region and to be consistent, the extension-rate is measured
at x = 2.5 is used to record the data in Table 6.3.
For the 4:1 hyperbolic contraction flow, the fluid velocity downstream is expected to
be four times higher than the upstream velocity. As a consequence the ratio for shear-
rate downstream to shear-rate upstream channel will be on average higher by a factor of
sixteen. Across the straight channel, the shear stress is highest at the wall and decreases
linearly to zero approaching the centre-line. However, the velocity profile will depend on
the shear rheology of the fluid and will evolve with increasing shear from Newtonian (slow
regime), which gives a parabolic profile, shear thinning regime (intermediate), showing a
blunted profile, and stretch regime (fast regime with high Weissenberg number) showing
similar velocity profile to the Newtonian regime. We shall now discuss the Weissenberg
numbers for shear in upstream and downstream channel recorded in Table 6.1 and Table
6.2 respectively followed by Weissenberg number for extension in Table 6.3.
Table 6.1: Upstream shear Weissenberg number in terms of both reptation and stretch for
flow near the wall for 4:1 hyperbolic contraction with L = 5 for different pressure drop values
when λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05 with 5% long chain concentration.
∆P 8 16 32 64 128 256 512
λR,S γ˙A 5.34e-3 1.12e-2 2.38e-2 5.46e-2 1.57e-1 4.69e-1 1.297
λD,S γ˙A 1.07e-2 2.24e-2 4.76e-2 1.09e-1 3.15e-1 9.38e-1 2.594
λR,Lγ˙A 2.14e-2 4.48e-2 9.53e-2 2.18e-1 6.296e-1 1.876 5.188
λD,Lγ˙A 1.07 2.24 4.76 10.9 31.5 93.8 259.0
As stated earlier, the onset of the shear-thinning and stretch regimes for both short (S)
and long (L) polymer chain correspond to λD,iγ˙j > 1 and λR,iγ˙j > 1 respectively, where
i = S or L and j = A or E represent the upstream and downstream respectively. These
values are highlighted with two different colors, yellow and green that indicate the shear
thinning and stretch regime respectively.
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The upstream stretch Weissenberg number for short chain (i.e. λR,S γ˙A) recorded in
Table 6.1 shows that the onset of the short polymer stretch upstream occurs for pressure
drops between 256 < ∆P < 512. Looking at the upstream orientation Weissenberg number
for the short chain (i.e. λD,S γ˙A) in Table 6.1, corresponding to the intermediate regime
1
λD,S
≤ γ˙ ≤ 1λR,S , the short chains align just beyond the pressure drop value of ∆P = 256.
At lower pressure drops the upstream shear-rates are small compared to the rate at which
the short chains start to reorient and release the entanglements made with other chains.
The reptation relaxation times for the long chain is a hundred time higher than that
of the short chains and so requires a much lower pressure drop value for chain orientation
to take place and the shear-thinning phenomena to occur. The shear-thinning regime for
long chains spans a wider region of shear-rates than the short chains as the long chains are
much more entangled. This can be seen very clearly from Table 6.1 which shows that the
shear-thinning regime lies between 8 ≤ ∆P < 256. In this range of shear-rates the long
chains are reoriented due to entanglements with other long chains, but entanglements with
short chains are released by thermal motion of the short chains.
Table 6.2: Downstream shear Weissenberg number in terms of both reptation and stretch for
flow near the wall for 4:1 hyperbolic contraction with L = 5 for different pressure drop values
when λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05 with 5% long chain concentration.
∆P 8 16 32 64 128 256 512
λR,S γ˙E 7.63e-2 1.57e-1 3.32e-2 7.95e-1 2.381 6.85 16.8
λD,S γ˙E 1.53e-1 3.14e-1 6.64e-1 1.59 4.76 13.7e+1 33.6
λR,Lγ˙E 3.05e-1 6.27e-1 1.329 3.18 9.52 27.4e+1 67.3
λD,Lγ˙E 15.3 31.4 66.4 159 476 1370 3360
The shear-rates near the wall in the downstream channel are larger on average by a factor
of the square of the contraction ratio. This means the pressure drop required for both short
and long to orient and stretch is lower than in the upstream channel. As a consequence
there is a possibility that the velocity profile across the geometry in both upstream and
downstream are different. For example, upstream Weissenberg number for short chains at
∆P = 64 recorded in Table 6.1 is λD,S γ˙A = 1.09e − 1 corresponding to the slow regime
and so a parabolic velocity profile is expected when the velocity profile across the geometry
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is plotted. Note that for our choice of parameters the shear-rheology is dominated by the
contribution from the short chains. However, when the velocity profile across the geometry
in the downstream channel is plotted, a blunted velocity profile is expected. This is because,
as highlighted in Table 6.2, when ∆P = 64, λD,S γ˙E = 1.59 while λR,S γ˙E = 7.95e − 1 and
so falls in the intermediate regime where the shear-thinning phenomena occur.
Table 6.3: The extension Weissenberg number for both reptation and stretch for flow within
the contracting region (along centre-line) when L = 5 for different pressure drop values when
λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05 with 5% long chain concentration.
∆P 8 16 32 64 128 256 512
λR,S ε˙ 1.65e-3 3.4e-3 7.15e-3 1.6e-2 4.35e-2 0.125 0.339
λD,S ε˙ 3.3e-3 6.8e-3 1.43e-2 3.2e-2 8.7e-2 0.25 0.678
λR,Lε˙ 6.6e-3 1.36e-2 2.86e-2 6.4e-2 1.74e-1 0.5 1.356
λD,Lε˙ 3.3e-1 6.8e-1 1.43 3.2 8.7 25 67.8
The pure extensional flow on the centre-line in the hyperbolic contraction geometry has
a similar partition of behaviour as the shear flow at the wall. Thus, the three regimes for
the extensional flow are categorised as follows: the slow regime,
·
ελD,i < 1, the intermediate
regime, 1λD,i <
·
ε < 1λR,i and the fast regime having
·
ελR,i > 1 where i = S or L. Table
6.3 records the extension Weissenberg number (reptation and stretch) for both short and
long chains. Looking at the individual chain, the short chain requires higher pressure than
∆P = 512 before the intermediate regime where the extension thinning is observed.
On the other hand, the extension-thinning region for the long chain is in between ∆P =
16 and ∆P = 512. At ∆P = 512 and above, the extension thickening is predicted and the
extensional viscosity will keep growing infinitely, unless the finite extensibility of the chains
is included, where at high extension-rate the plateau extension viscosity is predicted when
a graph of extensional viscosity against time is plotted.
6.3 Effect of contraction length, L
The design of the hyperbolic contraction presented in Section 4.5.2 reveals that the con-
traction length plays a vital role in achieving a uniform extension-rate. Based on results in
4.5.2, only two different contraction dimensionless lengths, L = 1 and 5, are considered in
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this section to observe the creation of uniformity of the extension-rate within the contract-
ing region along the centre-line where L = L/H0, X = x/H0 and Y = y/H0. Note that,
in Chapter 4, the dimensional parameters were used in order to compare with the results
in Tenchev et al. [129]. Whereas in this Chapter, non-dimensional parameters are used. In
comparing geometries to the parameters used in Chapter 4, L = 1 corresponds to a length
of contraction that is more than L = 4 but less than L = 8 while for L = 5, corresponds
to about L = 32. To deal with high mesh skewness within the contracting region for the
shorter contraction length, L = 1, the whole domain is divided into 12 blocks with 31 500
total computational cells. The longer contraction length reduces the skewness issue which
allows a single block definition for L = 5 with 33 600 quadrilateral computational cells.
The volumetric flow-rate, VFR, in the upstream channel is kept the same in each case. For
L = 5, the pressure drop value is set to ∆P = 256 while for L = 1, the pressure drop value
is ∆P = 230.5. This gives a volumetric flow rate, VFR ≈ 3.12. The centre-line plot for
extension-rate, the stretch in a thin and fat tubes as well as the birefringence contour are
presented in the following figures to illustrate the influence of the contraction length on the
prediction.
Figure 6.3: The effect of contraction length given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for VFR ≈ 3.12 on the prediction of extension-rate along the centre-line for 5%
long chain concentration.
Looking at Figure 6.3, the longer contraction produces a region of approximately uniform
extension-rate along the centre-line of the contraction. However away from this line the flow
is dominated by the shear as depicted by the birefringence pattern that is parallel to the wall
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in Figure 6.5. For L = 1 the results are slightly not smooth through the contracting region
due to the skewness issue that is quite challenging near the contracting region. However
this will not affect the prediction significantly. Shorter contraction gives a higher but non-
uniform extension-rate. It also shows a negative (undershoot) extension-rate at the end of
the contraction section due to the elastic recoil. In choosing the length of the contraction
there is a compromise between having a long enough contraction to provide a region of
uniform extension, but with an extension-rate that is high enough that the flow is not
dominated by shear.
Figure 6.4: The effect of contraction lengths given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for VFR ≈ 3.12 on the prediction of fat tube stretch (LHS) and thin tube
stretch (RHS) along the centre-line for 5% long chain concentration.
Figure 6.5: The birefringence contour at different contraction lengths, L, for G0N = 1.0
λD,L = 10, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05 for VFR ≈ 3.12 with contour interval=
0.25.
Figure 6.5 illustrates the birefringence contours for the L = 1 and L = 5 contractions.
Looking at the upstream birefringence, the contour for both sub-figures shows similar pat-
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tern as VFR is kept the same. However, the first birefringence contour at the centre-line for
L = 1 occurs before the contraction, whereas the first contour for L = 5 occurs just after
the contraction. Correspondingly, for L = 1, the stretch for both thin and fat tubes flowing
through the contraction are experienced earlier than the longer contraction length. This can
be illustrated from Figure 6.4 where the stretch along the centre-line is more pronounced
for the shorter contraction length since the flow experiences intense extensional flow within
the contracting region along the centre-line.
In Figure 6.5, different contour patterns are observed immediately upstream and within
the contraction. The stress in the downstream channel is not discernable due to the high
density of the stress contour indicating higher stress in the downstream channel. This is
because the fluid is accelerating through the narrower channel as a consequence of restriction
in motion caused by configuration changes. The high density of contour birefringence in the
downstream channel arises from the very high shear deformation at the wall.
The stress density at the sharp corner upstream in the shorter contraction is more
pronounced than for the longer contraction. This is because, the shorter contraction length
causes higher flow resistance due to more rapid geometrical changes compared to the longer
contraction length which is showing smoother changes within the contraction. In terms of
stress pattern within the contracting region, for the shorter contraction the density of the
stress contours is higher and the contours are perpendicular to the flow direction. This
shows that this region is dominated by the extensional flow. In contrast, for the longer
contraction case, the stress contours are more parallel to the wall which indicates the flow
is dominated by the shear. Note that, the discussion and conclusion drawn in this section
are consistent to the discussion in presented in Section 4.5.2 as expected.
6.4 Effect of contraction ratio, R
In this section we consider the effect of varying the contraction ratio. This section is divided
into four subsections, where the comparison between the contraction ratios is made using
the coupled RDP model, before comparing the RDP and mRP models in the subsection
that follows. Finally we compare the stretch in the thin and fat tube in the contracting
region between the coupled and uncoupled model.
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6.4.1 Comparison between 4:1 and 10:1 contraction using RDP model
The effect of two different contraction ratios, R=4:1 and R=10:1 are observed by keeping
the contraction length, L = 5, the same. The flow-rate is adjusted so that the maximum
extension-rate is kept the same, that is at around a dimensionless value of 2.5. We maintain
the downstream channel width so that the upstream channel is increased to H0 = 2.5 for
the 10:1 case. Whereas the 4:1 contraction requires ∆P = 256 to achieve
·
ε ≈ 2.5, the 10:1
contraction needs a lower pressure drop value, ∆P = 212 to give the same extension-rate.
The velocity as well as the extension-rate profile are depicted in Figure 6.6.
Figure 6.6: The effect of contraction ratios given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for ε˙ ≈ 2.5 on the prediction of velocity (LHS) and extension-rate (RHS) along
the centre-line between the 4:1 and 10:1 hyperbolic contractions for the RDP model with
5% long chain concentration.
In Figure 6.6, both geometries give an approximately linear increase within the converg-
ing region 0 ≤ x ≤ 5. The differences in flow-rates in the two channels can be seen clearly
from Figure 6.6, where the fluid is flowing faster in the 4:1 contraction while slower in the
10:1 contraction as shown by the centre-line velocity.
From the extensional profile along the centre-line of the figure, the same extension pro-
file for both contraction ratio is achieved as a result of the adjusted flow-rate. Notice that
the polymer chain started to stretch before the beginning of the contraction region in the
10:1 contraction. It is worth emphasizing here that the result obtained is due to the larger
effective aspect ratio in the 10:1 contraction, where the geometrical resistance is more pro-
nounced in the 10:1 contraction and smoother in the 4:1 contraction, which influences the
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fluid flow through the contraction. However although the extension-rates are similar the
residence times in the contraction are different.
The maximum extension-rate along the centre-line for both contraction ratios is around
2.5 where, since ε˙λR,L < 1, we would not expect to observe significant chain stretching
in a melt consisting completely of L-chains. However the effective stretch relaxation time
for 5% long chain concentration of the polymer blend, with λeffR,L = λR,L/φL = 4, implies
ε˙λeffR,L = 10 so we would possibly expect to observe some stretching of the long chains in a
5% blend.
Figure 6.7: The effect of contraction ratio given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for ε˙ ≈ 2.5 on the prediction of fat tube stretch, σLL (LHS) and thin tube
stretch, σL (RHS) along the centre-line between the 4:1 and 10:1 hyperbolic contractions
for the RDP model with 5% long chain concentration.
Figure 6.7 shows the stretch (measured along the tube contour) along the centre-line for
fat (σLL) and thin tube (σL) respectively. It can be observed that the stretch predicted in a
fat and thin tube for higher contraction ratio is more evident than the lower one. Although
the extension-rate is the same, at the higher contraction ratio there is higher extension
strain due to longer residence time. This also explains why the stretch in both fat and thin
tubes are higher in the 10:1 contraction as shown in Figure 6.7.
As the melt flows through the contraction the stretch within the fat tube, composed of
entanglements only with the L-chain species, increases as a consequence of the enhanced
stretch relaxation. On the other hand, the stretch in the thin tube, formed of all chain
entanglements shows only a slight increment within the contracting region. The 95% of
short chains in the blend make up most of the entanglements. However the entanglements
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made by short chain are short-lived and diffuse out of the (their own) tube by reptation
motion to release the entanglement very quickly. Hence, the relaxation time in a thin tube
is due to constraint release.
Figure 6.8: The effect of contraction ratio given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 when ε˙ ≈ 2.5 for the birefringence contour with contour interval= 0.25.
The birefringence patterns in Figure 6.8 show different density of birefringence contour
upstream which is explained by the adjusted flow-rate imposed at the inlet to ensure the
same extension-rate is achieved. The slower (flow) and wider channel upstream for the 10:1
contraction ratio mean that the shear-rates upstream are much lower. The higher strain due
to slower rate of flow through the contraction for 10:1 explains the reason why the stretch
for long chain is more pronounced in 10:1 than 4:1 even though the extension-rate is the
same.
6.4.2 Comparison between RDP and mRP models
Figures 6.9, 6.10 and 6.11 show the comparison between the RDP (coupled) and mRP
(uncoupled) model on the centre-line for velocity, extension-rate and stretch for both 4:1
and 10:1 contraction-ratio. The equivalent parameters for 3-mode mRP model, based on
the RDP parameters, as described in Section 5.5.1 are recorded in Table 6.4 and is the same
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data recorded in Table 5.2.
Table 6.4: The 3-mode mRP parameters based on RDP parameters.
Parameter Mode 1 Mode 2 Mode 3
ηP,j 0.0125 0.009406 0.045125
λD,j 5.0 0.0990099 0.05
λR,j 0.2 0.08 0.05
The lowercase j appears as a subscript of the parameters referring to the jth mode
where j = 1, 2, or 3. The linear superposition of the mRP implies that the total polymeric
viscosity for 3-mode mRP is defined as ηP =
∑3
j=1 ηP,j .
Figure 6.9: Comparison between RDP and 3-mode mRP on the prediction of velocity (LHS)
and extension-rate (RHS) for 4:1 contraction ratio when ∆P = 256.
Figure 6.10: Comparison between RDP and (3-mode) mRP on the prediction of velocity
(LHS) and extension-rate (RHS) for 10:1 contraction ratio when ∆P = 212.
Figure 6.9 and 6.10 show the prediction made by RDP model and mRP model for 4:1
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and 10:1 respectively with the same pressure drop values imposed for both models. The
results reveal that the prediction made by both models in both contraction ratios are almost
identical with only a slight change observed in the 4:1 contraction as a consequence of a
slightly higher flow rate in 4:1 for the mRP.
Figure 6.11: Comparison between RDP model and mRP model for both 4:1 (LHS) and 10:1
(RHS) contraction on the prediction of the fat tube stretch along the centre-line.
The stretch for both RDP and mRP model are compared in Figure 6.11. The equivalent
stretch for the mRP model to fat tube stretch in the RDP model, σLL, is the stretch
for the longest chain, denoted as σM1. The notation σk on the y-axis of the figure is the
standard notation for stretch that represents the RDP and mRP stretch as σk = σLL or σM1
respectively.
The results shown in Figure 6.11 are the main finding that distinguishes the difference
between the prediction made by RDP and mRP model. The results reveal that the RDP
model produces significantly more stretch due to the effect of chain coupling in the RDP
constitutive model. From the figure, the stretch profile along the centre-line within the
contracting region for the mRP model is about σM1 ≈ 1.51 maximum for 4:1 and σM1 ≈ 1.7
maximum for 10:1 contraction ratio.
Comparing the stretch for RDP to mRP model in 4:1 contraction ratio, we can see that
the fat tube stretch predicted by RDP is σLL ≈ 2.17, which is roughly 1.4 times higher than
the mRP stretch. The prediction for σLL in 10:1 case is even higher at about σLL ≈ 3.55,
about double the prediction made by the mRP model. The higher stretch observed for
the RDP model is because the slow flow-rate imposed in 10:1 has a longer residence time
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in the contraction allowing the strain to accumulate and resulting in higher stretch than
the 4:1 contraction. However, the PSD pattern predicted by both models do not show any
significant changes and remain the same.
6.4.3 Cross-section of stretch for the thin and fat tubes within the con-
tracting region
The cross-section for both stretches in the fat and thin tube for the RDP model are plotted in
the contracting region where the extensional flow is created as the impact of the geometrical
configuration from the upstream straight channel to the hyperbolic contracting region. The
behaviour of the stretch for thin, σL, and fat tube, σLL, are plotted to observe the effect of
the mixed complex flow formed by the combination of shear (at the wall) and extensional
flow (at the centre-line) that occurs within the intermediate region. The colour plot of
the stretch is presented to observe the prediction of the stretch made by the tubes that
distinguish from one to another.
Figure 6.12: The colour maps showing the extension of the L-chain component in the 10:1
hyperbolic contraction for the RDP model. The top figure shows the stretch σL =
√
trAL/3
in the thin tube formed from both L and S chains while the bottom figure shows the stretch
in the fat tube composed only of L-chains, σLL =
√
trALL/3.
Figure 6.12 shows the molecular stretch of the polymer chain in the thin and fat tubes
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for the 10:1 domain. We do not present the colour plot for the stretch in the 4:1 contraction
as it shows the same phenomena. In this figure, the molecular stretch in the thin tube is
most pronounced at the wall in the downstream region where the highest shear-rates are
found. Although the extension-rate, ε˙, at the centre-line in the contracting region is around
2.5, the shear-rate near the wall of the downstream channel is more than 50 times higher
than the extension-rate, that we have measured to be about 140. As a result, away from the
centre-line the shear flow is dominant. In contrast, the molecular stretch in the fat tube,
the long-long stretch contribution, is quite different with the maximum stretch observed in
between the wall and the centre-line.
Figure 6.13 shows the configuration where the stretch for thin and fat tubes are plotted
across the geometry at three different positions within the contracting region.
Figure 6.13: The cross-sections (B-beginning, W-midway, E-end of contraction) where the
behaviour of the thin and fat tube is observed.
Figure 6.14 and 6.15 show the cross-section of the thin and fat tube stretch at three
different cross-sections - the beginning of the contraction, x = 0, (denoted by B), half-way
contraction, x = L2 , (denoted by W) and the end of the contraction, x = L, (denoted by E).
We show the prediction of the stretch for thin and fat tube on the same graph. The results
are presented for both 4:1 and 10:1 contraction ratios with contraction length L = 5 and
∆P = 256 and ∆P = 212 respectively.
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Figure 6.14: The 4:1 cross-sections for stretch in the thin and fat tube.
The 4:1 and 10:1 contraction show a similar trend of prediction in both fat and thin
tubes. In general, the stretch predicted by the thin tube across the cross-section increases
gradually away from the centre-line, where the flow is dominated by the shear near the wall.
The stretch at the end of the contraction shows the highest value as the shear-rate increases
with distance down the contraction.
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Figure 6.15: The 10:1 cross-sections for stretch in the thin and fat tube.
In contrast, the stretch in the fat tube is observed to have a maximum between the
centre-line and the wall. At the centre-line, there is a pure extensional flow which transforms
to a pure shear flow approaching the wall, in between there is a mixed flow of shear and
extension. One surprising feature is that although the highest velocity gradient occurs at
the wall, the stretch predicted in the fat tube is relatively low in this region.
We will explain the prediction of the stretch made by the thin and fat tubes near the wall
(where shear dominated) by analyzing the stretch expression for both thin and fat tubes
mathematically. The stretch for both thin and fat tube is presented in Chapter 1 as
σL =
√
tr(AL)
3
and σLL =
√
tr(ALL)
3
respectively. To explain this we consider the L − L conformation tensor in a steady shear
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flow. Recall the L− L contribution conformation tensor satisfies equation (1.11),
∇
ALL = −1 + βth
λD,L
(ALL − I)− 2
λR,L
(1− σ−1L )fE(σL)[ALL + β∗σ2δL (ALL − I)],
with fE(σ) = 1.0, so that for a steady uniform flow
∇
ALL = −1 + βth
λD,L
(ALL − I)− 2
λR,L
(1− σ−1L )[ALL + β∗σ2δL (ALL − I)],
which implies
∇
ALL = −
[
1 + βth
λD,L
+
2
λR,L
β∗σ2δL (1− σ−1L )
]
(ALL − I)− 2
λR,L
(1− σ−1L )ALL.
Let 2λ∗D
= 1+βthλD,L +
2
λR,L
β∗σ2δL (1− σ−1L ), then
∇
ALL can be written as
∇
ALL = − 2
λ∗D
(ALL − I )− 2
λR,L
(1− σ−1L )ALL
which is then implies that
−(∇u)T ·ALL −ALL · (∇u) = − 2
λ∗D
(ALL − I )− 2
λR,L
(1− σ−1L )ALL. (6.1)
In a shear, ux =
·
γy, the LHS of the equation then reduces to
−(∇u)T ·ALL −ALL · (∇u) =

−2γ˙Axy −γ˙Ayy 0
−γ˙Ayy 0 0
0 0 0
 , (6.2)
where Aij are the components of ALL. The xx, yy, zz, xy components from equation (6.1)
are written as
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Axx component : −2γ˙Axy= − 2
λ∗D
(Axx − 1)− 2
λR,L
(1− σ−1L )Axx,
Ayy component : 0 = − 2
λ∗D
(Ayy − 1)− 2
λR,L
(1− σ−1L )Ayy,
Azz component : 0 = − 2
λ∗D
(Azz − 1)− 2
λR,L
(1− σ−1L )Azz,
Axy component : −γ˙Ayy = − 2
λ∗D
Axy − 2
λR,L
(1− σ−1L )Axy.
Solving these equations yields the following
Ayy =
1
1 +
λ∗D
λR,L
(1− σ−1L )
,
Azz =
1
1 +
λ∗D
λR,L
(1− σ−1L )
,
Axy =
γ˙λ∗D
2[1 +
λ∗D
λR,L
(1− σ−1L )]2
,
Axx =
1
1 +
λ∗D
λR,L
(1− σ−1L )
+
γ˙2(λ∗D)
2
2[1 +
λ∗D
λR,L
(1− σ−1L )]3
.
Therefore,
TLL = tr(ALL) = Axx +Ayy +Azz
=
1
1 +
λ∗D
λR,L
(1− σ−1L )
+
γ˙2(λ∗D)
2
2[1 +
λ∗D
λR,L
(1− σ−1L )]3
+
1
1 +
λ∗D
λR,L
(1− σ−1L )
+
1
1 +
λ∗D
λR,L
(1− σ−1L )
=
3
1 +
λ∗D
λR,L
(1− σ−1L )
+
γ˙2(λ∗D)
2
2[1 +
λ∗D
λR,L
(1− σ−1L )]3
=
6[1 +
λ∗D
λR,L
(1− σ−1L )]2 + γ˙2(λ∗D)2
2[1 +
λ∗D
λR,L
(1− σ−1L )]3
.
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Hence the stretch for the fat tube is given by
σLL =
√√√√√18[1 + λ∗DλR,L (1− σ−1L )]2 + 3γ˙2(λ∗D)2
2[1 +
λ∗D
λR,L
(1− σ−1L )]3
.
The stretch, σL, in a thin tube requires the stress contribution of the L − S interaction,
ALS as well as ALL. For fE(σ) = 1.0, the component for ALS from equation (5.5) is given
by,
∇
ALS =− 1
λD,L
(ALS − I)− 2
λR,L
(1− σ−1L )ALS −
[
βth
λD,S
+
2
λR,S
β∗(1− σ−1S )σ2δL
]
(ALS − I)
=−
[
1
λD,L
+
βth
λD,S
− 2
λR,S
β∗(1− σ−1S )σ2δL
]
(ALS − I )−
2
λR,L
(1− σ−1L )ALS ,
where 2
λ
′
D
= 1λD,L +
βth
λD,S
− 2λR,S β∗(1 − σ
−1
S )σ
2δ
L . Notice that the equation for
∇
ALS is the
same as for
∇
ALL except for the different reptation relaxation times. Thus, the conformation
tensor components for ALS are
Ayy =
1
1 +
λ
′
D
λR,L
(1− σ−1L )
,
Azz =
1
1 +
λ
′
D
λR,L
(1− σ−1L )
,
Axy =
γ˙λ
′
D
2[1 +
λ
′
D
λR,L
(1− σ−1L )]2
,
Axx =
1
1 +
λ
′
D
λR,L
(1− σ−1L )
+
γ˙2(λ
′
D)
2
2[1 +
λ
′
D
λR,L
(1− σ−1L )]3.
The trace for ALS is
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TLS = tr(ALS) = Axx +Ayy +Azz
=
3
1 +
λ
′
D
λR,L
(1− σ−1L )
+
γ˙2(λ
′
D)
2
2[1 +
λ
′
D
λR,L
(1− σ−1L )]3
=
6[1 +
λ
′
D
λR,L
(1− σ−1L )]2 + γ˙2(λ
′
D)
2
2[1 +
λ
′
D
λR,L
(1− σ−1L )]3
.
Given that, tr(AL) = φLTLL + (1− φL)TLS , the stretch for the thin tube is
σL =
√
tr(AL)
3
, =⇒ 3σ2L = φLTLL + (1− φL)TLS .
The off-axis stretch predicted for the fat tube, as shown in Figure 6.14 and Figure 6.15, can
be explained by considering the limit of small φL and large reptation relaxation time, λD,L.
Let φL be very small, with the following limit,
φL << 1, =⇒ 3σ2L ≈ TLS (which is mainly TLS)
=⇒ 3σ2L =
3
1 +
λ
′
D
λR,L
(1− σ−1L )
+
γ˙2(λ
′
D)
2
2[1 +
λ
′
D
λR,L
(1− σ−1L )]3
.
Note that, for ALS , we can neglect the CCR term as σS ≈ 1. If we now consider the limit
where the reptation relaxation time for the long chains is large compared to that of the
short chains, for βth = 1, this gives
λD,L >> λD,S , =⇒ λD,L >> λ′D ≈ 2λD,S
=⇒ 3σ2L =
3
1 +
2λD,S
λR,L
(1− σ−1L )
+
γ˙2(2λD,S)
2
2[1 +
2λD,S
λR,L
(1− σ−1L )]3
.
Hence in this limit the thin tube stretch depends on the ratio of the short chain reptation
and long chain stretch relaxation times and increases with the short chain Weissenberg
number, γ˙λD,S . Thus the stretch for the thin tube is higher near the wall.
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To explain why the stretch in the fat tube is small near the wall, even though this is
where the shear-rate is dominated, we could formally solve the equation for tr(ALL), (i.e.
TLL) with regard to the limits mentioned above. However provided (1 − σ−1L ) > 0 and
λ∗D >> λR,L implies that λ
∗
D ≈ λD,L, and thus the equation for TLL can be approximated
as follows,
TLL =
3
1 +
λD,L
λR,L
(1− σ−1L )
+
γ˙2λ2D,L
2[1 +
λD,L
λR,L
(1− σ−1L )]3
≈ 3
λD,L
λR,L
(1− σ−1L )
+
0.5γ˙2λ2D,L
[
λD,L
λR,L
(1− σ−1L )]3
=
3λR,L
λD,L(1− σ−1L )
+
0.5γ˙2λ3R,L
λD,L[(1− σ−1L )]3
.
In particular for the case β∗ = 0, the trace for TLL is inversely proportional to λD,L and
this implies that the longer the reptation relaxation time of the long chain polymer, λD,L
(i.e. in a fat tube), the smaller tr(ALL) is and thus the smaller the stretch becomes in that
tube. This is the reason why the stretch in the fat tube collapses in the shear flow (near
the wall where the extensional flow is zero) whereas the stretch in the thin tube increases
as demonstrated from Figure 6.14 and Figure 6.15.
6.5 Effect of blend composition
In this section, the blend composition of long and short polymer chains of the same material
is varied to observe the effect on the hyperbolic contraction flow. The 4:1 contraction with
contraction length L = 5 is used in this case. The details of the parameters for different
volume fractions are presented in Table 6.5. Note that since the different blends have
different shear viscosities the pressure gradient is varied in order to give the same VFR of
3.12.
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Table 6.5: Different blend composition flowing at the same, VFR=3.12 when λD,L = 10,
λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
Blend φS φL ηP,S ηP,L ∆P
A 0.95 0.05 0.095 0.5 256
B 0.9 0.1 0.09 1.0 262
C 0.8 0.2 0.08 2.0 271.2
In the hyperbolic contraction flow, the dimensionless upstream wall shear-rate is around
3, so shear-rates upstream are in the range 1λD,L < γ˙ <
1
λR,L
where the long chain fraction
shear-thins.
Figure 6.16: LHS figure: Velocity profile across the geometry taking at the half-way up-
stream (i.e. x = −7.5). RHS figure: the extensional profile along the centre-line for different
long chain fraction, φL with constant VFR ≈ 3.12 when λD,L = 10, λR,L = 0.2, λD,S = 0.1
and λR,S = 0.05.
The velocity profile depicted in Figure 6.16 shows a parabolic type profile where there
is a slight change to the velocity profile with the higher long chain fraction blends that
gives a more blunted profile near the centre-line. At 5% long chain concentration, the shear
viscosity is dominated by the short chains, and since the short chain Weissenberg number,
γ˙λD,S , is small this leads to a parabolic Newtonian type profile. When φL is increased,
the long chains are oriented but not stretched and thus a shear-thinning profile is observed
which is indicated by a more blunted velocity profile. The profile will get more blunted as
the fraction of the long chain increases producing a higher shear-thinning effect.
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Figure 6.17: Prediction of the stretch for fat and thin tubes along the centre-line for different
long chain fraction, φL with constant VFR ≈ 3.12 when λD,L = 10, λR,L = 0.2, λD,S = 0.1
and λR,S = 0.05.
Figure 6.17 shows the effect of increasing the long chain fraction on the predictions
of stretch for fat and thin tube along the centre-line of the contraction. Stretch in both
fat and thin tubes are showing a different trend as the long chains are diluted (i.e. φL
decreases). While the stretch in the fat tube is increasing as the dilution is increased (i.e.
φL decrease), the stretch in the thin tube decreases. This is because, as the fraction of
long chain decreases, the effective stretch relaxation time increases as noted in Boudara
et al. [23]. However in the thin tube, we can see that the stretch is increasing with the
increment of φL. The higher density of long chains means that there is a higher possibility
of the long chain to get entangled to each other and this increases the fraction of long chain
entanglements, which more than compensates for the lower stretch of this fraction.
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Figure 6.18: The birefringence contour for different blend compositions given λD,L = 10,
λR,L = 0.2, and λD,S = 0.1 and λR,S = 0.05 for VFR ≈ 3.12 with contour interval=0.25.
The birefringence contour of stress is shown in Figure 6.18 and exhibits a similar stress
pattern for the different volume fraction of the long chain. The number of fringes however
increases as the concentration of the long chain increases. Even though the melt is flowing
with the same VFR upstream, the stress experienced by different blend compositions is not
the same. This is because a higher stress is expected in the 20% long chain concentration
due to the higher blend viscosity, since the entanglement between the polymer chains in
20% volume fraction of the long species is more pronounced.
6.6 Three-dimensional hyperbolic contraction flow
The hyperbolic contraction flow for the RDP model is further investigated in a more realistic
three-dimensional geometry with the presence of the side wall where the no-slip boundary
condition is applied. As a consequence of the flow symmetry, only a quarter of the domain
is considered for the three-dimensional simulation. The boundary of the three-dimensional
hyperbolic contraction geometry is shown in Figure 6.19.
The quarter domain of the geometry promotes the efficiency of solving the three-dimensional
flow as the number of computational cells is reduced by factor four from the whole three-
dimensional computational domain. However, for the three-dimensional simulation to be
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Figure 6.19: The boundaries for a quarter of the three-dimensional hyperbolic contraction
domain.
fully practical, a computation strategy based on parallel computing is used here.
The boundary condition for the quarter three-dimensional geometry is treated in a
slightly different way to the half domain of the two-dimensional problem. This can be
seen from Figure 6.19 where the back plane of the geometry is treated as a wall (i.e. side
wall) and the front as a plane of symmetry.
This section is divided into two subsections where the strategy for solving the three-
dimensional problem efficiently is first presented before analysing the effect that the presence
of side walls has on the flow.
6.6.1 Parallel computing for the three-dimensional problem
Solving a simulation for a large three-dimensional problem requires both large memory and
long run times on a serial processor. Here, we used the Advanced Research Computing
(ARC) [2] facilities at the University of Leeds to examine the potential efficiency gains of
using parallel computing with different numbers of processors. ARC3 consists of 252 nodes
where each of the nodes has 24 cores, 128GB of memory and a Solid-State Drive, within
the node with 100GB of storage.
For this study, we will simulate the case of a flow cell of depth=0.5. In order to use mul-
tiple processors the domain must be divided up between processors. OpenFOAM provides
four different methods of domain decomposition. The method of decomposition used in this
test is called simple where the whole domain is divided geometrically into sub-domains.
Here we divide the domain into np sub-domains in the x−direction. The full mesh for a
quarter of the three-dimensional domain with depth, d = 0.5 is 80× 40× 20 giving 672 000
hexahedral cells in total. These are then divided equally between the np processors accord-
ing to their x position. This is depicted in Figure 6.20 for np = 8 where each processor has
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84 000 cells. The simulations are run for 3 000 time steps with ∆t = 10−4 and the time
taken for different number of processors are recorded in Table 6.6 and in Figure 6.21.
Figure 6.20: The sub-domains when number of processor is set to np = 8.
Table 6.6: Efficiency of parallel computing using ARC3 facility.
No of processor (np) cell/processor Time taken (s)
2 336000 42581.90
4 168000 19013.20
8 84000 10700.90
16 42000 6346.68
32 21000 3304.80
64 10500 1581.18
Figure 6.21: The efficiency of the simulation with different processors for the three-
dimensional problem when d = 0.5.
From Figure 6.21, it can be seen that the time taken for the simulation is decreas-
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ing approximately inversely proportional to the number of the processors. This demon-
strates the good parallel efficiency of OpenFOAM, and allows practical computation of
three-dimensional flows.
6.6.2 The effect of the presence of the side wall
In this section the effect of the presence of the side wall is examined by varying the channel
depth, d, and comparing the extension-rate along the centre-line of the centre-plane as shown
in Figure 6.22. The extension-rate for different channel depths, d (i.e. d = 0.5, 1.0, 4.0) are
plotted for 4:1 and 10:1 contraction ratio for a contraction length, L = 5. The simulations
are carried out with the parameters recorded in Table 5.1. The same pressure drop, ∆P , is
used for all different depths with the aim to observe at which channel depth the flow along
the centre-line is no longer affected by the presence of the constraining side walls.
Figure 6.22: The cross-stream flow reflected from the side wall for the half three-dimensional
hyperbolic contraction domain.
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Figure 6.23: The influence of channel depth in 4:1 three-dimensional hyperbolic contrac-
tion flow given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05 with 5% long chain
concentration.
Figure 6.23 shows the centre-line velocity and extension-rate for the 4:1 contraction
with different channel depths, d = 0.5, 1.0, 2.0, 4.0 for the contraction length, L = 5. In
terms of the fluid velocity it can be seen that the smallest depth, d = 0.5, gives a very
different prediction than the others. This is because the ratio of depth to height of the
(quarter) geometry at 0.5:1 is too small. However, increasing the depth to d ≥ 1.0 we find
that the extension-rate within the contracting region is within 20% of the
·
ε = 2.5 value
and approaches the prediction made by the two-dimensional simulation as d increases. The
main difference is a reduction in the extension-rate near the end of the contraction section.
Figure 6.24: The influence of channel depths in a 10:1 three-dimensional hyperbolic con-
traction flow given λD,L = 10, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05 with 5% long chain
concentration.
The results for velocity and the extension-rate profile along the centre-line of the centre-
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plane for a 10:1 three-dimensional contraction geometry are plotted as presented in Figure
6.24. The same channel depths to the 4:1 case are considered here. The pressure drop
imposed is ∆P = 212 to ensure the same extension-rate to the 4:1 case is achieved for the
two-dimensional geometry. For the smallest depth, d = 0.5, we find numerical instabilities
in the extensional flow region leading to the significant oscillation of the extension-rate
within the contraction that continue downstream. This means that we are unable to obtain
a steady-state and thus it is not included in the figure.
Figure 6.25: The cross-section in z-direction from the centre-line centre-plane (symmetry
plane) to the wall for 4:1 contraction ratio for λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for 5% long chain concentration with ∆P = 256.
Figure 6.26: The cross-section in z-direction from the centre-line centre-plane (symmetry
plane) to the wall for 10:1 contraction ratio for λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05 for 5% long chain concentration with ∆P = 212.
So far we have only examined the flow along the centre-line. Figure 6.25 and 6.26 show
the velocity profile across the channel depth (i.e. in z-direction) for halfway upstream (LHS
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figure), x = −7.5 and halfway downstream of the straight channel (RHS figure), x = 12.5. In
all cases, z = 0 corresponds to the wall. Note that for the 4:1 contraction the half-height of
the channel is 1 upstream and 0.25 downstream, so that for d = 1 the upstream channel has
a square cross-section, while the downstream channel has a cross-section of 1:4. For d = 4,
the upstream and downstream channels have cross-sections of 1:4 and 1:16 respectively. As
a result, for the deepest channel, d = 4.0, the velocity is uniform across the central-half of
the channel indicating that the flow is free from the effect of the side wall. However reducing
the depth to d = 2.0 the flow is no longer uniform upstream. Downstream both the 4:1 and
10:1 contractions have the same aspect ratio and hence show similar results.
Comparing the upstream cross-stream velocity profile for both 4:1 and 10:1 contraction
ratio for the largest depth, d = 4.0, it can be seen that the upstream flow now varies most
for the channel depths in the 10:1 case. The ratio of (half) geometry height to its depth
explains the difference. While the 4:1 contraction has a 1:4 height to depth ratio, the 10:1
contraction has a higher ratio upstream, that is 1:1.6.
6.7 Conclusion
In this chapter, the behaviour of the RDP model is investigated in a hyperbolic contraction
geometry. The effect of contraction length, contraction ratio and channel depth (for three-
dimensional geometry) are examined. We found that for a uniform extension-rate to be
created within the contracting region, the contraction length should be sufficiently long to
give a region of uniform extension-rate through the contraction, however short enough to
reduce the ratio of the shear to extensional flow. Increasing the contraction ratio for the
same extension-rate allows greater polymer stretch to be accumulated because the lower
flow-rate allows the fluid to have a longer residence time within the contracting region,
which can accumulate higher strain. In the three-dimensional case, we found that the cross-
stream flow in the downstream region can be neglected when the ratio of the half geometry
height to channel depth is 1:4 for 4:1 and 1:1.6 for 10:1.
The coupling effect of the RDP and mRP models flowing through the hyperbolic contrac-
tion produces different predictions of the thin and fat tube stretch within the contraction
region due to the enhanced stretch relaxation time in the RDP model. We present a math-
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ematical analysis to explain this. The behaviour of the RDP fluid is further explored by
varying the blend composition, where the stretch in the thin and fat tube shows opposite
trends with changes in the concentration as a consequence of the effective stretch relaxation
time.
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Rolie-Double-Poly - cross-slot flow
with hyperbolic corner
This chapter presents simulations for the flow in a cross-slot with hyperbolic corners. The
behaviour of the bidisperse RDP model in this configuration is studied by varying the
relevant parameters. These include the effect of the hyperbolic (corner) length, comparing
the sharp corner (L = 0) and hyperbolic corners with different lengths. The effects of
this and the cross-slot depth on the prediction of the velocity, extension-rate and stretch
profile along the outlet centre-line are presented and discussed. In addition the effect of
changing constitutive parameters including the blend composition and differences between
the predictions of the RDP and mRP model are considered. The stress birefringence patterns
are also calculated to observe the stress distribution in the cross-slot. A comparison between
the two different flow geometries considered in this work, the hyperbolic contraction flow
and cross-slot flow, is also presented.
7.1 Motivation
As discussed in Chapter 4, the simplest cross-slot geometry consists of two intersecting
channels with a right-angled corner similar to the abrupt contraction. Due to the results for
the hyperbolic contraction flow discussed in Chapter 6, we also propose to use the cross-slot
with hyperbolic corners. No work to date has been published for the cross-slot with hyper-
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bolic corners. We expect that homogeneous elongational flow would be generated along the
inlet-outlet centre-line based on the findings of the previous chapter. The two-dimensional
cross-slot flow simulation is more challenging compared to the hyperbolic contraction flow.
In contrast to the hyperbolic contraction flow, in the two-dimensional cross-slot flow there
is a stagnation point at the central region of the flow which experiences unbounded exten-
sional strain, due to the infinite residence time at the stagnation point. By probing the
stress near the stagnation point the non-linear response to high strain extension flow can
be measured. However this local region of highly strained material can modify the fluid
dynamics. Gardner et al. [55] observed that the flow along the centre-line, downstream of
the stagnation point, is slowed down due to the resistance to extensional flow causing a
minimum in the fluid velocity in the downstream region. This was successfully modelled by
Harlen et al. [63]. More recently Arriata et al. [8] have shown that for polymer solutions the
flow can bifurcate to an asymmetric state. Consequently, although under the assumption
of symmetry it would be possible to simulate the flow using a quarter of the geometry, in
order to be able to capture the possibility of transition to an asymmetric flow, the whole
flow domain is simulated. The simulation results are analysed and discussed in the following
sections.
7.2 Two-dimensional cross-slot geometry definition
The dimension of the whole two-dimensional cross-slot geometry and the flow direction are
described as shown in Figure 7.1 where the upstream and downstream channel width are
set to H = 1.0. We let the length of the straight channel for inlet and outlet sections be
sufficiently large in the up- and downstream segments to ensure a fully-developed flow and
thus avoid end effects.
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Figure 7.1: Two-dimensional cross-slot geometry with hyperbolic corner and flow direction
of the fluid. The origin of the axis is at the stagnation-point that is at the intersection
between the inlet-outlet centre-line.
The hyperbolic corners shown in Figure 7.1 are defined according to the quadrant. For a
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positive y-axis, y = H(x) takes the value as the following piecewise function
H(x) =

0.5H, x < −(L+ 0.5)
−0.5H(L+ 0.5)
x
, −(L+ 0.5) ≤ x ≤ −0.5
0.5H(L+ 0.5)
x
, 0.5 ≤ x ≤ (L+ 0.5)
0.5H, x > L+ 0.5.
On the other hand, for a negative y-axis, y = −H(x), H(x) is defined as
H(x) =

−0.5H, x < −(L+ 0.5)
0.5H(L+ 0.5)
x
, −(L+ 0.5) ≤ x ≤ −0.5
−0.5H(L+ 0.5)
x
, 0.5 ≤ x ≤ (L+ 0.5)
−0.5H, x > L+ 0.5.
These piecewise functions make up the full cross-slot geometry shown in Figure 7.1. The
dimensionless parameters used in this section are defined as L = L/H, X = x/H, Y = y/H.
In the next section, the boundary condition and the meshing strategy for the hyperbolic
corner are presented.
7.2.1 Boundary condition
The boundary conditions for the two-dimensional cross-slot flow that is set-up in the Open-
FOAM RheoTool software is shown in Table 7.1. Notice that this table is similar to Table
4.2 without the symmetry plane boundary conditions since the whole cross-slot geometry is
used here.
Table 7.1: The boundary condition for two-dimensional cross-slot flow.
Boundary
Boundary conditions
p U τ i
Inlet uniformFixedValue zeroGradient zeroGradient
Outlet fixedValue zeroGradient zeroGradient
Walls zeroGradient noSlip linearExtrapolation
frontAndBack Empty Empty Empty
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The flow domain is represented by the solid grey whole plane shown by the figure with
noSlip boundary condition indicating that there is no velocity at the wall. Since Open-
FOAM uses a three-dimensional geometry we set empty boundary conditions at front and
back to enable a two-dimensional problem to be solved.
7.2.2 Mesh generation strategies
In this study, the hexahedral type of mesh is used to discretize the whole spatial domain.
This type of mesh is the default mesh used in OpenFOAM to discretise a three-dimensional
domain. The curved boundaries of the hyperbolic cross-slot geometry requires a meshing
strategy that avoids the creation of highly distorted elements, that can lead to numerical
difficulties due to mesh skewness. Figure 7.2 shows the different mesh strategies used for
the cross-slot with a sharp corner and the cross-slot with hyperbolic corners.
Figure 7.2: The sketch for different mesh block strategies used for sharp corner and different
hyperbolic corner lengths.
Note that the mesh strategy used for the cross-slot with the hyperbolic corner for differ-
ent lengths are the same. However, the position of the division within the hyperbolic section
that divides the corners into two blocks depends on the hyperbolic length of the corner so
that the mesh issues such as the high skewness of the cell can be minimized.
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7.3 Effect of hyperbolic length in two-dimensional cross-slot
In this section, the influence of the hyperbolic corner length on the prediction of the
extension-rate and stretch in the thin and fat tube for the RDP model along the outlet
centre-line of the geometry are presented. The same constitutive parameters are used as in
the previous chapter and as presented in Table 5.1 with other parameters set to β∗ = 0.0,
βth = 1.0, δ = −0.5 and ηS = 0.01. The mesh information for different hyperbolic corner
lengths is presented in Table 7.2.
Table 7.2: Mesh information for the whole cross-slot geometry for different hyperbolic corner
lengths.
L L = 0 L = 1 L = 2 L = 3 L = 4
Points 30368 42402 42402 75442 116482
Cells 14841 20800 20800 37200 57660
Faces 59706 83600 83600 149320 231040
Internal faces 29340 41200 41200 73880 114560
The size and complexity of the domain increases as a consequence of the increase in
the hyperbolic curvature length. Thus more cells are required for longer hyperbolic lengths
so that a smooth numerical simulation can be ensured. The hyperbolic corner length with
L = 1 and L = 2 are however able to be simulated using the same mesh dimensions. Figure
7.3 shows the velocity and total polymeric stress profile across the upstream channel taken
at y = 1.5 + L that is one unit away from the hyperbolic slot region.
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Figure 7.3: The fully-developed velocity and total polymeric stress profile (for
xy−component) for different hyperbolic corner lengths taken at the upstream channel along
the y = 1.5 + L given the VFR ≈ 3.65.
Figure 7.3 revealed that the length of the straight channel upstream is sufficient to
develop the fully-developed flow for both velocity and stress profile. We next present the
profile of extension-rate taken at the centre-line.
Figure 7.4: The extension-rate at the centre-line (y = 0) for different hyperbolic corner
lengths in a cross-slot flow for VFR ≈ 3.65 with λD,L = 10, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05.
Figure 7.4 shows the prediction of the extension-rate along the centre-line of the outlet
channels for different hyperbolic lengths, with the same VFR. The extension-rate is most
pronounced at the stagnation point, x = y = 0. Along the outlet centre-line, the elongational
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flow is created as a result of the changing flow direction from the inlet arms to the outlet
arms. The extension-rate is highest at the stagnation point and reduces to zero at the end of
the hyperbolic section. However there is an increase in the uniformity for the extension-rate
within the length of the hyperbolic curve. From Figure 7.4, a region of almost constant
extension-rate is observed for L ≥ 2. As the hyperbolic length increases, the extension-rate
within the hyperbolic length decreases slightly.
The predictions of the stretch in the cross-slot geometry with sharp and hyperbolic
corners are presented in separate figures as the scale of the stretch in a cross-slot with sharp
corner is much higher compared to the prediction made by the cross-slot with hyperbolic
corners.
Figure 7.5: The stretch comparison for both thin and fat tubes at the centre-line (y = 0)
for cross-slot geometry with sharp corner for ∆P = 43.8 that gives VFR ≈ 3.65 with
λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
In Figure 7.5, the stretch in the thin and fat tube along the centre-line is shown for cross-
slot with a sharp corner. The prediction of the fat and thin tube stretch made by the RDP
model is about four times higher in the fat tube comparing to the thin tube. Comparing
Figure 7.5 to Figure 7.6, the stretch predicted in both tubes are larger in the cross-slot
with sharp corner compared to the stretch predicted using different hyperbolic lengths as a
consequence of the higher extension-rate at the stagnation point shown in Figure 7.4.
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Figure 7.6: The stretch comparison for the fat and thin tubes along the centre-line (y = 0)
of the cross-slot geometry with different hyperbolic corner lengths when VFR ≈ 3.65 with
λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
Figure 7.6 presents the stretch in the fat and thin tubes along the centre-line for different
hyperbolic lengths corner. Note from Figure 7.4 that the extension-rate for these geometries
ranges from 2 to 3.5 in the hyperbolic section, so that
·
ελR,L < 1. Thus at steady-state
(from Section 5.6) we expect σL = (1 − ·ελR,L)−1 while σLL will be larger by a factor of
approximately φ
−1/2
L .
The calculated stress birefringence with the same contour interval, (i.e. contour interval
= 0.5) for the cross-slot with different hyperbolic lengths are presented in Figure 7.7 where
the stress contours are shown for the central section of the geometry from half-way in the
upstream channel to half-way in the downstream channel. The density of the stress contours
away from the centre-line is similar for all lengths in both upstream and downstream arms
as a consequence of the shear flow. However, in the outlet centre-line, a birefringence strand
is observed due to the high stresses generated by the elongational flow. Looking at L = 0,
the density of the stress contours is most pronounced in the cross-slot region compared
to the other hyperbolic lengths. This indicates that the highest stress is produced within
this region as a consequence of the strong elongational flow at the stagnation point, the
history of which is inherited along the outlet centre-line of the geometry. This agrees with
the extension-rate and stretch for the fat and thin tubes plotted in Figure 7.5 and 7.6
respectively. There is also high stress observed at the sharp corners due to the singularity
in the velocity gradient at these points.
When the hyperbolic shape is applied to the corners, a smoother region is created and
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this reduces the stress both near the stagnation point and at the walls. This is demonstrated
by the decrease in the number of stress fringes within the slot, as can be seen from Figure
7.7, when the length of the hyperbolic corner is increased. Based on the results presented in
this section, the L = 2 hyperbolic corner length is sufficiently long to generate the uniform
extension-rate within the hyperbolic region and short enough to avoid larger shear effect
near the wall. Therefore, the cross-slot with hyperbolic corner L = 2 is chosen as the
base geometry to further investigate the effect of different extension-rate, effect of chain
coupling, effect of blend composition effect and the effect of channel depths provided in
the next sections. However, in order to examine the effect of changing the shape of the
corner a comparison between the cross-slot with hyperbolic corner, L = 2 and cross-slot
with rounded corner having a radius, R=R/H is presented beforehand to look at the effect
on the extension-rate, the stretch in fat and thin tubes along the centre-line.
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Figure 7.7: The birefringence pattern for different hyperbolic corner lengths with contour
interval 0.5 predicted by the RDP model given the VFR≈ 3.65 with λD,L = 10.0, λR,L = 0.2,
λD,S = 0.1 and λR,S = 0.05.
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Figure 7.8 shows a comparison of the extension rate between the cross-slot with hyper-
bolic corner and rounded corner. Here, we used R=2 for the radius of the rounded corner
for a comparable results. The fluid is flowing through the slot with the same VFR that is
about VFR ≈ 3.65. From the figure, it can be seen that the extension rate is quite similar
to a comparison of the extension rate between the rounded corner showing higher extension-
rate within the rounded region and the stagnation point comparing to the one predicted
by hyperbolic corner. However, in terms of the uniformity of the extension-rate, there is
a wider range of constant extension-rate observed for the cross-slot with hyperbolic corner
which is within the hyperbolic region comparing the rounded corner.
Figure 7.8: The extension-rate predicted by hyperbolic corner with a) L = 2 and rounded
corner when radius b) R=2 given the VFR ≈ 3.65 with λD,L = 10.0, λR,L = 0.2, λD,S = 0.1
and λR,S = 0.05.
In Figure 7.9, the stretch for both fat and tubes measured along the centre-line are
presented for both hyperbolic and rounded corner. From the figure, it can be seen that the
rounded corner predicts slightly higher stretches as a consequence of the higher extension-
rate predicted in the rounded corner. From Figure 7.9, there is a smooth increment of the
stretch within the hyperbolic region while the profile observed for the rounded corner within
the rounded region inherits the profile from the extension-rate.
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Figure 7.9: The fat and thin tubes stretch predicted by hyperbolic corner with a) L = 2 and
rounded corner with radius b) R=2 given the VFR ≈ 3.65 when λD,L = 10.0, λR,L = 0.2,
λD,S = 0.1 and λR,S = 0.05.
Looking at the birefringence pattern depicted in Figure 7.10, both hyperbolic and
rounded corners show a similar pattern except in the region within the slot near the centre-
line where the cross-slot with hyperbolic corner has a single white fringe at the stagnation
point and a single black fringe away from the stagnation point. In a cross-slot with a
rounded corner in Figure 7.10b, within the area of stagnation point, there are two fringes
observed (i.e. one black and one white) near the centre-line and away from the stagna-
tion point. This suggests that the rounded corner produces higher stress within near and
along the centre-line as a consequence of the higher extension-rate within this region. This
observation is consistent with the results shown in Figure 7.8 and 7.9.
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Figure 7.10: The birefringence pattern for hyperbolic corner when a) L=2 and rounded
corner with radius, b) R=2 given the VFR ≈ 3.65 with contour interval 0.5 and λD,L = 10.0,
λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
7.4 Effect of different extension-rate
In this section, the effect of extension-rate on the prediction of stretch for the fat and thin
tubes with the stress birefringence are discussed. Three different pressure drops, giving
different volumetric flow-rates and extension-rates, are considered in this case. The details
of the pressure drop imposed for L = 2 for the following extension-rates ε˙ = 0.05, ε˙ =
1.0, ε˙ = 2.5 are ∆P = 1.3,∆P = 22 and ∆P = 43.8 respectively.
Figure 7.11 displays the extension-rate along the outlet centre-line for different pressure
drops. In this figure, the legend refers to the extension-rate along the section of hyperbolic
curve where an almost constant strain-rate is found. The profile of the extension-rate is
similar for all three values but the higher extension-rate, ε˙ = 2.5, shows a small undershoot
both before and after the hyperbolic corner because of the modification of the flow caused
by the polymeric stress. This can clearly be seen from the normalised extension-rate at
constant flow-rate when the data is plotted on each other shown from the RHS of the figure.
166
Chapter 7. RDP-CSF 7.4. Effect of different extension-rate
Figure 7.11: Extension-rate (LHS) and normalised extension-rate (RHS) along the outlet
centre-line of the cross-slot with the hyperbolic corner given length, L = 2, for different
pressure drops when λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05. The legend
value corresponds to the extension-rate in region of the hyperbolic curve.
The stretch for both fat and thin tubes are presented in Figure 7.12. As expected,
the stretch is maximum at the stagnation point which has the highest extension-rate. The
lowest extension-rate ε˙ = 0.05, does not show any stretching in both tubes because the flow
is still in the slow regime and behaving like a Newtonian fluid. The extension-rate, ε˙ = 1.0,
however, is high enough to create stretch in both tubes, as a consequence of the enhanced
stretch relaxation time, even though
·
ελR,L < 1. At the end of the hyperbolic section the
stretch relaxes as the extension-rate returns to zero.
Figure 7.12: Effect of extension-rate for stretch of the fat and thin tubes along the outlet
centre-line predicted by the RDP model.
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Figure 7.13: The birefringence contour predicted by RDP model for different extension-rate
with contour interval 0.5 for figure (b),(c),(d) given λD,L = 10.0, λR,L = 0.2, λD,S = 0.1
and λR,S = 0.05. In figure (a) a small contour interval (i.e. 0.03) is used for
·
ε = 0.05.
The birefringence contour for different extension-rates are presented in Figure 7.13.
Figure 7.13a uses a smaller contour interval of 0.03 compared with 0.5 used in Figures
7.13b,c,d in order to show the stress distribution at this much slower rate. The birefringence
pattern predicted by ε˙ = 0.05 has four-fold symmetry as the flow is in the slow regime where
the fluid is Newtonian. As the extension-rate is increased we observe both an increase in
the number of birefringence contours shown by the figure, but also a change in the pattern
with the four-fold symmetry lost due to the appearance of the birefringent strand along the
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outlet centre-line.
7.5 Effect of coupled and uncoupled blends
This section presents the comparison between the coupled and uncoupled blend models, the
RDP and its equivalent mRP model having the same linear rheology. Figure 7.14 shows the
extension-rate and stretch for the long-long chain interaction. From the left-hand figure, the
extension-rate profile does not show much difference. However, the RDP model has a slightly
lower extension-rate at the stagnation point due to its higher resistance to extensional flow.
The velocity profile across the upstream and downstream regions as shown in Figure 7.15
also show the same trend, where both regions have slightly lower velocity approaching
the centre-line predicted by the RDP model. Both the upstream and downstream regions
however show an identical velocity profile.
Figure 7.14: The extension-rate and stretch for the long-long interaction predicted by mRP
and RDP models for hyperbolic corner length, L = 2 given pressure drop imposed ∆P = 43.8
with λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
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Figure 7.15: The velocity profile across the upstream and downstream section for y = 1
and x = 1 respectively comparing both RDP and mRP models given pressure drop imposed
∆P = 43.8 with λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
The stretch in the fat tube formed by the long-long chain interaction in RDP is equivalent
to the stretch predicted by the first mode with the longest relaxation time in the mRP
model. The stretch along the outlet centre-line predicted by these models are displayed
in the right-hand Figure 7.14. The figure reveals that the stretch predicted by the RDP
model is three times higher than the mRP model along the centre-line, even though the
extension-rate is slightly higher for the mRP model. The enhanced stretch relaxation that
is captured by the RDP model explains this prediction. For the mRP model the steady-
state stretch in extensional channel flow is given by σM1 <
1
1− ·ελR,i
, which is similar to that
of the thin tube in the RDP model, whereas for the RDP model the stretch is enhanced
by a factor of approximately φ
−1/2
L . The molecular stretch relaxes beyond the hyperbolic
corner. However, in the RDP model this relaxes at the enhanced stretch relaxation rate and
so remains stretched along the outlet centre-line in the straight channel region.
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Figure 7.16: The birefringence contour predicted by RDP and mRP model with contour
interval 0.5 given pressure drop imposed ∆P = 43.8 with λD,L = 10.0, λR,L = 0.2, λD,S =
0.1 and λR,S = 0.05.
Figure 7.16 shows the birefringence contour generated when ε˙ = 2.5. The birefringence
predicted by both models is almost identical except for the region close to the outlet centre-
line. Here, the density of the birefringence contours is higher in the RDP model, compared
to the prediction made by the mRP model, with the RDP model showing a birefringent
strand that is absent in the mRP model.
Figure 7.17: The stretch contour of the whole cross-slot for the fat tube predicted by the
RDP and mRP model at ε˙ = 2.5 given pressure drop imposed ∆P = 43.8 with λD,L = 10.0,
λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05.
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This corresponds to the fat tube stretch field in a cross-slot presented in Figure 7.17 for
both RDP and mRP models. No significant stretch is observed within the inlet region of
the cross-slot arms. For both models the highest stretch occurs along the outlet centre-line
at and downstream of the stagnation point as a result of the strong extensional flow created
in this region. However, as shown in Figure 7.14 and Figure 7.17, the enhanced stretch
relaxation in the RDP model gives a much greater stretch at this extension-rate than is
produced in the mRP model.
7.6 Effect of blend composition in the two-dimensional cross-
slot
In this section the results of varying the blend composition in the two-dimensional cross-slot
flow are presented. The polymeric viscosity for the short and long chains for the different
blends are recorded in Table 7.3 along with the pressure drop required to give a VFR of 4.8.
Table 7.3: Viscosity contribution from the short and long chains for the different blend
compositions, together with the pressure drop required to give a VFR of 4.8. The relaxation
times are given by λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05.
Blend φS φL ηP,S ηP,L ∆P
A 0.95 0.05 0.095 0.5 43.8
B 0.9 0.1 0.09 1.0 45.0
C 0.8 0.2 0.08 2.0 47.5
Figure 7.18 shows the extension-rate along the centre-line for the two-dimensional cross-
slot with hyperbolic corner length, L = 2, for the three different blends. From the figure,
the extension-rate at the lower long chain fractions (i.e. φL = 5%, 10%) do not show much
difference within the hyperbolic corner, with the exception of the extension-rate at the
stagnation point which is lower for φL = 10%.
The φL = 20% blend produces a greater modification to the extension-rate and loses the
uniformity of the extension-rate in the region of the hyperbolic corner. This is because the
proportion of the long chains leads to a more significant modification of the flow along the
outlet centre-line due to the enhanced resistance to extensional flow compared to lower φL.
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Figure 7.18: The extension-rate predicted by the RDP model along the outlet centre-line
of the cross-slot geometry with hyperbolic corner with length, L = 2 for different blend
compositions flowing with the same volumetric flow-rate of 4.8 when λD,L = 10, λR,L =
0.2, λD,S = 0.1, λR,S = 0.05.
Figure 7.19 shows the fat and thin tube stretches along the outlet centre-line. The
prediction shows the same trends as found for the hyperbolic contraction flow where the
stretch in the fat tube decreases with increasing long chain fraction while the thin tube
stretch increases. Decreasing the proportion of long chains enhances the stretch relaxation
time in the tube made up of the long-long chain interaction. The details of the discussion
are similar to the explanation described in Section 6.5.
Figure 7.19: The stretch predicted by the RDP model along the centre-line of the cross-slot
geometry with hyperbolic corner with length, L = 2 for different blend compositions flowing
with the same volumetric flow-rate of 4.8 given λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and
λR,S = 0.05.
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Figure 7.20: The stretch contour for both thin and fat tubes predicted by the RDP model
for different blend compositions when λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05.
The distribution of stretch in both the fat and thin tubes within the cross-slot for the
different blend compositions are presented in Figure 7.20. The trend of the stretch in both
fat and thin tubes can be clearly be seen as the blend composition is increased (going
down the figure). Looking at the cross-section of the outlet channel we observe a different
distribution of stretch between the two tubes. In the fat tube it is observed that the stretch
is concentrated at the centre-line due to the strong elongational flow in this region. Away
from the centre-line, the stretch first decreases and then increases again. However, near
the wall, the stretch is low. In contrast the maximum thin tube stretch in this region is
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generated at the wall of the geometry due to the shear flow.
Figure 7.21: The birefringence contour predicted by the RDP model for different volume
fractions with contour interval 0.5 with the same VFR of 4.8 when λD,L = 10, λR,L =
0.2, λD,S = 0.1, λR,S = 0.05.
Figure 7.21 shows the simulated birefringence contours generated by different blends.
Note that, the density of the stress fringes is increasing in line with the increase of the
long chain concentration. The significant difference of the birefringence contour is observed
around the outlet centre-line region, where the stress generated at the stagnation point is
advected downstream.
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7.7 Hyperbolic contraction flow versus cross-slot flow
In this section, the comparison between hyperbolic contraction (one-dimensional flow) and
cross-slot (two-dimensional flow) is presented. The main difference between these flows is
the presence of the stagnation point at the centre of the cross-slot, which provides a point
of infinite residence time.
The flow rates in the two devices are adjusted to give the same extension-rate, ε˙ = 2.5
within the hyperbolic region, with contraction length, L = 5, for hyperbolic contraction flow
(HCF) and contraction length corner, L = 2, for cross-slot flow (CSF) as these give similar
lengths of extensional flow along the centre-line. However the transit time for a polymer
through these devices is quite different. The schematic diagram for both flows is presented
in Figure 7.22.
Figure 7.22: The schematic diagram for hyperbolic contraction flow and cross-slot flow with
the flow direction.
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Figure 7.23: The extension-rate along the centre-line for one-dimensional flow (HCF) with
two-dimensional flow (CSF) with pressure drop, ∆P = 256 and ∆P = 43.8 respectively to
give ε˙ ≈ 2.5 within the hyperbolic region when λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S =
0.05.
Figure 7.23 presents the strain-rate profile along the centre-line. Note that, the value
x = 0 is the beginning of the contraction for hyperbolic contraction flow while in cross-slot
flow, it is the centre of the geometry where the stagnation point is defined. In order to show
the extension-rate and stretch upstream of the stagnation point for the cross-slot, negative
values correspond to points on the y−axis rather than the negative x−axis. This is shown in
Figure 7.22b. There is a slight asymmetry in the extension-rate between the inlet and outlet
centre-line observed in Figure 7.23 for CSF as a consequence of the polymeric stresses.
In the HCF, the flow accelerates through the contraction with extension-rate gradually
increasing beyond x = 0 and achieving an almost extension-rate from about x = 0.3 within
the contracting region.
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Figure 7.24: The stretch for the fat (LHS) and thin (RHS) tubes along the centre-line for
one-dimensional flow (HCF) and two-dimensional flow (CSF) with ε˙ = 2.5 when λD,L =
10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05.
In Figure 7.24, the stretch in the fat and thin tube for both flow cases are presented.
For the HCF, the thin and fat tubes are unstretched in the upstream channel and gradually
stretch within the contraction before the stretch relaxes in the straight downstream channel
(note that velocity in this downstream channel is 4 times that of the upstream channel).
In CSF, there is a rapid increase in both the thin and fat tube stretch approaching the
stagnation point. Along the outlet centre-line, the stretch in both tubes is the highest at
the stagnation point and relaxes downstream as the extension-rate reduces before relaxing
further once it reaches the downstream channel. The main difference between these two
geometries is that in the CSF, the residence time in the neighbourhood of the stagnation
point is sufficient for the polymers to achieve their equilibrium stretch, whereas the HCF
measures the transient growth of stretch.
7.8 Effect of cross-slot depth in the three-dimensional cross-
slot
So far we have assumed that the cross-slot is sufficiently deep that flow in the centre is
unaffected by the presence of side-walls. In this section, the effect of the presence of side-
wall in a three-dimensional cross-slot flow is presented. The hyperbolic corner with length,
L = 2, is used and with the channel half-depth, given by d = 0.25, 0.5, 1.0, 2.0 where d = D/2
is the channel depth measured from the centre-line to the side-wall. Figure 7.25 shows the
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velocity profile across a quarter domain of the cross-slot. The centre-line for the x− and
y−direction with the channel depth, D is also shown in this figure.
Figure 7.25: The quarter domain for the three-dimensional cross-slot taken from the first
quadrant that has been tilted to illustrate the velocity field across the channel depth, D = 2d
given pressure drop, ∆P=43.8 when λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05 for
D = 4 that is d = 2.
Figure 7.26 shows the velocity profile along the centre-line on the centre-plane when
y = 0 and z = d, at a pressure drop ∆P=43.8. Comparing the velocity as a function
of channel depth, the slowest flow is observed for the cross-slot with the smallest depth,
d = 0.25. This is to be expected as the smallest depth restricts the motion of the fluid
through the slot and the cross-stream flow. This leads to a reduction in the extension-rate
both at the stagnation point and downstream.
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Figure 7.26: The influence of the channel depth in a three-dimensional cross-slot flow for the
velocity and the extension-rate along the centre-line given λD,L = 10.0, λR,L = 0.2, λD,S =
0.1 and λR,S = 0.05 with 5% long chain concentration with ∆P = 43.8.
The effect of the presence of the side-wall reduces as the channel depth increases and
the prediction approaches the two-dimensional numerical approximation for d = 2.
Figure 7.27: The cross-section in z-direction from the wall of the front plane to wall of
the back plane in the half-way downstream region (x = 6.25) for three-dimensional cross-
slot flow when λD,L = 10.0, λR,L = 0.2, λD,S = 0.1 and λR,S = 0.05 for 5% long chain
concentration with ∆P = 43.8.
Figure 7.27 shows the velocity profile across the channel in the z−direction for the
different channel depths. The channel with smaller depths show a parabolic velocity profile
indicating the influence of the presence of the side walls that disturbs the flow moving in the
x−direction. The blunted velocity profile towards the centre-line, shown by depth d = 2.0,
indicates this depth is wide enough for the effects of the side walls on the flow along the
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centre-plane to be neglected.
7.9 Conclusion
In this chapter, the behaviour of the RDP model in a cross-slot geometry with a hyperbolic
corner is studied. Several relevant effects are investigated including the geometrical effects of
hyperbolic corner length and presence of side walls, as well as the effects of blend composition
and differences from the uncoupled mRP model. Overall the results presented in this chapter
show the same trend as discussed in Chapter 6 for the hyperbolic contraction flow.
The differences between the hyperbolic contraction flow and the cross-slot flow measured
at the same extension-rate arise from the difference in residence times along the centre-line
of the geometries. The presence of the stagnation point in a cross-slot geometry produces
significantly higher stretch than the hyperbolic contraction geometry, even though the same
extension-rate is applied, as the increased residence time allows the polymers to achieve
their steady-state extension.
The resulting high polymeric stresses, both at the stagnation point and along the outlet
centre-line, result in a loss of the four-fold symmetry in the flow birefringence distribution.
However in all the cases shown in this chapter the flow and stress pattern remain symmetric
about reflections in the x and y axes. For some constitutive equations for polymer solutions,
such as Oldroyd-B and FENE-P it is found [35], [123] that the flow loses this reflectional
symmetry above a critical Deborah number. In the next chapter, we investigate whether
this can also happen for the RP and RDP models.
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The bifurcation of the flow in a
cross-slot geometry
This chapter examines whether the flow bifurcation in a two-dimensional cross-slot geometry,
found for the UCM and Oldroyd-B models for polymer solutions, are also seen for the single-
mode Rolie-Poly [57] and RDP [23] constitutive models which better represent entangled
polymer melts. At the beginning of the chapter, the simulation approach used in this
work (i.e. the pressure ramping protocol as a boundary condition for pressure at the inlet)
is validated against the published results [35] for UCM and Oldroyd-B [103] constitutive
models. This is then followed by the results for the Rolie-Poly and RDP model with the
discussion of relevant effects in both models to determine the critical Deborah number for
the onset of this flow bifurcation. This includes the effect of varying stretch relaxation
time, λR, in a single-mode Rolie-Poly model. In the RDP model, the comparison between
different blend compositions of the long chain is presented.
8.1 Motivation
The steady-state flow bifurcation of the flow of a polymeric solution through a cross-slot was
first reported by Arratia et al. [8] experimentally when comparing the flow of a Newtonian
fluid with a polyacrylamide polymer solution at low Reynolds number through a microfluidic
cross-channel flow. They found a spatial symmetry breaking bifurcation for the flow of the
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polymer solution above a critical Deborah number. This experimental finding inspired Poole
et al. [115] to investigate this flow numerically. They found that the asymmetric transition
of the flow could be predicted for the UCM model in the absence of inertia. Rocha et
al. [123] extended this work to consider the FENE-CR and FENE-P models to look at the
effect of the finite extensibility and the concentration of the polymer. They also compared
a cross-slot with sharp and rounded corners and reported that the influence of the rounded
corner is not significant. They reported that the critical Deborah number decreases at higher
finite extensibility and as the polymer viscosity increases. Cruz et al. [35] further extended
the study of this flow bifurcation for different viscoelastic models that include the UCM,
Oldroyd-B, [103] and PTT model [111] to determine the critical Deborah number. They
suggested the prediction of this flow bifurcation as a new viscoelastic numerical benchmark
flow problem. Pimenta and Alves [113] subsequently provided the cross-slot flow as a tutorial
example in the RheoTool toolbox and solve the problem using the rheoFoam solver for a
velocity driven flow where the fixed value of the velocity is used at the inlet of the geometry
for the UCM model.
This flow bifurcation has not been studied for tube theory based constitutive models
such as Rolie-Poly and RDP models. Moreover experiments on polymer melts, such as
those of Auhl et al. [10], do not report this flow bifurcation. The cross-slot with a sharp
corner will only be considered in this chapter since the cross-slot with rounded corner does
not give significant changes to the prediction as reported in Rocha et al. [123] and Cruz et
al. [35]. Different from the approach used in the literature, pressure boundary conditions
are used here, where the boundary conditions specified are similar to Table 7.1.
8.2 Validation with published results
The simulations and pressure ramping approach used in this work are validated against the
published results [35] by reproducing the prediction of flow bifurcation for the UCM model
(viscosity ratio, β = 0.0) and Oldroyd-B model with β = 1/9 and fluid relaxation time for
both models is λ = 0.33. The validation is made by calculating the bifurcation parameter,
DQ [115] against Deborah number.
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Figure 8.1: The cross-slot geometrical definition with flow-rate.
This parameter indicates the degree of the asymmetry of the flow and is defined as
DQ= Q2−Q1Q where Q = Q1 + Q2 is the total flow rate in each arm of the cross-slot and
Q1 and Q2 as indicated from Figure 8.1 is the flow rate in the left-hand outlet channel
originating from the top and bottom inlets respectively. The Deborah number is defined as
De= λU/D = λQ/D2 where λ is the fluid relaxation time and D = 1 is the channel width.
A value DQ=0.0 indicates the symmetric flow of Chapter 7. On the other hand, when the
flow is fully bifurcated, DQ=±1.0 indicates that all the flow from one inlet goes through
the same outlet.
Note that due to the symmetry of the geometry the bifurcation can happen in either
direction so DQ can be both positive and negative. An example of how this bifurcation
appears in the velocity colour plot for the UCM model is presented in Figure 8.2 showing
how the asymmetry develops as the Deborah number is increased. From the figure, we can
see the steady transition of the flow up to De=0.330. Notice that this change takes place
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over a small range of Deborah numbers.
Figure 8.2: The steady-state flow transition from symmetry (De=0.310) to highly asym-
metric case (De=0.330) for the UCM model when λ = 0.33.
Next, a numerical comparison between the published results and the current work are
presented in Table 8.1 and 8.2 recording the bifurcation parameter value, DQ, as a function
of Deborah number for UCM and Oldroyd-B models respectively.
185
Chapter 8. Cross-slot bifurcation 8.2. Validation with published results
Table 8.1: The UCM model data for Deborah number with bifurcation parameter, DQ [115]
at different Deborah number comparing current work with published results [35].
De DQ-Cruz et al. [35] DQ-Current work
0.000 0.000 0.000
0.100 0.000 0.000
0.200 0.000 0.000
0.300 0.000 0.000
0.305 0.000 0.000
0.310 0.000 0.000
0.315 0.138 0.110
0.320 0.270 0.247
0.330 0.415 0.402
Table 8.2: The Oldroyd-B model data with β = 1/9 at different Deborah number comparing
current work with published results [35].
De DQ-Cruz et al. [35] DQ-Current work
0.000 0.000 0.000
0.100 0.000 0.000
0.200 0.000 0.000
0.300 0.000 0.000
0.340 0.000 0.000
0.345 0.000 0.000
0.350 0.000 0.000
0.355 0.000 0.003
0.360 0.000 0.056
0.370 0.221 0.201
0.380 0.381 0.352
0.400 0.550 0.521
0.420 0.653 0.628
Figure 8.3: Bifurcation pattern for the Oldroyd-B and UCM follows the trend presented in
the published article [35].
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The calculations were performed using the mesh shown in Figure 8.4 which is similar to
the mesh used in the tutorial example. This mesh has 14 841 hexahedral cells with 51 cells
across the channel. The odd number of cells is chosen so that the stagnation point, where
the local Weissenberg number at this point is evaluated, lies at the centre of a cell.
Figure 8.4: The 14 841 cell mesh used for the simulations.
The number of cells used by Cruz et al. [35] is 12 801 and is similar to the number 14
841 used here. Figure 8.3 shows a good agreement between the prediction made by both
approaches. The slight difference of the prediction between the published data and current
work data may be a consequence of differences in the numerical scheme, such as the stress-
velocity coupling in the rheoFoam solver introduced by Pimenta and Alves [113] in order to
improve the numerical stability.
8.3 The flow bifurcation for the RP model
In this section, the monodisperse Rolie-Poly model is considered where the influence of
the ratio of the stretch and reptation relaxation times on the symmetry breaking flow is
observed. The local Weissenberg number as a function of Deborah number is also presented
and discussed.
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8.3.1 Effect of varying relaxation time
As the RP model has two different relaxation times for stretch and orientation there are
two possible definitions for the Deborah number. On the assumption that the bifurcation
is associated with chain stretch the Deborah number is defined as De= λRQ/D
2. Other
parameters are set to β∗ = 0.0 and solvent viscosity ratio, β = 1/9. This ratio is inversely
proportional to the number of entanglements, so is small for a highly entangled melt and
approaches unity for unentangled chains. Note that, the dimensionless local Weissenberg
number is measured at the stagnation point and is defined as Wi0 = λ
∗∗ ·ε, where λ∗∗ =
λR/λD (or λ
∗∗ = 1/3Z) given λD = 1.0 and the expression for
·
ε is defined in equation (8.2).
Table 8.3 records the data for the single-mode Rolie-Poly model with different relaxation
times for De ≤ 1.599.
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Table 8.3: The single-mode Rolie-Poly model data for a cross-slot with different relaxation
time ratios, λ∗∗ with β = 1/9. Osc stands for unsteady oscillatory flow.
λ∗∗ = 0.2 λ∗∗ = 0.4 λ∗∗ = 0.6
De Wi0 DQ De Wi0 DQ De Wi0 DQ
0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
0.092 1.097 0.000 0.150 1.168 0.000 0.197 1.192 0.000
0.150 1.645 0.000 0.263 1.652 0.000 0.298 1.613 0.000
0.215 2.143 0.000 0.332 2.045 0.000 0.412 1.936 0.000
0.281 2.569 0.000 0.431 2.333 0.000 0.530 2.158 0.000
0.348 2.920 0.000 0.725 2.768 0.000 0.649 2.304 0.000
0.414 3.200 0.000 0.818 2.833 0.000 0.707 2.356 0.000
0.447 3.318 0.000 0.908 2.878 0.000 0.765 2.399 0.003
0.480 3.421 0.000 0.952 2.895 0.000 0.774 2.435 0.052
0.544 3.594 0.000 0.978 2.904 0.000 0.780 2.550 0.120
0.607 3.729 0.000 0.995 2.910 0.000 0.804 2.739 0.197
0.668 3.835 0.000 1.012 2.915 0.000 0.818 2.901 0.247
0.728 3.917 0.000 1.038 2.922 0.001 0.832 3.035 0.281
0.780 3.982 0.000 1.046 2.924 0.002 0.846 3.167 0.310
0.958 4.105 0.000 1.054 2.928 0.006 0.850 3.200 0.312
1.171 4.176 0.000 1.063 2.948 0.019 0.860 3.297 0.334
1.222 4.185 0.000 1.071 2.970 0.027 0.874 3.422 0.356
1.322 4.196 0.000 1.079 2.993 0.035 0.888 3.541 0.376
1.418 4.202 0.000 1.097 3.038 0.042 0.902 3.659 0.393
1.512 4.203 0.000 1.113 3.114 0.052 0.916 3.772 0.409
1.599 Osc Osc 1.131 3.200 0.070 0.959 Osc Osc
- - - 1.147 3.267 0.081 - - -
- - - 1.164 3.331 0.091 - - -
- - - 1.204 Osc Osc - - -
In Figure 8.5, we plot the bifurcation parameter against the Deborah number for different
λ∗∗. The results from the table and graph reveal that the onset of asymmetric flow is not
purely a function of the stretch relaxation time, but depends also on the relaxation time
ratio. For λ∗∗ = 0.2 the flow remains symmetric up to De=1.512 before the oscillatory flow
is observed at De=1.599 which is the highest Deborah number considered.
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Figure 8.5: Bifurcation pattern for the single-mode RP model with different stretch relax-
ation time.
The emergence or the onset of the flow asymmetry for λR = 0.4λD is observed to start
at critical Deborah number Decr = 1.038 becoming more obvious at De=1.063 and above.
For λR = 0.6λD, the steady symmetry breaking flow is observed above a critical Deborah
number Decr = 0.75. Here, the asymmetric flow is more obvious with maximum splitting
of the flow, DQ=0.409, before the simulation fails to converge at De=0.959. Thus as λ∗∗
increases we find that the critical Deborah number decreases and the rate at which DQ
grows with Deborah number increases.
Here, the Deborah number is based on the volumetric flow-rate rather than the strain-
rate at the stagnation point, so we can instead define a local Weissenberg number based on
the strain-rate at the stagnation point. When the flow is symmetric the strain-rate is given
by ε˙0 = (∂u/∂x)|0= −(∂v/∂y)|0. However, once the flow becomes asymmetric the velocity
gradient will no longer be diagonal. The local strain-rate for a general two-dimensional
incompressible flow is given by the
D =
 ∂u∂x 12(∂u∂y + ∂v∂x)
1
2(
∂v
∂x +
∂u
∂y )
∂v
∂y
 =
a b
b −a
 (8.1)
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where a = ∂u∂x = −∂v∂y and b = 12(∂u∂y + ∂v∂x). Taking the positive eigenvalue, ε˙, of equation
(8.1), we have
ε˙0 =
1
2
√[(
∂u
∂x
∣∣∣∣
0
− ∂v
∂y
∣∣∣∣
0
)2
+
(
∂u
∂y
∣∣∣∣
0
+
∂v
∂x
∣∣∣∣
0
)2]
. (8.2)
which gives a scalar measure of the strain-rate. Note that this is different from the defini-
tion used by Cruz et al. [35] who used the velocity gradient rather than the strain-rate to
determine Weissenberg number.
Figure 8.6: The Weissenberg number as a function of Deborah number, calculated as the
product of the stretch relaxation time and strain-rate at the stagnation point for the Rolie-
Poly model with β = 1/9.
In Figure 8.6, the local (stretch) Weissenberg number is plotted as a function Deborah
number. As the Deborah number increases the rate of increase of the Weissenberg number
with Deborah number decreases as the extensional stresses generated at the stagnation point
modify the flow to reduce the extension-rate there. However, at the point where the flow
becomes asymmetric there is a change in gradient with the Weissenberg number increasing
more rapidly with strain-rate.
In summary, for the RP model we only observe flow asymmetry when the stretch and
orientation relaxation times are similar, which is the limit of unentangled chains. This would
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explain why the flow bifurcation is found experimentally for polymer solutions but has not
been reported for polymer melts.
8.4 The bifurcation of the RDP model
The bidisperse RDP model is considered in this section where the effect of the varying long
chain fraction on the flow bifurcation is investigated. The results of the previous section
for the RP model found that flow bifurcations were only seen when the ratio of the stretch
to orientation relaxation times was of order unity. One key property of the RDP model is
that the effective stretch relaxation time is enhanced by dilution of the long chains, which
raises a question as to whether this affects the onset of flow bifurcation. The local (stretch)
Weissenberg number measured at the stagnation point as a function of Deborah number
and stretch for both thin and fat tubes are presented and discussed.
8.4.1 The effect of varying concentration
Table 8.4, 8.5 and 8.6 record the data for local Weissenberg number that is obtained from
the stretch relaxation time of the long chain and the bifurcation parameter over Deborah
number for different mesh refinements (coarser to finer) and different long chain fractions
i.e. φL = 5%, φL = 10% and φL = 20% respectively. The number of element in the coarser
mesh (M1) is 14 841 cells, medium (M2) is 28 045 cells and finer (M3) is 45 045 cells. While
the long chain fraction, φL is varying, other parameters are set as in previous chapters to
λD,L = 10, λR,L = 0.2, λD,S = 0.1, λR,S = 0.05, β
∗ = 0.0, and ηS = 0.01 with the Deborah
and Weissenberg numbers based on λR,L.
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Table 8.4: The bidisperse RDP model data for a cross-slot with long chain fraction φL=5%
for different mesh resolutions.
∆P
M1 M2 M3
De DQ Wi0 De DQ Wi0 De DQ Wi0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.131 0.000 1.403 0.131 0.000 1.398 0.131 0.000 1.396
20 0.278 0.000 2.947 0.278 0.000 2.933 0.278 0.000 2.925
30 0.450 0.000 4.651 0.449 0.000 4.592 0.449 0.000 4.580
40 0.649 0.000 5.746 0.649 0.000 5.750 0.649 0.000 5.757
42 0.691 0.000 5.847 0.691 0.000 5.856 0.692 0.000 5.866
44 0.734 0.000 5.924 0.734 0.000 5.935 0.735 0.000 5.947
46 0.778 0.000 5.983 0.779 0.000 5.996 0.779 0.000 6.009
48 0.822 0.000 6.030 0.823 0.000 6.044 0.825 0.000 6.057
50 0.868 0.000 6.068 0.869 0.000 6.083 0.871 0.000 6.096
52 0.915 0.031 6.699 0.917 0.022 6.698 0.918 0.017 6.675
Table 8.5: The bidisperse RDP model data for a cross-slot with long chain fraction φL=10%
for different mesh resolutions.
∆P
M1 M2 M3
De DQ Wi0 De DQ Wi0 De DQ Wi0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.120 0.000 1.275 0.119 0.000 1.267 0.119 0.000 1.262
20 0.260 0.000 2.690 0.259 0.000 2.662 0.259 0.000 2.647
30 0.423 0.000 4.160 0.423 0.000 4.100 0.423 0.000 4.070
40 0.614 0.000 5.262 0.614 0.000 5.210 0.614 0.000 5.184
42 0.655 0.000 5.398 0.655 0.000 5.352 0.655 0.000 5.331
44 0.696 0.000 5.510 0.697 0.000 5.471 0.697 0.000 5.453
46 0.738 0.000 5.601 0.739 0.000 5.569 0.740 0.000 5.555
48 0.781 0.000 5.677 0.782 0.000 5.650 0.784 0.000 5.639
50 0.824 0.000 5.741 0.827 0.000 5.718 0.828 0.000 5.710
52 0.870 0.030 6.206 0.872 0.021 6.129 0.874 0.015 6.072
54 0.915 0.039 6.608 0.918 0.027 6.561 0.920 0.021 6.532
56 0.961 0.040 6.663 0.964 0.027 6.523 0.966 0.020 6.458
58 1.004 0.041 6.667 1.010 0.029 6.499 1.013 0.021 6.423
60 1.052 0.048 6.751 1.056 0.031 6.510 1.061 0.023 6.412
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Table 8.6: The bidisperse RDP model data for a cross-slot with long chain fraction φL=20%
for different mesh resolutions.
∆P
M1 M2 M3
De DQ Wi0 De DQ Wi0 De DQ Wi0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.096 0.000 1.041 0.096 0.000 1.033 0.096 0.000 1.029
20 0.227 0.000 2.282 0.227 0.000 2.246 0.227 0.000 2.230
30 0.381 0.000 3.507 0.380 0.000 3.414 0.380 0.000 3.370
40 0.560 0.000 4.508 0.560 0.000 4.347 0.560 0.000 4.310
42 0.599 0.000 4.659 0.599 0.000 4.524 0.599 0.000 4.458
44 0.638 0.000 4.792 0.638 0.000 4.659 0.639 0.000 4.593
46 0.677 0.000 4.909 0.679 0.000 4.779 0.679 0.000 4.713
48 0.718 0.000 5.011 0.720 0.000 4.885 0.720 0.000 4.821
50 0.758 0.004 5.105 0.761 0.000 4.980 0.762 0.000 4.917
52 0.804 0.030 5.539 0.804 0.019 5.301 0.805 0.000 5.003
54 0.843 0.038 5.808 0.847 0.019 5.573 0.849 0.017 5.373
56 0.886 0.046 6.090 0.890 0.031 5.847 0.893 0.022 5.632
58 0.929 0.054 6.413 0.934 0.038 6.168 0.937 0.026 5.922
60 0.972 0.062 6.784 0.979 0.045 6.549 0.982 0.031 6.275
70 1.192 0.102 9.038 1.204 0.078 8.885 1.210 0.059 8.575
80 1.415 0.148 11.587 1.436 0.132 11.761 1.446 0.121 11.751
90 1.637 0.203 14.014 1.672 0.210 14.366 1.689 0.207 14.891
100 1.861 0.272 16.285 1.918 0.315 17.561 1.948 0.328 18.155
110 2.094 0.351 18.808 2.194 0.436 21.479 2.250 0.477 22.911
120 2.340 0.430 21.790 2.531 0.572 27.370 2.623 0.634 30.528
130 2.608 0.505 25.562 2.900 0.699 33.701 3.056 0.757 38.418
The same pressure drop values recorded from the first column of the table are used
for different meshes and different blend compositions. Comparing the data for different
meshes recorded in Table 8.4, 8.5 and 8.6 shows the convergence of the solution as the mesh
is refined. Results for pressure drops beyond ∆P = 52 for φL = 5% and ∆P = 60 for
φL = 10% are excluded because for these values a numerical instability is observed for at
least one of the mesh refinements. This instability is discussed further in Section 8.5.
Figure 8.7 shows the local Weissenberg number measured at the stagnation point against
Deborah number, where the Deborah number is defined as De=λR,LQ/D
2 in keeping with
the definition used in earlier sections. This is presented in Figure 8.7a for φL = 20% with
different mesh resolutions. We present the effect of varying long chain concentration φL, in
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Figure 8.7b using the finest resolution, M3.
Figure 8.7: The local Weissenberg number measured at the stagnation point over Deborah
number predicted by RDP model with different blend composition.
In Figure 8.7a the results for all different mesh resolutions agree well when the Deborah
number is less than the unity. Beyond De=1.0, we see an increasing discrepancy between the
different meshes with increasing Deborah number, but with a smaller discrepancy between
the two finer meshes suggesting that results are converging with mesh refinement. This
can also be seen from the corresponding Table 8.6. The agreement between different mesh
resolutions is also observed for other blend compositions i.e. φL = 5% and φL = 10% as
recorded from the Table 8.4 and 8.5 respectively.
A graph for different blend compositions plotted in Figure 8.7b shows that when De
< 0.2, the different long chain contributions show the same linear prediction for the Weis-
senberg number as a function of Deborah number. However, beyond De = 0.2, the non-linear
relationship between the dimensionless numbers is observed where φL = 5% predicts the
highest local Weissenberg compared to φL = 10% and φL = 20%.
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Figure 8.8: The asymmetry parameter, DQ as a function of Deborah number for different
volume fraction a) φL = 20% and b) comparing different φL using M3.
Figure 8.8a shows the asymmetry parameter DQ plotted against Deborah number for
φL = 20% with different mesh resolutions. From the figure, we can see that the degree of
the flow bifurcation shown by meshes M2 and M3 are close indicating mesh convergence.
In terms of the critical Deborah number, the coarser mesh gives a lower critical Deborah
number. However, the difference between the other two meshes is small. The critical
Deborah number for 20% long chain concentration obtained by the finer mesh is Decr =
0.849.
Figure 8.8b shows the flow bifurcation for different long chain concentration plotted on
a same graph using M3 mesh. In this figure, the onset of the asymmetric flow for all the
long chain fractions is between 0.8 and 1.0. Even though the critical Deborah number for all
the three volume fractions are about the same, the value of the bifurcation parameter DQ
is different above the critical value as shown in Figure 8.8b. Among the three long chain
concentrations, φL = 20% gives the highest flow asymmetry with DQ=0.026 at De=0.937,
whereas for the corresponding value at φL = 5%, DQ=0.017. Note that for the long chains
the equivalent λ∗∗ = λR,LλD,L is 0.02 which is much smaller than the values for which we found
bifurcations for the RP model. Taking into account the effect of enhanced stretch relaxation
the effective values of λ∗∗ vary from 0.1 to 0.4 as φL decreases from 20% to 5%. However,
decreasing φL reduces the relative stress contribution from the longer chains, which may be
the reason why the onset occurs at a similar critical Deborah number for different values of
φL.
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Figure 8.9: The velocity profile at steady-state across the downstream channel at a) x = 0.5
(beginning of the downstream channel) and b) x = 3.5 for φL = 20% with different pressure
drop values imposed using M3 mesh refinement.
Figure 8.9 shows the velocity profile across the downstream straight channel taken at
x = 0.5 and x = 3.5 for φL = 20% for pressure drop values between 60 and 90. We
can see from the figure that the velocity profile at the beginning of the straight channel
shows a double hump that becomes increasing asymmetric as flow asymmetry increases.
The minimum corresponds to the location of the streamline that comes from the stagnation
point which generates high elastic stresses that resist the extensional flow in this region. For
very low Deborah number, however, this minimum is not found because the elastic stress
is not significant and flow is in the Newtonian regime. Treating the centre-line as the line
of symmetry, the symmetry breaking of the flow can be seen for the higher pressure drops,
as the velocity profile in the lower negative y region has higher flow-rate compared to the
upper positive y region. However further downstream in the straight channel, at x = 3.5,
the flow relaxes back to the profile expected for channel flow.
Table 8.7, 8.8 and 8.9 record the data for the stretch in the thin and fat tubes for different
long chain fractions with different mesh refinements at the stagnation point of the cross-slot
geometry.
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Table 8.7: The bidisperse RDP model data for fat and thin tube stretch in a cross-slot with
long chain fraction, φL = 5%.
PD
M1 M2 M3
Wi0 σL σLL Wi0 σL σLL Wi0 σL σLL
0 0.000 1.000 1.000 0.000 1.000 1.000 0.000 1.000 1.000
10 1.403 1.624 6.149 1.398 1.647 6.282 1.396 1.661 6.362
20 2.947 2.906 12.325 2.933 3.084 13.193 2.925 3.225 13.868
30 4.651 5.794 25.150 4.592 6.277 27.393 4.580 6.700 29.348
40 5.746 13.228 58.351 5.750 14.466 63.906 5.757 15.605 69.021
42 5.847 15.094 66.705 5.856 16.570 73.317 5.866 17.928 79.408
44 5.924 16.957 75.038 5.935 18.678 82.744 5.947 20.262 89.844
46 5.983 18.795 83.260 5.996 20.765 92.072 6.009 22.575 100.182
48 6.030 20.604 91.340 6.044 22.820 101.253 6.057 24.855 110.365
50 6.068 24.775 109.995 6.083 24.841 110.281 6.096 27.096 120.375
52 6.699 23.767 105.321 6.698 26.525 117.682 6.675 30.487 128.988
Table 8.8: The bidisperse RDP model data for fat and thin tube stretch in a cross-slot with
long chain fraction, φL = 10%.
PD
M1 M2 M3
Wi0 σL σLL Wi0 σL σLL Wi0 σL σLL
0 0.000 1.000 1.000 0.000 1.000 1.000 0.000 1.000 1.000
10 1.275 1.570 4.195 1.267 1.579 4.230 1.262 1.583 4.249
20 2.690 2.874 8.682 2.662 3.002 9.121 2.647 3.100 9.450
30 4.160 5.428 16.790 4.100 5.805 18.037 4.070 6.140 19.131
40 5.262 10.274 32.024 5.210 11.024 34.439 5.184 11.755 36.786
42 5.398 11.464 35.771 5.352 12.317 38.509 5.331 13.154 41.187
44 5.510 12.680 39.603 5.471 13.648 42.697 5.453 14.598 45.730
46 5.601 13.907 43.469 5.569 14.998 46.948 5.555 16.069 50.353
48 5.677 15.135 47.335 5.650 16.355 51.220 5.639 17.545 55.010
50 5.741 16.357 51.183 5.718 17.710 55.484 5.710 19.026 59.670
52 6.206 17.442 54.523 6.129 18.977 59.416 6.072 20.444 64.090
54 6.608 18.546 57.940 6.561 20.225 63.290 6.532 21.821 68.379
56 6.663 19.563 61.150 6.523 21.304 66.715 6.458 22.970 72.026
58 6.667 20.513 64.169 6.499 22.334 69.981 6.423 24.084 75.553
60 6.751 21.439 67.086 6.510 23.330 73.129 6.412 25.164 78.965
198
Chapter 8. Cross-slot bifurcation 8.4. The bifurcation of the RDP model
Table 8.9: The bidisperse RDP model data for fat and thin tube stretch in a cross-slot with
long chain fraction, φL = 20%.
PD
M1 M2 M3
Wi0 σL σLL Wi0 σL σLL Wi0 σL σLL
0 0.000 1.000 1.000 0.000 1.000 1.000 0.000 1.000 1.000
10 1.041 1.436 2.662 1.033 1.432 2.662 1.029 1.435 2.662
20 2.282 2.576 5.496 2.246 2.621 5.607 2.230 2.653 5.682
30 3.507 4.645 10.207 3.414 4.815 10.606 3.370 4.977 10.979
40 4.508 7.922 17.518 4.347 8.222 18.224 4.310 8.574 19.032
42 4.659 8.694 19.237 4.524 9.025 20.012 4.458 9.422 20.922
44 4.792 9.486 21.004 4.659 9.855 21.860 4.593 10.299 22.877
46 4.909 10.298 22.803 4.779 10.705 23.750 4.713 11.198 24.879
48 5.011 11.117 24.623 4.885 11.569 25.672 4.821 12.114 26.917
50 5.105 11.941 26.458 4.980 12.441 27.611 4.917 13.040 28.977
52 5.539 12.820 28.353 5.301 13.376 29.660 5.003 13.973 31.051
54 5.808 13.667 30.207 5.573 14.300 31.691 5.373 14.988 33.281
56 6.090 14.493 32.011 5.847 15.199 33.663 5.632 15.953 35.407
58 6.413 15.301 33.770 6.168 16.083 35.595 5.922 16.902 37.497
60 6.784 16.090 35.479 6.549 16.948 37.475 6.275 17.841 39.551
70 9.038 19.831 43.358 8.885 21.040 46.212 8.575 22.319 49.191
80 11.587 23.200 50.090 11.761 24.647 53.366 11.751 26.193 56.922
90 14.014 26.158 55.802 14.366 27.596 58.900 14.891 29.253 62.677
100 16.285 28.609 60.765 17.561 29.665 62.874 18.155 31.051 65.957
110 18.808 30.491 64.772 21.479 30.464 64.194 22.911 31.084 64.778
120 21.790 31.794 67.507 27.370 30.315 62.001 30.528 30.661 61.439
130 25.562 32.652 68.698 33.701 30.348 61.209 38.418 29.895 58.442
Figure 8.10 and Figure 8.11 show the stretch in the thin and fat tubes and the local
Weissenberg number plotted from the data in the Tables 8.7, 8.8 and 8.9. Figure 8.10a
and Figure 8.11a present the thin and fat tube stretch as a function of local Weissenberg
number for the 20% long chain contribution for different mesh resolutions. While Figure
8.10b and 8.11b show the prediction made by varying long chain fractions obtained using
the M3 mesh.
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Figure 8.10: The stretch in the thin tube predicted by RDP model versus local Weissenberg
number measured at the stagnation point for different blend compositions.
Figure 8.11: The stretch in the fat tube predicted by RDP model versus local Weissenberg
number measured at the stagnation point for different blend compositions.
The stretch in the thin and fat tube in Figure 8.10a and 8.11a follows a similar trend when
plotted against the local Weissenberg number with an increasing gradient for Weissenberg
numbers up to 5 before leveling off once the flow becomes asymmetric. For the 20% blend
the stretch in the fat tube is about double the stretch in the thin tube. Mesh convergence
is observed below Wi0=17.0, with the M3 mesh showing the highest stretch.
Comparing Figure 8.10b and 8.11b, opposite trends are found between stretch in the
thin and fat tube when varying blend composition (which are plotted using the M3 mesh).
Below Wi0=5.0, when the flow is symmetric, the thin tube stretch increases with the long
chain volume fraction, whereas the fat tube stretch decreases as the long chain volume
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fraction increases. There is also a crossing over of the thin tube stretch for 20% long chain
fraction in between Wi0=5.0 and Wi0=6.0, as shown in Figure 8.10a, that is not observed
in the fat tube stretch which corresponds to the case where the flow becomes asymmetric.
At higher local Weissenberg number, the stretch in both tubes shows a similar trend where
the highest long chain fraction predicts the lowest stretch.
Note that, we have observed and discussed the effect of different relaxation time ratios
for single mode RP model in the previous section and presented the results for the effect
of varying volume fraction for the RDP model in this section. We also looked at the effect
of the chain coupling for 5% long chain blends with 95% short chain where we found that
there is no flow bifurcation observed and the simulation crashes at high Deborah number
when mRP model is used. However, the results are not reported in this thesis as there
is no significant flow bifurcation observed using this model probably because the chain
interaction is neglected in this model. At high Deborah number, we encounter a numerical
instability and convergence issue especially for small amount long-chain composition and
this is discussed in the next section.
8.5 Numerical instability and mesh convergence issues
In this section we discuss the reasons that contribute to numerical instability issues observed
at higher pressure drop value for φL = 5% and φL = 10%. In order to determine the steady-
state solution we compute the time dependent evolution of the flow from rest using a pressure
ramp.
The time dependence of the strain-rate at the stagnation point for different blend com-
positions can be observed by plotting the graph of the transient local Weissenberg number
as shown in Figure 8.12.
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Figure 8.12: The transient local Weissenberg number for different blend compositions at
similar flow rates slightly above the critical Deborah number.
Figure 8.12 shows the transient local Weissenberg number measured at the stagnation
point for different blend compositions for different mesh refinements with pressure drop,
∆P = 52, ∆P = 54 and ∆P = 58 for φL = 5%, φL = 10% and φL = 20% respectively
which are just above the critical Deborah number for asymmetric flow. We can see that
the Weissenberg number first evolves towards a “quasi” steady-state value in which the
flow remains symmetric. This is followed by a transition from the symmetric flow to a
symmetry breaking flow at the stagnation point. This second true steady-state represents
the stationary asymmetric flow. This can be observed in Figure 8.13 where the velocity
distribution at t = 20 and t = 80 is plotted for 20% long chain contribution. Similar results
are found for the φL = 5% and φL = 10% blends.
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Figure 8.13: The velocity contour at a stagnation point for φL = 20% using M3 mesh
refinement taken at different times where the steady-state is observed with ∆P = 58.
The bifurcation parameter at t = 80 is DQ=0.026 as recorded in Table 8.6 while at t = 20
with DQ=0. The transition occurs earlier for the coarse mesh, possibly as a consequence
of the greater noise in the solution. However in Figure 8.12a we see that the three meshes
gives the same final steady-state values for the Weissenberg number.
Figure 8.14: The transient local Weissenberg number for φL = 5% by varying time-step
resolution and mesh resolution with pressure drop, ∆P = 80.
However as we increase the pressure drop for the 5% blend we observe that the solution
becomes unsteady. To investigate this phenomenon we have varied both time-step and
spatial resolution in Figure 8.14. The results presented in Figure 8.14 are obtained for 5%
long chain blend with a pressure drop ∆P = 80. Figure 8.14a shows that the instability is
insensitive to the time-step values ranging from ∆t = 1.0× 10−2 to ∆t = 2.5× 10−3. Here,
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we used the M1 mesh resolution.
The effect of the varying the mesh resolution is presented in Figure 8.14b for the time-
step ∆t = 1× 10−2. Refining the mesh has the effect of increasing both the amplitude and
frequency of the oscillation as shown in Figure 8.14b where a slight changes is observed in
the frequency. Since we are not able to obtain mesh independent results we are not able to
conclude whether this is a consequence of the constitutive model or the numerical solution.
Visually the flow appears steady, except for a small region around the stagnation point.
8.6 Conclusion
In this chapter, we have shown that bifurcation to an asymmetric flow, previously found
for the Oldroyd-B and FENE models, is also observed for both the single-mode Rolie-Poly
and RDP constitutive models. However the critical Deborah number is higher and the
amplitude is smaller than is found for models where orientation and stretch have the same
rate of relaxation. In particular we find that in the RP model the bifurcation is only found
when the stretch relaxation time is of similar size to the orientation relaxation time, which
would explain why the phenomenon has not been reported for entangled polymer melts.
One possible explanation for this is that shear-thinning inhibits the formation of the flow
bifurcation. However, Rocha et al. [123] found the opposite by comparing the FENE-CR
and FENE-P model where the FENE-P model shows the formation of bifurcation at lower
Deborah number than the equivalent FENE-CR model.
On the other hand, symmetry breaking is observed in the RDP model in cases where the
ratio of the stretch to orientation relaxation time of the long chain fraction is small. Whilst
this may be the effect of the enhanced stretch relaxation, the critical Deborah number for
the three different blend compositions is approximately the same even though the effective
stretch relaxation times differ by a factor of 4. We also found that the blends with lower
long chain concentrations, that is φL = 5% and φL = 10%, showed a numerical instability
at higher Deborah numbers. Further work is needed to fully understand this phenomenon.
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In this final chapter, we present the conclusion, highlighting the contributions of this work
and some potential ways in which it could be extended for future research.
9.1 Summary
In this thesis, we have studied the behaviour of entangled linear polymer blend using a
recently published viscoelastic model, the bidisperse RDP model of Boudara et al. [23]. The
main objectives of this thesis are to test whether this model is suitable for simulations in
complex flow geometries and to understand the response of this model under elongational
flow created in two different flow geometries, the hyperbolic contraction flow and the cross-
slot flow that are used experimentally to determine extensional flow properties. In particular,
the extent to which the hyperbolic curve is able to produce a constant extension-rate within
a localised region of the flow.
Chapter 1 is the introductory chapter that provides the aims and objectives of this
research, the background study of the project including the model description and the
numerical techniques used. The review of the related work and overview of the outline of
the thesis chapters are presented in this chapter.
Chapter 2 presents the OpenFOAM CFD software and focuses on the viscoelastic flow
simulations. This includes a comparison of the two different libraries available to solve
viscoelastic flow problems, viscoselasticFluidFoam and rheoFoam and our reasons for
choosing the latter. The method and techniques used are also described in this chapter. A
205
Chapter 9. Conclusion 9.1. Summary
description of the OpenFOAM structure is also provided in this chapter and a description
of the pre-processing files. The new constitutive model compilation procedures are also
presented.
In Chapter 3, we consider the solution of a Newtonian flow through a straight channel
in one- and two-dimensional using different numerical approaches. This includes the finite
difference method and the finite element method with different time discretisation tech-
niques considered. The accuracy of the developed codes was validated against the available
analytical solution to determine the error behaviour as a function of the spatial and tempo-
ral step-size. The work is then extended to include non-Newtonian flow for the Oldroyd-B
model that is solved for the one-dimensional channel flow problem using a finite difference
code. The flow was also solved using OpenFOAM where the results obtained using differ-
ent numerical approaches, the FDM and FVM are validated against the analytical solution
available in Duarte et al. [47]. This chapter demonstrates the agreement between the codes
developed in C++ for the FDM and FEM numerical methods with the results obtained
using the finite volume-based OpenFOAM solver for Newtonian flow using icoFoam and for
non-Newtonian viscoelastic flows using the rheoFoam library.
Chapter 4 describes polymer melt flow through a hyperbolic contraction geometry. In
this chapter, the Rolie-Poly model was implemented within the OpenFOAM software. The
details of the implementation are described in Section 4.2. The implementation of the model
is validated by solving the benchmark 4:1 planar sudden contraction for a multimode Rolie-
Poly model and compared with previously published results [129] for this model. The work
was then extended to look at the behaviour of this model in the hyperbolic contraction flow
using different contraction lengths with the aim to determine the range of flow geometries
that give a uniform extension-rate within the hyperbolic region. The results and contraction
design conclusion are presented and discussed.
The conventional way of handling polydispersity of the fluid is based on the linear
superposition of modes. This neglects the interaction dynamics between chains of different
molecular lengths. These interactions are included in the RDP model. Chapter 5 considers
the rheological behaviour of the bidisperse RDP and the equivalent mRP model. The
mathematical description of the model was first presented the details of the implementation
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of the model within the software are available in Appendix B. The implementation of the
model is then validated with the published results [23] to check the correctness of the
implementation. The equivalent mRP model was chosen to have the same linear viscoelastic
limit as the RDP model in order to represent the linear relaxation predicted by double
reptation. This requires three Rolie-Poly modes (mRP) rather than two. While the transient
shear viscosity of the two models is similar, in transient extensional flow effects of the
enhanced stretch in the RDP model can be seen.
In Chapter 6, the hyperbolic contraction flow for the RDP model and mRP model were
considered. Based on the conclusions drawn from Chapter 4 on the suitable contraction
length that generates an approximately uniform extension-rate within the contraction along
the centre-line, the dimensional contraction length, L = 5 was used to observe other relevant
effects. These include the effect of imposed pressure drop, the effect of contraction ratio,
the differences between the results for the RDP and mRP model, the effect of varying blend
compositions and the three-dimensional effects due to different channel depths. Our simu-
lations demonstrate that the hyperbolic contraction geometry is able to generate a region of
uniform extensional flow along the axis provided that the channel depth is sufficiently large
to avoid the three-dimensional effects. This extensional flow is able to produce stretching
of the polymer segments within the model. While the contraction ratio sets the extensional
strain, the extension-rate is determined by the contraction length and imposed pressure
drop. The enhanced stretch relaxation time that is captured by the RDP model leads to
the generation of molecular stretch along the centre-line within the contracting region even
though the extension-rate along the centre-line within the contracting region is below the
inverse of the stretch relaxation time. We also presented the mathematical analysis to ex-
plain the different behaviour shown by the thin and fat tubes across the channel within the
contracting region. We demonstrated that the prediction made the thin and fat tubes along
the centre-line show the opposite trend as the blend composition is varied.
In Chapter 7, the results for the cross-slot flow with hyperbolic corner lengths predicted
by the RDP model is presented. Several relevant effects including the effect of the hyperbolic
corner length, extension-rate, blend composition, the difference between the RDP and mRP
model and the three-dimensional geometry with different channel depths were presented
207
Chapter 9. Conclusion 9.2. Achievements
and discussed. A similar trend to the hyperbolic contraction flow of prediction for different
effects was observed in the cross-slot flow. Our results demonstrated that with the same
extension-rate generated within the hyperbolic region, the stretch is more pronounced in
cross-slot flow due to the increase in residence time at the stagnation point.
Chapter 8 presents the study on a flow bifurcation in a cross-slot geometry with sharp
corner for the single mode Rolie-Poly model and the bidisperse RDP model. For the single
mode Rolie-Poly, we found that the degree of the flow bifurcation and the critical Deborah
number depends on the ratio of the stretch to orientation relaxation times with higher values
of this ratio having a lower critical Deborah number and higher degree of flow bifurcation.
The flow bifurcation for the RDP model was observed for different blend compositions where
our results demonstrated that the critical Deborah number is approximately the same for
different blending ratios but that the degree of the bifurcation is more pronounced for higher
long chain fraction. We also found a numerical instability at the stagnation point at higher
pressure drop value for lower long chain concentration which prevented the illustration of
the RDP behaviour in a wider range of Deborah number. This issue is unresolved and will
be a part of the future direction to understand the cause of the numerical oscillation that
takes place within this regime.
9.2 Achievements
The main achievements of this thesis can be summarised as follows.
1. We successfully implemented the Rolie-Poly and Rolie-Double-Poly model within the
OpenFOAM software through the RheoTool toolbox. We validated the implementa-
tion against the published results for the benchmark 4:1 planar contraction for the RP
model and the rheological behaviour computed on a single computational cell for the
RDP model. In both cases close agreement was observed. This demonstrates both
the utility of the RheoTool toolbox and the suitability of the RDP model for flow
simulation.
2. We have explored further the rheological consequences of the coupling between the
dynamics of polymer chains of different lengths introduced in the RDP model by
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comparing with an equivalent multimode Rolie-Poly model that has the same linear
viscoelastic response as given by double reptation theory [44] but excludes the coupling
between stretch modes. Here, we observed that the RDP with the chain coupling effect
exhibits the enhanced stretch relaxation time and the transient extensional viscosity
grows above the linear viscoelastic envelope (for sufficiently high extension-rate) which
is absent in the mRP model.
3. We modelled the RDP flow in the hyperbolic contraction geometry and presented
the behaviour of the RDP focusing on the differences between the polymer stretch
predictions both along the centre-line where the flow is purely elongational and in
the mixed shear and extensional flow elsewhere in the contraction. We found that,
the contraction ratio sets the extensional strain, while the strain-rate is determined
by the contraction length. We extended the work to the three-dimensional domain
where the influence of the cross-stream flow resulting from the presence of side-walls
was modelled for different channel depths and we found for the flow to be effectively
planar, the ratio of half geometry to channel depth is about quarter for 4:1 and 1:1.6
for 10:1 contraction ratio.
4. We modelled the RDP flow in the cross-slot geometry with hyperbolic corners and re-
ported the behaviour of the RDP model by observing the stress birefringence field and
the prediction made along the centre-line for extension-rate and polymer chains ex-
tension. We showed that the uniform extension-rate is observed within the hyperbolic
region along the centre-line and spike approaching the stagnation point due to higher
extensional strain in that region. The loss of the four-fold symmetry from the stress
birefringence pattern is observed for sufficiently high pressure drop as a consequence
of the elastic effect in the RDP model. The increased in the residence time in cross-
slot flow (comparing to the hyperbolic contraction flow) along the centre-line allows
polymer chains in fat and thin tubes to achieve higher chain stretch even though the
same extension-rate is imposed.
5. We showed that the steady flow bifurcation found for polymer solutions is also pre-
dicted by the RP and RDP models. However in the RP model this phenomenon is
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only seen for weakly entangled polymers where the stretch and orientation relaxation
times are similar. This would explain why this phenomenon is not reported for poly-
mer melts. For the RDP model, we see that the degree of flow bifurcation increases
as the long chain composition is increased and the critical Deborah number is lower
for higher long chain composition.
9.3 Future Work
In this section, we point out some potential open problems of the current work as part of
the future direction of this research that we believe is worth investigating. These can be
summarized as follows.
1. In the current work all the modes include stretch. However, this requires using a
timestep that is able to resolve the stretch relaxation of the short chains. There is
another version of the RP model that neglects the stretch term [57] and using this to
model the short chains might enable longer time steps to be used.
2. The finite extensibility function, fE(σ) was not included (set to unity) in this work for
the sake of simplicity but would be straightforward to add to the RP and RDP model
to limit the extension at higher extension-rate particularly at the stagnation point of
the cross-slot.
3. In this thesis we have only considered two species of polymer chains S and L. However
the general RDP model has N modes requiring N2 configuration tensors. We could
extend the current work to include the RDP model with more than two-modes within
OpenFOAM and model the behaviour in the geometrical flow in two- and three-
dimensions to see whether it is feasible to use such a model for a three-dimensional
problem in OpenFOAM.
4. With multiple modes it would be possible to make a quantitative comparison between
the numerical simulation and flow experiments on polydisperse polymer melts. This
would reveal whether the coupling between modes produce significant improvements
in the prediction of the flow of industrial grade polymers.
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5. The numerical instability issues found in the cross-slot flow bifurcation with a sharp
corner require further investigation. One method for stabilisation would be to im-
plement the log-conformation approach for the RDP model to check whether the
numerical oscillation could be resolved by this technique.
6. The study of flow bifurcation in the cross-slot device could be extended to observe the
effect of introducing hyperbolic corners or adding a cylinder at the centre to remove
the stagnation point as was recently consider by Davoodi et al. [38].
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Appendix A
The algorithm for the numerical
schemes
Algorithm 1: Algorithm for the FTCS scheme
Data: The one-dimensional Channel flow problem
Result: The approximate solution using FTCS numerical scheme
1 Declare the header;
2 Declare the variable;
3 Initialization;
4 Read in the value for the mesh grid, (m) and number of the time step, (nt) ;
5 Define the initial u[y, 0] and boundary condition u[−1, t] = u and u[1, t] = u for the
domain −1 < y < 1 and t > 0. The domain and the value at the boundary
condition u is depends on the problem to be solved;
6 for k = 1,2, ..., nt do
7 for j=1,2, ..., m-2 do
8 unew[j] = rν(uold[j]− 2uold[j] + uold[j]) + uold[j] + dt;
9 end
10 uold[j] = unew[j];
11 end
228
Chapter A. The algorithm for the numerical schemes
Algorithm 2: Algorithm for the BTCS scheme
Data: The one-dimensional Channel flow problem
Result: The approximate solution using BTCS numerical scheme
1 Declare the header;
2 Declare the variable;
3 Initialization;
4 Read in the value for the mesh grid, (m) and number of the time step, (nt) ;
5 Calculate the value of the r, ∆t and ∆y based on the value of m and nt;
6 Initialization of the vectors a, b, c, d, u, α, s, y in solving the system of linear
equation.;
7 Define the initial u[y, 0] and boundary condition u[−1, t] = u and u[1, t] = u for the
domain −1 < y < 1 and t > 0. The domain and the value at the boundary
condition u is depends on the problem to be solved;
8 for k = 1,2, ..., nt do
9 for j=0,1, ..., m-2 do
10 d[j] = u[j] + dt ;
11 solve the system of linear equation Auk+1 = d obtained from the BTCS
scheme where A is the tridiadonal matrix obtained from the schemes. The
three main vectors needed in solving the tridiagonal matrix are a = {r},
b = {1 + 2r} and c = {r}.;
12 end
13 u[j] = Thomas(a, b, c, d);
14 end
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Algorithm 3: Algorithm for the Thomas algorithm
Data: Vectors defined in main body (a,b,c,d)
Result: Return the approximate solution uk+1i,j
1 Declare and initialize the vectors α and s ;
2 Initialization for α[1] = b[1] and s[1] = d[1];
3 for j=2,3,..., m-2 do
4 α[j] = b[j]− (a[j]c[j−1]α[j−1]) ;
5 s[j] = d[j] + (a[j]s[j−1]α[j−1] )
6 end
7 for j=m-2, m-3, ..., 1 do
8 if i = m− 2 then
9 u[j] = s[j]α[j] ;
10 else
11 u[j] = s[j]+c[j]u[j+1]α[j]
12 end
13 return u[j]
14 end
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Algorithm 4: Algorithm for the Crank-Nicolson scheme
Data: The one-dimensional Channel flow problem
Result: The approximate solution using Crank-Nicolson numerical scheme
1 Declare the header;
2 Declare the variable;
3 Initialization;
4 Read in the value for the mesh grid, (m) and number of the time step, (nt) ;
5 Calculate the value of the r, ∆t and ∆y based on the value of m and nt;
6 Initialization of the vectors a, b, c, d, u, α, s, x in solving the system of linear
equation.;
7 Define the initial u[y, 0] and boundary condition u[0, t] = u and u[1, t] = u for the
domain −1 < y < 1 and t > 0. The domain and the value at the boundary
condition u is depends on the problem to be solved;
8 for k = 1,2, ..., nt do
9 for j=0,1, ..., m-2 do
10 d[j] = rνu[j − 1] + (2− 2rν)u[j] + rνu[j + 1] + 2dt ;
11 solve the system of linear equation Au¯k+1 = d obtained from the
Crank-Nicolson scheme where A is the tridiadonal matrix obtained from
the schemes. The three main vectors needed in solving the tridiagonal
matrix are a = {rν}, b = {2 + 2rν} and c = {rν}.;
12 end
13 u[j] = Thomas(a, b, c, d);
14 end
15 Solve the linear system using Thomas algorithm ;
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Algorithm 5: Algorithm for ADI scheme
Data: The 2D channel flow problem
Result: The approximate solution using ADI numerical scheme
1 Declare the header;
2 Declare the functions prototype;
3 Declare the variable which include the array and pointers for 2D;
4 Initialization;
5 Read in the value for the mesh grid for x and y, N (same value of mesh grid), ∆t
and number of time steps (ts);
6 Calculate the value for rx, ry ∆x and ∆y based on the input data;
7 Declare and initialize the vectors involved for the two steps in ADI (depending on
the read in value for the mesh grid);
8 Allocate the memory and initialize for 2D array (unew[i][j]);
9 Define the initial and boundary conditions;
10 for k = 1,2, ..., nt do
11 Calling a function Step1 to calculate the value the value of u
k+1
2
i,j ;
12 Calling a function Step2 by passing the value obtain in Step1 to calculate the
approximate value at uk+1i,j ;
13 Update the value uold[i][j] = unew[i][j] (for current time step) in order to
obtain the new approximate value for the next time step;
14 end
15 Deallocate the memory;
Algorithm 6: Algorithm for Step1 in ADI scheme
Data: vectors defined in main body (a,b,c,d), uold[i][j], ry, N
Result: The approximate solution at u
k+ 1
2
i,j
1 Allocate the memory and initialize for 2D array (uhalf [i][j]);
2 for j = 1,2,...,N-2 do
3 for i= 1,2,...,N-2 do
4 calculate the value for d[i]
d[i] =
ry
2 (uold[i− 1][j] + uold[i+ 1][j]) + (1− ry)uold[i][j] + ∆t2 ;
5 Solve the linear system A u
k+1
2
i,j = d obtained from the scheme in Step 1
where A is tridiagonal matrix with three main vectors are a = { rx2 },
b = {1 + rx} and c = { rx2 };
6 Calling a function Thomas (Thomas Algorithm) to calculate the
approximate solution at u
k+1
2
i,j ;
7 end
8 end
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Algorithm 7: Algorithm for Step2 in ADI scheme
Data: vectors defined in main body (a1,b1,c1,d1), uhalf [i][j], rx, N
Result: The approximate solution at uk+1i,j
1 Allocate the memory and initialize for 2D array (unew[i][j]);
2 for i = 1,2,...,N-2 do
3 for j= 1,2,...,N-2 do
4 calculate the value for d1[j]
d1[j] = rx2 (uhalf [i][j − 1] + uhalf [i][j + 1]) + (1− rx)uhalf [i][j] + ∆t2 ;
5 Solve the linear system A uk+1i,j = d1 obtained from the scheme in Step 2
where A is tridiagonal matrix with three main vectors are a1 = { ry2 },
b1 = {1 + ry} and c1 = { ry2 };
6 Calling a function Thomas (Thomas Algorithm) to calculate the
approximate solution at uk+1i,j ;
7 end
8 end
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Algorithm 8: Algorithm for one-dimensional finite element scheme.
Data: The one-dimensional Channel flow problem
Result: The approximate solution using finite element
1 Declare the header;
2 Declare the functions and variables;
3 Initialization;
4 Read in the value for the mesh grid, (m) and the number of the time step, (nt) ;
5 Calculate the value of ∆t and ∆y based on the value of m and nt ;
6 for k = 1,2, ..., nt do
7 for j=0,1, ..., m-2 do
8 Initialization of the vectors involve in the stiffness matrix, mass matrix and
other relevant vectors involved in the numerical scheme. ;
9 Define the initial u[y, 0] = u and boundary condition, u[−1, t] = u and
u[1, t] = u for the domain −1 < y < 1 and t > 0. ;
10 for j=1, ..., m-3 do
11 Assemble the inner matrix for stiffness, mass matrix and vector f .
Vector f is solved using a Simpson’s method with appropriate shape
function N ;
12 end
13 Declaration for the upper boundary condition;
14 for j=1, ..., m-2 do
15 Calculate the matrix on the left-hand side of the schemes and assign the
tridiagonal matrix to 3 different vectors. ;
16 end
17 for j=1, ..., m-2 do
18 Calculate the vectors on the right-hand side of the numerical schemes.
19 end
20 Solve the linear system, Ku = f using Thomas algorithm to get u[j]. ;
21 end
22 Update the value of u[j].
23 end
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Algorithm 9: Algorithm for 2D finite element scheme.
Data: The two-dimensional Channel flow problem
Result: The approximate solution using finite element
1 Declare the header;
2 Declare the functions and variables;
3 Read in the coordinates and connectivity array from the pfile and qfile (the
example of the file names);
4 Initialization;
5 for e=0, ..., nels-1 do
6 Assign the nodes of the domain based on data for connectivity array in pfile;
7 end
8 for e=0, ..., np do
9 Assign the coordinate for each of the points (both interior and boundary) from
qfile. ;
10 end
11 Declare the initial condition.;
12 for w=1, ..., finalTime/dt do
13 Initialization for the matrix of the interior nodes;
14 Declare the boundary condition;
15 for e=0, ..., nels-1 do
16 Assign the nodes of the element with respective coordinates;
17 Assemble the stiffness matrix, K
(e)
J,I =
∫
Ωe
∇N (e)J · ∇N (e)I dx;
18 Assemble the mass matrix, M
(e)
J,I =
∫
Ωe
N
(e)
J ·N (e)I dx;
19 Assemble the RHS vector, f(x) =
∫
Ωe
F (x)Nj(x)dx;
20 end
21 Matrix addition of the LHS of the numerical schemes;
22 Product of matrix and vector for the LHS of the schemes;
23 Do (Crout) LU factorization, LU(u) = f to obtain the estimated value for u[j];
24 Update the value of u[j];
25 end
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The Rolie-Double-Poly.C file
Member functions in Rolie-Double-Poly.C file
//***************** Member Functions ******************//
void Foam::constitutiveEqs::Rolie_Double_Poly::correct()
{
volTensorField L = fvc::grad(U());
volTensorField CSS = tauSS_ & L;
volTensorField CLL = tauLL_ & L;
volTensorField CSL = tauSL_ & L;
volTensorField CLS = tauLS_ & L;
volSymmTensorField twoD = twoSymm(L);
StretchS_ = Foam::sqrt(1+tr(tauS_)*lambdaDS_/3/etaPS_);
StretchL_ = Foam::sqrt(1+tr(tauL_)*lambdaDL_/3/etaPL_);
StretchLL_ = Foam::sqrt(1+tr(tauLL_)*lambdaDL_/3/etaPL_);
volScalarField gSigma_S = 2*(1-1/StretchS_);
volScalarField gSigma_L = 2*(1-1/StretchL_);
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volScalarField fSigma_S = gSigma_S*
(1+beta_*Foam::pow(StretchS_,2*delta_));
volScalarField fSigma_L = gSigma_L*
(1+beta_*Foam::pow(StretchL_,2*delta_));
//**** Solving polymeric tensor contribution ****//
//============= Short-Short interaction ============//
fvSymmTensorMatrix tauSS_Eqn
(
fvm::ddt(tauSS_) + fvm::div(phi(), tauSS_)
==
etaPS_/lambdaDS_*twoD + twoSymm(CSS) - fvm::Sp((1+betaThermal_)/
lambdaDS_ +1/lambdaRS_*fSigma_S*extensFuncS_, tauSS_)
- etaPS_/(lambdaDS_*lambdaRS_)*gSigma_S*I_
);
tauSS_Eqn.relax();
tauSS_Eqn.solve();
//=============== Long-Long interaction ==============//
fvSymmTensorMatrix tauLL_Eqn
(
fvm::ddt(tauLL_) + fvm::div(phi(), tauLL_)
==
etaPL_/lambdaDL_*twoD + twoSymm(CLL) - fvm::Sp((1+betaThermal_)/
lambdaDL_ +1/lambdaRL_*fSigma_L*extensFuncL_, tauLL_)
- etaPL_/(lambdaDL_*lambdaRL_)*gSigma_L*I_
);
tauLL_Eqn.relax();
tauLL_Eqn.solve();
237
Chapter B. The Rolie-Double-Poly.C file
//=============== Short-Long interaction ==============//
fvSymmTensorMatrix tauSL_Eqn
(
fvm::ddt(tauSL_) + fvm::div(phi(), tauSL_)
==
etaPS_/lambdaDS_*twoD + twoSymm(CSL) - fvm::Sp(1/lambdaDS_
+gSigma_S/lambdaRS_*extensFuncS_ + betaThermal_/lambdaDL_ +
(beta_*gSigma_L*extensFuncL_*
Foam::pow(StretchS_,2*delta_))/lambdaRL_, tauSL_)
- etaPS_*gSigma_S*extensFuncS_*I_)/
(lambdaDS_*lambdaRS_)
);
tauSL_Eqn.relax();
tauSL_Eqn.solve();
//=============== Long-Short interaction ==============//
fvSymmTensorMatrix tauLS_Eqn
(
fvm::ddt(tauLS_) + fvm::div(phi(), tauLS_)
==
etaPL_/lambdaDL_*twoD + twoSymm(CLS) - fvm::Sp(1/lambdaDL_
+gSigma_L/lambdaRL_*extensFuncL_ + betaThermal_/lambdaDS_ +
(beta_*gSigma_S*extensFuncS_*
Foam::pow(StretchL_,2*delta_))/lambdaRS_, tauLS_)
- etaPL_*gSigma_L*extensFuncL_*I_)/
(lambdaDL_*lambdaRL_)
);
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tauLS_Eqn.relax();
tauLS_Eqn.solve();
//============== Break down stress =============//
tauS_ = volFrac_*tauSS_ +(1-volFrac_)*tauSL_;
tauL_ = (1-volFrac_)*tauLL_ + volFrac_*tauLS_;
//========== Total stress contribution ===========//
tau_ = tauL_ + tauS_;
tau_.correctBoundaryConditions();
totalStress_ = etaS_*twoD + tau_;
//================== Birefringence ===================//
birefringence_ = Foam::sqrt(Foam::pow(totalStress_.
component(symmTensor::XX)-
totalStress_.component(symmTensor::YY),2) +
4*Foam::pow(totalStress_.component(symmTensor::XY),2));
}
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